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Abstract

Deterministic earthquake prediction has proven to be an extremely complex problem
for scientists. Improving the ability to predict earthquakes is one of the major
challenges for Seismology and a key goal for the protection of properties,
infrastructure, and people inhabiting Earth's areas characterized by high seismic risk.
Full knowledge and understanding of the phenomenon are necessry for earthquake
predictions to be reliable. However, this poses a nontrivial problem for the scientific

community since strong earthquakes are relatively rare compared to other natural
phenomena and occur at inaccessible depths. In this thesis, the devlpment,
application, and comparison of both deterministic and probabilistic forecasting

methods is shown.

Regarding the deterministic approach, the implementation of an alarm-based

method using the occurrence of strong (fore)shocks, widely felt by the population, as

a precursor signal is described. This model is then applied for retrospective

xUl EDPEUDPOOwWOl w( UEOPEOwI EUUT GUEOT UwOifromOET OB U
1960 to 2020. Retrospective forecasting performance is evaluated using tests and

statistics recognized in the literature and specific for deterministic alarm -based

models.

Regarding probabilistic models, this thesis focuses mainly on the EEPAS (Every
Earthquake a Precursor According to Scale) and ETAS (Epidemic Type Aftershock

Sequerce) models. Although the EEPAS model has been previously applied and

tested for some regions of the world, it has never been applied for the forecast of

Italian earthquakes. Therefore, in this thesis, the EEPAS model is applied to the
retrospective forecasd wOi w( UEOPEOwUT EOOOPwI EUUT GUEOT Uwdi
software developed in MATLAB. The retrospective forecasting performance of the

treated probabilistic models was compared with that of other models both time

dependent and time independent usin g the new CSEP tests based on the negative
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binomial distribution. The EEPAS and ETAS models applied for forecasting Italian
earthquakes show different characteristics. In particular, the EEPAS and ETAS
models seem to have better forecasting performance inthe long and short period,

respectively.

The deterministic model based on the occurrence of strong (fore)shocks (called
FORE) is compared with the EEPAS and ETAS modés using the alarm-based
deterministic approach. The comparison and evaluation analyses show that all
models overperform a random forecasting model. However, evaluation of relative

performance suggests better forecasting power for the ETAS and FORE models.

To realistically evaluate the forecasting performance of all models, however,
prospective tests should be conducted. One of the main problems that emerged
during the development of this thesis is the lack of objective prospective CSEP tests

for evaluating deterministic models and comparing them with probabilistic ones.
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Chapter 1

Introduction on main characteristics of
earthquakes and properties of occurrence

Earthquakes have affected the Earth since the formation of the solid billish4/ears ago

and have plagued humanitsince theconstruction of the first village. Earthquakes, most
caused by the movement of tectonic plates that have characterized every step in the formation
of mountain ranges, oceans, and continental drift, are evidence ofrihenidm of planet

Earth (Marshak, 2004).

1.1 Elastic rebound theory

Earthquakes are rapid movement of the Earth due to a sudden release of potential
deformation energy by the lithosphere. An earthquake is therefore the consequence
of the breaking of rocks and is felt through the shaking of the ground. The
mechanism of earthquake generation can be explained by the elastic rebound model
proposed by Reid (1910) from the observation of geodetic data and information
analyzed during and after the 1906 San Francisco earthqake of magnitude 7.8.
According to the elastic rebound model, lithospheric rocks react elastically when
subjected to differential stress. When the applied deformation stress exceeds the
failure load, the rocks fail along one or more fault surface, i.e., a surface of weakness.
When a failure occurs, the rocks suddenly readjust to reach a newpotential state.The
rock blocks, separated from the fault surface, continue their relative readjustment for
a variable time frame until a new equilibrium condition is reached ( Fig. 1.1). The
sudden rearrangement of the rock volumes involved produces seismic waves that
propagate in space and time as sphericalwave fronts. Elastic rebound theory (Reid,
1910) assumes that rocks rupture and subsequent propagation of seismic waves
begins at a certain time (origin time 0 1) and at a certain nucleation point in space
(hypocenter) located at a certain depth along the fault plane. Analysis of most
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destructive earthquakes shows that they generally occur at a depth of less than 50
km, although they can be deeper, where past earthquakes have already weakened
the brittle rocks that constitute an active fault or in parts of cold lithosphere in
subductuon zones, where the brittle-ductile transition is deeper than in a normal
geothermal gradient. Estimation of hypocentral parameters requires a seismic
network consisting of stations capable of recording arrival times and oscillations
induced by seismic waves. The analysis of the arrival time of seismic waves
generated by an earthquake from several stations makes it possible to estnate the

latitude, longitude, depth, an d origin time of the recorded earthquake.

fault fault

a b c

a—No slip potential accumulation
b— Interseismic slip potential accumulation ( fault locking)

c— Coseismic slip potential release

Figure 1.1: Elastic rebound theory (Wei et al., 2015)

1.2 Seismic catalogues

Seismic catalogs represent one of the essential productsmade available by the
agencies tha manage, monitor, and analyze data deriving from seismic networks. A
seismic network consists of instruments capable of recording wavefor ms and of other
equipment able to processdata related to the occurrences of seismicevents (Fig. 1.2).
Seismic catalog contains parametric information of earthquakes (latitude, longitude,

depth, magnitude, and sometimes additional information such as focal mechanism)
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that are recorded for a certain region. Such datasetsare extremely important for
analysis and research on seismicity patterns and seismic risk. However, each
seismicity catalogue is the product of complex procedures that begin with the
configuration of the seismic network, the choice of sensors and software to process
the data, and the choice of a locadlization procedure and magnitude scale. The
human-chosencomputational tools and defined processing steps, combined with the
spatial and temporal heterogeneity of the seismic network and seismicity, make
catalogues inherently heterogeneous (Woessner et al., 201Q0)Seismic catalogues can
be classified into different types (pre-historic, historic, and instrumental). Pre-
historic seismic catalogues are based on geological information obtained by
campaign observations and contain information on earthquakes that may have
occurred even in past millennia . Historic seismic cataloguesare based oninformation
collected by historical archives that describe macro-seismic effects of earthquakes on
population or buildi ngs. By regression analysis of the observed intensity field it is
possible to trace the location, origin time and magnitude of historical earthquakes
with some reliability (Gasperini et al.,, 1999; Rovida et al., 2020, 2022) The
instrumental seismic catalogs are datasetsderived from primary instrumental data
produced by seismologists who are able to process the data and record the
occurrence of earthquakes and the related hypocentral parameters (origin time,

longitude, latitude and depth) and magnitude (Woessner et al., 201Q)

1.3 Magnitude scale s

Since the development of the first magnitude scales by Richter (1935), different
magnitude scales with different definitions and characteristics have been proposed
(Lay and Wallace, 1995) The use of one or the other dgends on the characteristics of
a seismic network. One of the most used magnitude scale of greatest use is the bcal
magnitude 0 , defined by Richter (1935) It is given by the ratio of the decimal
logarithm of the maximum amplitude 0 (expressed in & &) recorded by a Wood-
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Anderson torsion seismometer with a period of T&®i ‘Q&¢ &@r@dithe maximum
amplitude that the same instrument would have recorded for a standard earthquake
0 (i.e. an earthquake of magnitude 0 1 which at p mRa from the epicenter
produces an amplitude of p 1 & &). For earthquakes occurring at different distances
it is necessary to introduce corrections to scaleo relative to the effective distance
from the station. These corrections consider the amplitude attenuation due to
geometric spreading (Richter, 1935; Gutenberg and Richter, 1942; Jennings and
Kanamori, 1983; Hutton and Boore, 1987; Di Stanza and Console, 2002; Gasperini,
2002; Loli et al., 2015) Further corrections are applied considering that modern
seismometers with different amplification and damping characteristics are currently
used to estimate the local magnitude. Modern instruments can emulate the Wood-
Anderson seismometers (synthesized Wood-Anderson) through adjustments. Other
magnitude scales have been defined(Gutenberg and Richter, 1956)such as the body
wave magnitude & based on the amplitude of body waves (0 and Y and the surface
wave magnitude 0 based onthe amplitude of surface waves (Love and Rayleigh
waves). However, these two magnitude scales are not appropriate for strong
earthquakes because they tend to saturate for high magnitudes ¢ L8t 0 ).
Therefore, some of the earthquakesrecorded in catalogs with such magnitude scales
may have higher energy than reported (Woessner et al., 2010)The magnitude scale
& (duration magnitude) is based on the duration of the phenomenon (Eaton, 1992)
that is the time interval between the recording of the first pulse and the return to the
background signal. Therefore, & does not depend on the amplitude of the peaks
recorded by the seismograph, but on the duration of the phenomenon estimated by
the seismogram. The duration magnitude is generally used to attribute the
magnitude to low or medium e arthquakes that occur locally or regionally and can be
used in cases where the exact calibration of seismometers is not known. The
definitions of the previous magnitude scales are purely empirical. Moreover, it has
been observed that they tend to underestimate or overestimate the true magnitude.
This depends on the physical characteristics of the instruments used for seismic wave
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recordings. In fact, seismographs can record seismic waves in a certain frequency
range. Earthquakes, produce seismic waves evenat very low frequency, which
cannot be correctly recorded by seismometers. This phenomenon increases with the

energy released by the earthquake, so high magnitudes may be underestmated.

The introduction of the seismic moment magnitude 0 0 by Hanks and Kanamori
(1979) made it possible to relate the magnitude with the physics of the phenomenon.
Moment magnitude is based on the elastic rebound theory (Reid, 1910)under which
a couple of forces applied symmetrically on the two blocks of a fault generates a
torsional moment (seismic moment). In addition, from the relationship between 0 0
and seismic moment, it is possible to empirically estimate the parameters like the
length, width, and area of the fault, and the co-seismic displacement. Wells and
Coppersmith (1994)showed consistency between the estimation of these parameters

and observations.

1.4 Heterogeneity of seismic catalogues

The data logging capacity of a seismic network (Fig. 1.2) depends strongly on the
density and number of stations in the area, their operating status, logging
characteristics and the degree of connecton with data processing headquarters. The
choice of using a certain magnitude scale rather than another depends on the
characteristics of the network. Often different definitions of magnitude may be used
for a single network. This inevitably leads to heter ogeneous seismic catalogs.This
heterogeneity produces artefacts in the analysis of the statisical distribution of
magnitudes and in other uses of seismic catalogues, such as the application and
testing of seismicity models. Therefore, variations in the measured rate of seismicity
can result from both natural and man -made causes. It is important to differentiate
them as much as possible to identify significant and real rate changes in seismicity

studies (Habermann, 1987; Matthews and Reasenberg, 1988Man-made changes can
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be caused by transitions of a seismic network, which include changes in station
coverage, type of magnitude reported, improved seismic wave attenuation models,
instrumentation, and automation (e.g., analog, and digital data processing
waveform). Such changes occasionally become apparent and can be noticed by
analyzing systematic temporal variations in the magnitude -frequency distribution of
earthquakes (Habermann, 1982. Heterogeneities are not only related to individual
seismic catalogs, but different catalogs produced by different networks are
heterogeneous with respect to each other. In fact, although the local0 magnitude is
most commonly used, it is not directly comparable across different seismic catalogs
because the estimation considers local characteristics and may involve the use of
different techniques. However, heterogeneities are also related to the different

methods of estimating hypocentral parameters.

Figure 1.2: Map of seismic networks present in the Euro-Mediterranean region
indicated with different colors. Data on seismic stations are awilable on the web
services of IRIS (Incorporated Research Institutions for Seismology,
https://www.iris.edu/hq/).

14



1.5 Properties of occurrence of earthquakes

Analysis of data recorded from long -term seismic catalogs makes it possibe to
observe and analyze the typical occurrence behavior of earthquakes such as the
relationship  between high-magnitude and Ilow -magnitude earthquakes,
spatiotemporal clustering, or the behavior of seismicity before or after a strong

earthquake.

15.1 Earthquakes as a Poisson point processes

Earthquakes are represented in space and time as points marked by their magnitude.
This allows us to consider earthquakes as point processesPoint processes are widely
used in probability theories to model spatiotemporal data (Daley and Vere-Jones,
2008) and are widely used in many disciplines such as ecology, epidemiology,
geography, telecommunications, and others. Mathematically, a point process is a
countable set of points randomly distributed in a certain space -time domain (Fig.
1.3), therefore, it can be considered & a stochastic model that defines probabilistic
rules for the occurrence of points (e.g., earthquakes) intime and space (Zhuang et al.,
2012) In fact, if we compress the time axis d the seismograph to view all earthquake
records on a large time scale, the waveforms of each strong earthquake become
independent pulses randomly distribute d over time (Zhuang et al., 2012) The
hypothesis of complete temporal random ness assumes that the number of events in
each time window follows the Poisson distribution with a certain expected number
of events _ in the unit of time. A stationary Poisson process isusually considered a
fundamental assumption of many probabilistic seismic hazard analysis (Cornell,
1968) However, in the short-medium term earthquakes tend to occur in clusters and
strong earthquakes are always followed by aftershocks that have some relation to the
mainshock. Analysis of clustered seismic events has shown that inglobal (Aki, 1956)
or local (Knopoff, 1964) catalogs the events of the main sequence are significantly
non-poissonian. This conclusion is important for earthquake forecasting, since the
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demonstration of non -randomness in earthquake catalogs gives hope that a basis can
be found for predicting the timing of occurrence by decoding the sequ ential message
in the list of events. Gardner and Knopoff (1974)investigated seismicity in Southern

California after removal of the aftershock clustersfounding Poissonian behavior.

Considering 0 ¢fd as the number of earthquakes of a point process occurred in a

certain temporal window 6 ¢ftd, the processes can be considered as Poissonian if:

)] The number of events & and Qoccurring in disjoint temporal windows are
independent.
DOk ah OdQ @ DO0Wd a 00 de (LY

1)) The probability distribution of 0 events occurring in a certain time
window depend only on its length.
iii) The probability of two or more events occurring simultaneously is
considered negligible i.e.,two or more events cannot occur simultaneously.
The Poisson process is considered stationary or homogeneous if the probability that
0 events occurring within a certain time window of T extent, follow the Poisson

distribution

(1.2

v e . _ 1

where _ is the average rate of occurrence in an interval of unit length and _ is
constant in time. A non-stationary Poisson process is instead characterized by a time
dependent rate _ 0 . Therefore, in this case, theprobability distribution of 0 events in
each time window depends on the _ 0 and the processescannot be stationary. In a
non-stationary Poisson process, the expected number of events for a certain time

window of length 6 Fd is given by

- o (1.3

and the probability to observe Qevents in the time interval 6 ho is given by

o N - YO . )
00O ol Q TAQD?(‘JH) 8 (1.9

16



The nonstationary Poisson processcan be used as an alternative to the stationary
Poisson model when an apparent trend or seasonality is visible in the data (Zhuang

et al., 2012)

i QO O=0r OO O 3—|—>

ty L tgt te t t t
tS1234 5 lg 7 ste

Figure 1.3: Sequence of ordered points within a given time window.

15.2 Maxim um Likelihood Estimation (MLE) for a Poisson point process
Given an observed point process containing 0 events occurring at times 0
oMM within a given time interval oM (fig. 1.3), each 'Q dQtime of
occurrence can be taken as an infinitesimal interval t oho 1 a The likelihood
function (Akaike, 1998; Myung, 2003) is determined by the joint probability to
observe each’Q GQevent in the time interval T and to not observe any event in the
timerange oho . Considering a non-stationary Poisson process characterized by

an intensity function _ 0, the probability to observe an eventin 1 is given by

veEt p _0T 0E€7 O (1.5)

and the probability to observe zero events in the time range 6ho s given by

5¢o b m A@D  _oQ®s (1.6)

Such probabilities can be derived from egs. 1.2 and 1.4. Considering that in a Poisson

process the occurrenceof events are assumed disjoint, the likelihood function is

equal to

(1.7)
0o _07 06 Agb _00Q0o

1 0 0 Aop _00Qam
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To simplify algebraical resolution, the application of the natural logarithm is

preferable, and the log-likelihood function become:

(1.8)
a € "abp AED] O _00Q0

NIRRT & & D 008

In many applications and in the literature (e.g. Ogata, 1983}he likelihood function is
used to estimate the optimal parameters of a model that assumes a certain parametric
probability distribution ) ¢h—, given some observed data @ @B o . The
optimal parameters are found by estimating the maximum of the likelihood function
(MLE). Considering a set of function a® ¢fii— where ®is a multiplicative constant,
their maximum value i s obtained for the same —8 For the MLE, the constant
multiplicative term | 0 in the equation (1.7) can beneglected and the equation to

maximize is then:

O orp o AP _50Qb (1.9)

or if the log -likelihood is preferable:

g (1.10)
o E0CH M a & QD _0Qes8

15.3 Frequency-magnitude relationship of earthquake occurrence

(The Gutenberg -Richter law)

The frequency-magnitude relationship of earthquakes, known as the Gutenber-
Richter law (GR, Gutenberg and Richter, 1944)is an empirical relation that represents
one of the foundations of modern seismology. The GR describes the occurrence of

earthquakes in a certain spacetime domain as a function of magnitude. In particular,
18



the number 0 of earthquakes decreases exponetially as the magnitude 0

increases according to the relationship:
D€ 0 ®» wod (1.112)
00 pm (1.12)

The @value describes the overall level of seismicity in the region of interest. Its value
therefore depends on the seigmic characteristics of the area and catalog considered.
The Gvalue represent the relative proportion between high and low magnitude
seismic events. Generally, over long periods its value is around 1. High values of
@ p indicate a high proportion of low-magnitude events in an earthquake dataset,
and conversely @ p indicates a high proportion of high -magnitude events. The
commonly used forms for visualizing the magnitude -frequency relationship are the
cumulative and incremental non -cumulative magni tude-frequency distribution
(FMD) curves. The cumulative FMD described by the equation (1.12)is showed in
Fig. 1.4 with light grey and red c ircles provide the number of earthquakes with @

0 . On the other hand, the non-cumulative or incremental FMD, represented in the
same figure by grey and light blue triangles provide the numbers of earthquake with

a certain magnitude range. Usually, magnitudes are binned so their value is within
therange 0 —H — where Q0 is the magnitude bin. The two parameters &>

value and cvalue, represent the number of earthquakes with magnitude & 1 and
the slope of the cumulative FMD, respectively. The exponential distribution (1.12) is
in principle valid for each magnitude. However, seismic networks are not completely
able to detect all earthquakes whose magnitude is lower than a certaind . As is
evident in Fig. 14, fora 0 the FMD distributions deviate from the theoretical

exponential distribution due to a lack of such events in the sismic catalogue.
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Figure 14: Cumulative (red dots) and non-cumulative (light blue triangles)
frequency magnitude distribution (FMD) of Italian inland earthquakes reported by
the Homogenized InstRUmental Seismic catalog (Lolli et al., 2020) for the period
2012202. As marked by gray dots and triangles, the FMD deviate from the
exponential distribution for & 0 (indicated as completeness magnitude &

15.4 The b-value Maximum Likelihood Estimation

The GR equations (1.11 and 1.12) can be also expressed in exponential form as:

116 | 10 (1.13)
00 Q (1.14)
Where| 1l prmidandt 1 Ip ma Assuming that all recorded earthquakes are
greater than a certain minimum magnitude 0 , the probability to detect an event
of magnitude & is given by:
h D 0 a Agb Aobr a A@bi a (1.15)
0 OQ® AoPp AoBH wQw TEAQDT o

But | EIT A@B «° mso the upper limit term of the integral is negligible,

thus:
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. Aabr a _
i 6 ! P T G b Foo (1.16)
ﬁA@DTD
or
Rasn O € Omp h 0 a (1.17)

Equations (1.16 and 1.17), however, unrealistically assume that earthquakes of any
magnitude can be observed up to infinity (Bender, 1983) Considering the
characteristics of the observational region a maximum magnitude threshold 0

can be fixed and from (1.15)we obtain:

I A@DI & . . (1.18)
NoW o5 o N v a v

Equations (1.16) and (118) converge to the same value as the magnitude range
becomes wider and usually, if 0 L O , the equations (1.16) or (@.17) are

preferred.

Given a set of observed magnitudes that are statistically independent &
4 M B the likelihood function O & < is given by the product of each 'Q 6Q
probability of observation (eq. 1.16 or 1.18). Therefore, the joint probability to observe

the entire set of magnitudes & is given by:

o . (1.19)
0 aw n aw

To simplify algebraical resolution, the application of the natural logarithm is

preferable, and the log-likelihood estimation is given by:
v - - . (1.20)
ae¢agy 11 CnHaw I T1Caw
1 Tdpémpm

GEMD T & é pon

aéEG@ T 11 Cnod O
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EaE@TECn ol Tgm &0 a

The optimal cvalue is found using the MLE method (Aki, 1965), thus the derivative

of & ¢ "@Dis posed equal to 0.

Q2 iE (1.21)
Qaé@ & - L ,
—'QJb_ Z) €L (9913 19918 a
P P i &
wl 1L ¢ wl 1L
The analytical solution of (1.21) was the formula proposed by Aki (1965)
” [
5 _ Q 8 (1.22)

a 0
where & is the mean value of the magnitude of the considered dataset. The equation
proposed by Aki (1965) as described (1.22) assumes that magnitudes are a continuous
quantity on the real number line. Although in principle this assumption is correct,
magnitudes in seismic catalogs are generally gven in incremental bins of finite

width . The use of binned magnitudes requires the correction term — in the

original formula (Utsu, 1966)to avoid a bias in the b-value estimation

7 @
@ Qb
C

The standard deviation associated to the estimated bvalue is given by the equation

TP (1.23)

a 0

proposed by Shi and Bolt (1982)

B 4 & (1.24)

where ¢ is the number of events used in estimating the b-value. Recently (van der
Elst, 2021) demonstrated that the b-value of equation (1.23) obtained by the MLE
(Aki, 1965) is only approximate , in particular for the discretized magnitudes. van der
Elst (2021) proposedthe exact equation:
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' Qb (1.25)

P . AP )

@
15.5 Completeness magnitude
Even if the exponential distribution described by the GR (1.12) in principle should be
followed by the FMD at each magnitude, they begin to diverge from the theorical
distribution as the magnitude s become smaller. This 5 due to a lack of events in the
dataset. This lack is due to the characteristic of the seismic networkthat is not able to
detect all earthquakes with magnitude lower than a certain magnitude defined as
completeness magnitude U . There are multiple causes for an earthquake to not

being recorded:

i) The magnitude can be too small, and the signal detected is not distinguishable
respect the background signal. In addition, if the magnitude is small and not

detected by multiple stations, hypocenter parameters cannot be defined.
i) Network operators willfully neglect events with low magnitude.

iii) Event occurs after a large earthquake and during a seismic sequence. In this
case, the background noise increases and prevents thaletection of minor seismic
events. Usually, after a strong earthquake the magnitude of completeness
increases for a certaintime period in the spatial domain where the main quake

occurred.

The O is therefore intended as the minimum magnitude beyond which 100% of
earthquakes are detected by a seismic network(Rydelek and Sacks, 1989)A correct
estimate of the 0 is essential because a too high estimated value leads to discard
data that could be used. On the other hand, a too low value of 0 leads to the
inclusion of incomplete data. The choice of an appropriate 0 has a direct impact on
the GR parameters evaluation. Such parameters are widely used in seismic hazard

studies (Wiemer et al., 2009)and in developing earth quakes forecastng models (e.g.
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Wiemer and Schorlemmer, 2007; Gulia and Wiemer, 2019) The b-value tends to be
underestimated if the dataset contains earthquakes with & 0 because the GR
model does not fit data correctly. The GR can be then applied only in the complete
part of the dataset (& 0 AQ®®). To ensure GR validity and the correct
assessment of related parameters, earthquakes with & 0 are discarded and in

(1.23) O is substituted by 0 .

Most of methods used to assess the) are based on the validity of the GR. Because of
its computational speed, a widely used technique for estimating 0 is the Maximum
Curvature method (Wyss et al., 199; Wiemer, 2000) This method consists in
defining the point of maximum curvature by estimating the first derivative of the
non-cumulative FMD curve. In practice, this matches the magnitude bin with the
highest frequency of events in the FMD. Despite its easy applicability, is
demonstrated that the Maximum Curvature method tends to underestimate the 0
of about 0.2 units (Woessner and Wiemer, 2005) In addiction if the non -cumulative
FMD is gradually curved or with up and down in the curvature region Mc is
underestimated and other more sophisticate techniques are recommended (see for

example Roberts et al, 2015.

Another commonly used method to assess U is based on the stability of b-value
(Cao and Gao, 2002) According to this method the completeness is estimated
analyzing the stability of b -value in function of a cut -off magnitude. As the cut -off
magnitude approaches the true 0 , the b-value approaches its true value and remain
constant, forming a plateau. Other methods have been proposed in the literature
(Rydelek and Sacks, 1989; Woessner and Wiemer, 2005; Amose, 2@7), each with its
own characteristics. None of them has to be preferred, but they must be applied

carefully to avoid incompleteness effects that could affect the b-value estimate.

15.6 Spatiotemporal variations in magnitude of completeness
Spatiotemporal variations in magnitude of completeness over the long term are due

to the evolution (improvement) of the seismic network. Improvements in the seismic
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network consist of the placement of new stations to enlarge the spatial coverage and
thus the detection of seismic events. Usually, transition phases of a seismic network
are well identified in seismic catalogs that show a clear change in Mc (Hutton et al.,
2010) Long-term seismic catdogs are characterized by a decreasing Mc over time
(Fig. 1.5). The analysis of Mc makesit possible to select a subdataset in which Mc
does not change. If a more extended data set is required in which Mc changes over
time, the maximum Mc for the whole p eriod is recommended. Short-term
spatiotemporal variations are very common during seismi ¢ sequences of strong
earthquakes in which the seismic noise is higher and prevents proper detection of
weaker events. This causes a transient increase in the magnitudeof completeness

until the seismicity rate and seismic noise are diminished (Fig. 1.6).
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Figure 1.5: Temporal decrease of the Horus seismic catalog completeness magnitude

as described in Lolli et al., (2020) As evident, periods of seismic network up grades
correspond to improvements (decreases) incompleteness magnitude.
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Figure 1.6: Temporary increases in the magnitude of completeness estimated during

the Norcia earthquake sequence that started in October 2016 (Mw=6.5) within a
radius of 50 km from the epicenter. An increase in completeness magntude can also
be observed in the same area due to the sequence that started with the Amatrice
earthquake of 24 August 2016.

15.7 Clusters and aftershock sequences

As mentioned already, earthquakes tend to occur in clusters in space and time (fig.
1.7). This is evident after a strong shock in which numerous other earthquakes occur

in the same area. However other clustering phenomena are common such as seismic
swarms or foreshocks. Seismic swarms are characterized by a sequence of low to
moderate magnitude earthquakes and with an unclear mainshock occurring in a

certain area. The duration of these phenomena generally ranges from a few days to
months, more rarely they can last even years €.g. The Matsushiro earthquake
swarm occurred from 1965 to 1967; Mogi, 1989. Despite the causes that trigger a
mainshock (par. 1.1),such as stress transfers, the causethat produce seismic swarms

can be of different nature. Tectonic stress causes a slow motionof a fault blocks

generating seismic swarms. Other swarms are generated when magma or
pressurized fluids crack and proceeds through rocks (Hainzl, 2004) Sometimes

before the occurrence of amainshocks minor shocks (foreshock) are observed in the

26



same area. These events can cluster in the area for which the mainshock will occur

(Zhuang et al., 2019)
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Figure 1.7: Map of seismicity around the epicenter of the Norcia earthquake that
occurred on 30 October 2016. The mainshock of Mw=6.5 is indicated by the red star
to which the focal mechanism is associated (according to the GCMT catalogue). The
size and color of the dots representing successive earthquakes are defined according
to their magnitude.
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15.8 Omori -Utsu law

The occurrence of strong shocksis in general followed by aftershock sequences
because of the relative readjustment of the rocks that constitutes the fault blocks. The
number of aftershocks decay over time, and the sequence can be defined as finished
when it is indistinguishable from the b ackground seismicity . Omori (1894) analyzed
the occurrences of aftershocks felt in Gifu following the Nobi earthquake 0 Y
that occurred in 1891in central Japan and observed that their frequencies per unit of

time were represented by the equation

: o OU_w (1.26)
where 0is the elapsed time since the mainshock,wis a temporal delay ranging from

minutes to hours (or days) necessary to avoid the singularity at © 1 and 0 is the

productivity parameter that depends on both the mainshock magnitude and the
completeness magnitude after the mainshock. If plotted in & ¢ "x € $eale, the

. 00UDP 7z Uwi @Uénts a &tdighUlinecvith slope p for o1 (fig. 1.8). Utsu

(1961) continued the work started by Omori by observing the occurrence of

aftershocks that followed the mainshock of Nobi until 1969. Reporting the

occurrences in the plot started by Omori (1894), Utsu (196) noted that the sequence

of aftershocks had continued for 80 years after the mainshock with a uniform decay,

but the slope of the line was p8tv 4 U U U wphuNt NAWEOQOUI EEAwWEOUUI EUI |

(1.17) adding the parameterr) that consider the rate of decay:

0 (1.27)

£E0 —=
0 w

Successive observations on the occurrence of aftershocks showed that the parameter

f can range from r@to p& (Hirano, 1924; Utsu, 1961; Mogi, 1962)
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Figure 1.8: Decay of events of magnitude greater than 3 over time, following the
Norcia earthquake of 30 October 2016(blue dots). The red curve representsthe decay
obtained by the Omori -Utsu distribution.

1.5.9 Estimation of the parameters of Omori distribution

The edimation of parameters of the Omori -Utsu equation can be done through the
MLE method (Ogata, 1983) Assuming a set of occurrence times of aftershock
sequence,t OB , within the time interval 6hd with an intensity function

_ 0 given by the eq. (1.27), the loglikelihood function derived from eq. (1.10) &

given by:
Ui G ., 0 0 o (1.28)
, G-hAD Y, a € Qﬂ—o e 5 0
hadiQ i & oliil@ & 1716€ & QR p
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The MLE can be performed posing the partial derivatives with respect each

parameter equal to 0. Ifry  p:
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Usually, for multi -parametric distributions, the log -Lik elihood function & ¢ "Qbis
maximized numerically by a non-linear optimization algorithm. The standard error

for the time distribution parameters can be derived from the variance -covariance
matrix 0 — as the inverse of the Fisher information matrix (Ogata, 1983; Lolli and

Gasperini, 2003)

. p 1 R 1B (139

where for the distribution of Omori -Utsu:

- lp‘ | r] alsc@‘ o (1.3)
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The standard error (SE) for each parameter— is computed as the square root of the
corresponding diagonal element of 0 — (Ogata, 1978, 1983) Another similar
approach to assess SEs consist in determine the square root of the diagonal of
variance-covariance matrix computed as the inverse of the Hessian matrix for log-

likelihood function at the maximum (Ogata, 1988; Lolli et al., 2009)
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For data reported in fig. 1.8
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Chapter 2

Predictability and forecastability of earthquakes

?, ENOUWOEUUUEOWEDPUEUUI UUWEEOOwWI OUWEwWET EOT T wd
x UUI wEOOUUOI UDUOWE OE wXASroEnEéinuUl Ux1 E0wi OUwWEUI

2.1 Seismic risk

The occurrence of earthquakes in regions, cities and densely populated areas poses
enormous risks that can threaten the national prosperity and the social welfare
(Jordan, 2009) Urban seismic risk quantification is a complex problem that require sa
detailed knowledge of the environment, infrastructures and understanding of
seismic phenomena as well as the human behavior under dangerous situations. The
estimation of seismic risk can be improved through the international collaboration of
scientist and engineers analyzing and developing building engineering strategies.
Indeed, during a strong seismic event, one of the greatest sources of risk to the
population is the damage or collapse of buildings or infrastructure. The seismic risk
is a forecast of damage to society usually expressed in terms of casualties or
economic losses,which would be caused by a future seismic event in a certain space
time domain. Its assessment depends on three parameters: the hazardO that is an
intrinsic characteristic of a region, the exposure ‘O of the community, and
vulnerability @ . In some cases,the population who are aware of the danger in their
territory are prepared for disasters and the capability to respond and restore
earthquake dagame is faster (Fig. 2.1) This capability is called resilience (r) which

reduces the global risk (Jordan, 2009)as follows:

& '92 W (2.1)
|

Y Qi
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The implicit goal of earthquake risk analysis is to assess the areas that could be
affected by the worst consequences caused by a destructive earthquake and to inform

policy makers who are involved in risk reduction.

Risk (lives & dollars) =

Exposure X Fragility z Resiliency

Faulting, shaking, Extent & density of Structural and non- Emergency response,

landsliding, liquefaction built environment structural vulnerability insurance, CAT bonds

Figure 2.1 The risk equation (Jordan, 209).

2.1.1 Hazard and hazard map

The hazard is the first term of the risk equation (eq. 2.) and is qualitatively different
from the others. In fact, the hazard cannot be reduced Indeed, the primary hazard
related to the breaking of rocks and the resulting ground shaking generated by the
passage of seismic waves is a characteristic feature of the involved areaEarthquakes
involve high forces and energies that cannot be controlled by humans. The hazard
estimated as the probability to exceeding a fixed level of ground shaking obtained by
the analysis of frequencies of previous seismic events cannot be managed. In
addition, the Hazard should also consider the probability of secondary events
(Jordan, 2009) generated by an arthquake such as tsunami, liquefaction of soil, mud
volcanoes etc. An adequate seismogenesis characterization combined with a
historical seismic catalog and a relationship describing the attenuation of the seismic
wave with the distance from the source area can be usedto estimate the probability
for a certain ground motion . Starting from this information is possible to define the
hazard map. The main aims of this latter are to inform the policy makers and the
population about the characteristic of the territory and making regulation for the
construction or upgrade of buildings. For Italy the National Institute of Geophysics
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and Vulcanology (INGV) developed a seismic hazard map (Fig. 2.2) that is
periodically reviewed and updated with new information. A Sasmic hazard map
generally plots the peak horizontal ground acceleration with a certain probability of

exceedancen 50 years(10% for the INGV hazard map).
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Figure 2.2 Seismic hazard map of Italy developed by the INGV and with the hazard
expressed in terms of horizontal pick ground acceleration with probability of 10% in

50 years.

2.1.2 Exposure and vulnerability

The presence of cities orvillages in areas potentially subject to natural hazards
constitutes the exposure. The exposure to the hazard ca be reduced using poli cies
that regulate the construction of new buildings and new infrastructures near active

faults or potentially dangerous areas (Armstrong, 2001). The susceptibility of
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infrastructure to damage following a certain level of ground shaking constitutes
vulnerability. One effective strategy to reduce the vulnerability is to operate on the
fragility of the buildings through regulations that establish seve re earthquake-
resistant construction criteria for new buildings and improving the already existing
buildings resistance to the indicted shear stress @used by the seismic waves (Jordan,

2009).

2.1.3 Resilience

The resilience is the response of the community involved to the injury suffered. If the
population is adequately prepared to suffer a certain type of damage it has the time
to prepare appropriate actions to repair the damage suffered (Jordan, 2009).
Community resilience can be improved through publ ic and private sector
preparedness for response in the face of an emergency. The greater the community's
preparedness for a certain type of damage, the lower the risk associated with it.
Achieving high levels of resilience requires the co-participation of all levels of
government by improving coordination and cooperation in the case of an emergency
(Perry et al.,, 2008) An additional aspect that should not be underestimated is
education to the community of hazards characteristic of a given area to improve the
preparedness of the population for the occurrence of the damaging phenomenon

such as a strong earthquake(Perry et al., 2008)

2.2 Earthquake s predictability

Earthquake prediction has proven to be a very intricate issue for seismologist and the
improvement s in this field were slower than for other natural phenomena (Jordan,
2009) Indeed, one of the main problems is that it is currently not possible to directly
observe what exactly happens at the exact moment an earthquake is generated,

because it occurs in the interior of the planet at depths not yet accessible.
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Furthermore, the state of stress acting on a fault or fault system as well as the limit
stress before the rocks failure cannot be directly observed and measured (Wyss,
2001) A valid earthquake prediction should be able to specify the location, time, and
magnitude, within a certain limit of uncertainty. Such information should be also
coupled with a high probability that a certain earthquake wil | occur (Allen, 1976). An
efficient earthquake prediction method could be important in saving many lives and
in mitigating the economic damages caused by a strong and destructive earthquake.
An effective prediction could be used by the civil protection service to alert the
community and prepare countermeasure for the impending danger allowing
adequate preparation of the population involved. For risk reduction it is not possible
to manage the seismic hazard of a region because depends on their seismotectonic
features. The way for reduce risk and mitigate the effects of a strong earthquake is
decreasing the seismic vulnerability and exposure. This is possible through
prevention and an appropriate information campaign to raise community awareness
of seismic risk. Earthquake prediction has been widely debated in recent decades.
The most skeptical approach cosiders earthquakes as a random process in space
and time and for this reason earthquakes are inherently unpredictable (Geller et al.,
1997) On the other hand, according to the more optimistic approach, the
predictability of earthquakes is difficult but not impossible and only through a better
understanding of the phenomenon and the support of technology will this goal be

achievable (Wyss, 2001)

2.21 The searchfor the ? UD EWIOWI U2

In the second half of the 1970s, seismologists were optimistic that earthquakes could
be predicted quickly. This wake of optimism came largely from the first successful
prediction of the 7.8 magnitude Haicheng earthquake in China February 4, 1975
(Cicerone et al., 2009) Numerous phenomena such as geodetic deformation,

groundwater level variation, chemistry and other properties were analyzed before
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the mainshock occurrence. However, the precursor signal that played a key role in
the warning was the increase in foreshock activity a few hours before. After the
earthquake of magnitude 7.8 the city was seriously damaged but warning signal and
the subsequent evacuation order saved the lives of thousands of residents Although
the prediction of the Haicheng earthquake was a blend of confusion, empirical
analysis, intuitive judgment, and good deal of luck, it was an attempt to predict a
major earthquake that for the first time did not end up with practical failure . The
optimism inspired by this success was short-lived. The following year, on July 28,
1976, a earthquake of magnitude 7.6 struck the city of Tangshan, a thriving
industrial city with approximately one million inhabitants, without warning. None of
the precursors observed near Haicheng were observedthis time. The earthquake
causedat least 250,000 fatalities and 164,000 injuredWang et al., 2006) The analysis
of precursor signals related to the preparation process of strong earthquakes, the
?silver bullets? WE UwWE T {J@dan, ED0SEcdntinued for the next two decades, and
in the 1990s, during the 25th General Assembly of the International Association of
Seismology and Physics of the$ E U U1 z U @ASPHD) IhéldirOlstanbul, the idea of
compiling a list of significant precursors was advanc ed. As precursor signal is
intended a variation of a physical, chemical, or biological characteristic in a certain
geographical region that could be related to the preparation process of a strong
seismic event (Wyss, 1997) A precursor signal is defined as diagnostic if can predict
with high probability the location, time, and the magnitude range of an impending
seismic event with a small range of error (Wyss, 1991) In addition, it is necessary for
the precursor signal to be strongly correlated with seismic activity and to be
supported by accurate documentation describing the quality, characteristics, and
result of observations before an earthquake. The evaluation procedure to assessthe
predictive capability of each proposed precursor signal (Fig. 2.3) has been more
rigorous than a journal peer review because of the limited opportunity for

independent testing (Wyss and Booth, 1997) During the first evaluation round,

concluded in the early 1990s, the expert panel criticised the lack of a precise
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definitions of the anomalies associated with the candidate precursor phenomena, a
comprehensive explanation of the experiments conducted, or consideration of other
possible origin of the anomalies. At the beginning of 1994 the list of candidate
precursorswas composed by five precursor signals derived from seismicity patterns
(foreshocks and pre-shocks), ground water proprieties (Radon concentrations and
temperature decreasein ground water ) and crustal deformation (ground water rise)

(Wyss, 1997)
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Figure 2.3 Review process used by the IASPEI Subcommission on Earthquake
Prediction to evaluate nominations for the | ASPEI Preliminary List of Significant
Precursors (Wyss, 1997)

Other proposed precursor signals include change in crustal strain rates, changes in
seignic wave velocities, change in crustal electrical conductivity, change in Radon or
other geochemical gasses concentration in ground wate, in ground and air, ground

water level fluctuations, thermal anomalies, precursor based on seismicity (Cicerone
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et al., 2009) At the end of the 1990s, it was concluded that it was not sufficiently clear
whether the phenomena proposed as significant precursor signals were understood
to such a degree that they could be usd for prediction. However, they represent a
list of phenomena that were considered to show an above-average probability of

being useful in earthquake prediction (Wyss and Booth, 1997)

Although the search for precursor diagnostic signals and the silver bullet approach
proved to be fruitless (Kagan, 199) the analyses on precursor signals have
contributed to the improvement of knowledge of seismic ph enomena, processes
related to fault systems and seismic sources.Currently, technologies and instruments
have improved considerably, and quality seismological, geodetic, and geophysical
data are currently available for many regions of the world . These advances have
improved the ability to analyze earthquake predictability . However, to check and
analyze non seismic signalsis necessary to install and maintain a specific network
and wait a long time for the occurrence of damaging earthquakes. In contrast, most
of the world's seismic regions have a seismological network that exists since dozens
of years and continuously collects data. For this reason, signals basd on seismicity

or that can be derived from seismicity could be simpler to analyze and test.

2.22 Deterministic predictions

Deterministic predictions try to define the occurrence of future seismic events within
a certain spacetime domain. They are typically defined as deterministic affirmations
according to a future earthquake will occur (or will no t) in a certain subdomain of a
geographical region, with a certain magnitude range and in a certain time window
OO 30 . The deterministic prediction approach consists in the analysis over time
and spaceof a precursor signals or seismicity patterns that could suggest with high
probability the occurrence of an impending strong target earthquake. A target
earthquake is defined as an event characterized by a magnitude above a certain

identified threshold. An alarm of temporal duration 30 is triggered when a single
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precursor phenomena or a certain combination of them is detected (Keilis-Borok,
2002) A target event to forecast is considered predicted if it occurs within the alarm
spacetime domain. An alarm is considered false alarm if no target earthquake occurs
within the alarm domain (type | error, or false positive). If a target earthquake occurs
outside any alarm spacetime domain and in a sub-domain without any alarm is

considered a failure to predict (type Il error, false negative) (Fig. 2.4).

Successful prediction Failure to predict

! False alarm

L1 Alarms T Major earthquakes Tlme

Figure 2.4: Possible outcome from alarm-based deterministic predictions ( Keilis-
Borok, 2002)

A deterministic forecast can also be performed using anti-alarm, an assertion that no
target earthquake will occur within a certain space -time domain for which the anti -
alarm has been isswed (Molchan and Kagan, 1992).Even if the procedure to conduct
deterministic prediction is developed and described in literature (Molchan and
Kagan, 1992; KeilisBorok, 2002; Zechar and Jordan, 2008)it is currently not yet
possible to make reliable deterministic predictions of earthquakes because a
diagnostic precursor observable before the majority of strong earthquakes (the
2UDOYI Uhak tbOyétibéen f&und. In addition, often precursor phenomena are
different for different earthquakes and the success of measuring some anomalous
phenomenon before an earthquake usually depends on having a good scientific
experiment operating in an area before, during and after an earthquake (Cicerone et

al., 2009)
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2.3Probabilistic forecasts

Earthquake forecasting is an essential tool for earthquake risk reduction, and after
the failure of the 'silver bullet' search in the 1980s-1990s, the approach has changed
radically since the new century. In fact, currently seismologists prefer to speak about
21 EUUT QUEOIT QwbOWlEEE wEUAdi gUEOI Uwx Ul EPEUDOO? 6
only linguistic but require s changing the approach from deterministic prediction to
statistic forecast. The probabilistic forecastsdo not focus directly on the behavior of
potentially precursive signals, but rather on the probability that a future target
earthquake will occur in given space-time domain (Marzocchi and Lombardi, 2009;
Jordan et al., 2011)Depending on the level of information used for their elaboration,
the forecasts @n be defined as time dependent and time independent. Time-
independent forecasts assume earthquakes as Poissonian random processes in the
long-term and the short-term seismicity is not considered for probability estimates.
Probability estimates are made considering hypocenter of past earthquakes, active
faults position, average time of recurrence, satellite, and tectonic data to assessthe
long-term seismic hazard (Jordan et al., 2011) Time-dependent forecasts, on the other
hand, aim to define the time-dependent probability that a certain target earthquake
will occur given the information "00 available at a certain instant 0. Such information
regard mainly the short and medium -term seismicity that can be obtained from
seismic and geological catalogues in which the history of seismicity of a certain
region, the characteristics of faults that have been activated over time triggering

earthquakes, are recorded(Jordan et al., 211).

2.3.1Forecast time scale
Earthquake forecasts can beclassified according to their time interval of validity in

long, medium, and short term. Long-term forecasts generally define the time-
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independent probability of occurrence over a time horizon of the order of a decade
and are useful in seismic hazard assssment This latter is necessary and essential
both for the characterization of the territory and from the decision -making point of

view to establish the regulations that define the gui delines for the construction of
new buildings or the adaptation of existing ones. Medium -term forecasts provide
probabilistic estimates on time scales of the order of a year and can be useful for
preparing retrofitting operations of existing buildings. Short-term forecasts, on the
other hand, provide pro babilistic informatio n on a daily, weekly, or monthly time

scale(Fig. 2.5).
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Figure 2.5 Map of expected number of events per square kilometer of magnitude
greater than 4 for 12 April 2009 in the L'Aquila earthquake area (Marzocchi and
Lombardi, 2009). The upper left corner shows the daily probability of having
earthquakes of magnitude 4 and 5 or higher in the entire area. The forecasts on the
left and right are the same. (Left) The map contains the past seismicity used by the
model. (Right) The map contains earthquakes (blue dots) that occurred during the
forecast time windows. The size of the dots is scaled with the magnitude.
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Suchforecasts are relevant, especially during periods of higher than usual seismicity
(eg., before a strong earthquake if it is preceded by foreshocks, or after a strong
earthquake) where the population and decision -makers wish to receive information
regarding the possibility of major seismic events to prepare immediate seismic risk
mitigation operations (Marzocchi and Lombardi, 2009; Azarbakht et al., 2021)
However, although the daily or weekly pr obability of a potenti ally destructive
earthquake in a given area may increase by several orders ofmagnitude from the
background value, after an intermediate earthquake or during a seismic sequence, it
often remains in the range of a few percent. Such low probability values a re difficult
to use to prepare imminent and generalized mitigation procedures (Marzocchi et al.,
2015), although they provide relevant information to civil protection authorities if

properly communicated.

2.3.10perational earthquake forecasting (OEF)

The probability of occurrence of a certain target earthquake in each area does not
remain constant over time but generally varies on a daily scale in correlation with

seismicity. The purpose of operational earthquake forecasting (OEF) is to distribute
authoritative information regarding variations in seismic risk over time, particularly

in the short term, to assist communication and preparation of the population for a

potential destructive earthquake (Jordan et al., 2014) The guidelines and status for
the development of OEF were proposed and described by the International
Commission for Earthq uake Forecastingand for Civil Protection (ICEF) appointed by

the Italian government following the L'Aquila earthquake. Underlying the guidelines

for OEF described in the ICEF report (Jordan et al, 2011) andremarked, e.g., in
Jordan et al., 2014, Woo and Mazocchi 2013, the two important principles that

should guide OEF concern transparency and the separation of risk from hazard.
According to the principle of transparency, authoritative information on future

seismic activity should also be communicated in probabilistic terms with a certain
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timeliness and frequency to all potential members of the public who wish to use it.
The principle of separating risk from hazard , supports the dissemination of scientific
informatio n on future seismic activity independently of its application for seismic
risk assessment and mitigation. The dissemination of OEF information in
probabilistic terms therefore helps to separate hazard estimates and thus the role of
scientists from that of public civil protect ion administrations. The sharing of
probabilistic estimates produced by earthquake forecasting models recognized in the
literature e.g. ETAS (Ogata, 1988)to a wide audience allows, under the guidance of
civil protection administrations, to weigh decisions individually by assessing the
costs and benefits of each seismic risk mitigation action (Woo and Marzocchi, 2014)
(Fig. 2.6). A similar application of OEF was tested in New Zealand, where during the
Canterbury and Cook Streit earthquake sequences, which occurred between 2011 and
2013, the population was informed of the increased danger in the short term. In
particular, the popul ation in the affected areas was allowed to undertake individual

mitigation operations, including evacuation (Jordan et al., 2014)
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Figure 2.6: Schematic diagram of an operational forecasting system (Jordan et al.,
2014)

Models Options

In this sense, operational earthquake forecasting offers a more catious approach
than the declaration of an alarm or the mass evacuation of an area. Such caution in

fact limits the economic damage resulting from a potential false alarm. The
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dissemination of short-term seismic hazard estimates allows the individual to
interpret and understand the information and thus to undertake the behavior

deemed most appropriate in terms of risk mitigation.

2.3.2 Epidemic Type Aftershock Sequence (ETAS) model

Most probabilistic models applied in seismology are based on empirical
relationships. The Epidemic Type Aftershock Sequence (ETAS,Ogata, 1988) is
defined as a stochastic poirt process and is particularly used to model aftershock
sequences and to obtain probabilistic estimates of earthquake occurrenceThe ETAS
model was formulated considering that the decay in time of the aftershock sequence
often cannot be described by a single Omori-Utsu law. Guo and Ogata (1997)and
Ogata et al., (2003) observed that often the strongest aftershocks are capable of
generating a secondary aftershock sequence.Therefore, the ETAS model considers
each aftershock as capable of triggering subsequent aftershocks and the occurrence
rate for a certain 0 instant is given by the superposition, weighted by the magnitude
of the parent event, of the decays described bythe time-shifted Omori -Utsu decay
function (Ogata and Zhuang, 2006) (fig. 2.7). The expected temporal occurrence rate

at the time otakes the form:

2.2)

ot Q4 ¢ Qa Qo

where * represents the rate of background seismicity (expressed as shocks per unit
time) of the analyzed area In the literature several implementations of the Epidemic
Type Aftershock Sequence (ETAS) model are described (e.g., Console et al., 2006,
Lombardi and Marzocchi, 2010). In most of them the time dependence QoD is
formulated as an Omori decay starting at the times of occurrence of each earthguake

00 07Q
gy 00 O (2.3)
0 0 W
where 0 represent the occurrence time of the "Q §Qevent, the parameters (i and

) are the typical parameter of the Omori-Utsu law (see section 1.10that are common
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to all Q dQevent (Ogata, 1998)and 'O0 0 is the Heaviside step function which is
1if6 o mandis 0 otherwise. The first term of the summation, Q& , is adopted
to scale theefficiency of a shock in generating aftershock ac®rding to its magnitude

& and takesthe form

Q6 Q (2.4)

where | is the triggering capability parameter, & is the minimum magnitude of
completeness. The multiplication factor, Q& , represent the Gutenberg and Richter

law for earthqua ke magnitudes of & or larger and takes the form
Nad 1Q (2.5)

where] @& g mTand @is the slope of the frequency-magnitude distribution (egs.

1.23and 1.25)
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Figure 2.7: Expected daily rate of earthquakes with 0 u8tfor a squared area of side
43 km surrounding the epicenter of L'Aquila earthquake occurred in Italy on 6 April
2009 estimated using the ETAS model described in section 4.5
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The temporal ETAS model was extended by Ogata (1998) toseveral spacetime
models that are defined considering empirical studies of spatial aftershock clustering
(Ogata and Zhuang, 2006. The spacetime ETAS model is characterized by a
conditional intensity function, which is the probability of an earthquake occurring in

the infinitesima | volume of sp acetime conditional on all past seismicity (Ogata and

Zhuang, 2006;Lombardi and Marzocchi 2010b) defined with the form

_offoRr ' _ cfufs W oW Qe oy OB QA (2.6)
where _ cofufx  represents the background seismicity, ’ represents the ratio
between the expectedrate of independent events of the background seismicity and

the total number of events.

The probability distribution function of the location "Q® whd wx  of triggered
events depends on the magnitude & and the location @who of its parent. During the
evolution and improvement of the ETAS space-time model through clustering
analysis in different regions, several formulations to describe the spatial triggering
pdf were proposed (Zhuang et al., 2004, 2011 Ogata and Zhuang, 2006) The most

used, summarized in Zhuang et al. (2011) are:

® Qo o © _p Q (2.7)
¢*O

used by Rathbun (1993 and Console et al. (2003) where O is the characteristic

triggering distance.

(i) e P _ (2.9
"Q Q
w wh ox o0

used by Ogata (1998 and Console et al.(2003)where the triggering distance from the

epicenter who is scaled according to the magnitude & of the 'Q dQevent.

(ii i)

n p O (2.9

W W W O
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used by (Ogata, 1998; Console et al., 2003; Falcone et al., 2010; A. M. Lombardi and
Marzocchi, 2010) where the 1} parameter is adopted as exponent for the triggering

spatial kernel.

(iv) o0h i o A p 0Q (2.10)
W W w
¥ ® ©  ® o 00

used by (Ogata, 1998; Zhuang et al., 2002, 2004)onsidering the scaling factor (as in
eg. 2.9.

V) e R op 0Q 2.11)
Qw owhn wx — — Py
w w W w 0 Q

used by (Zhuang, 2005; Ogata and Zhuang, 2006; Marzocchi and Lombardi, 2009)
where the scaling factor [ is assumed independent by the scaling factor | used to

scaling the productivity of the "Q G¢Qevent.

The estimation of parameters of the ETAS model (e.g., (oinAOR ff Mhand * ) can be
done through the MLE method (Ogata, 1998) Given the set of times, magnitudes,
and space coordinates Oht hwhd <8 & HQ pMB e for events that occurred
within an analysis region 'Y during a time range "YRY the log likelihood of the

spacetime ETAS model (eq. 2.6)is given by:

(2.12

1D 11T oh hoohw _ O o) QR 6 aQ o

N|71|'] nﬁN

=

where & is the maximum expected magnitude for the region R. The second term of
the loglikelihood function (eq. 2.12) represent the expected number 0 of events
during the time windows “YHY . From N, assuming the occurrence of earthquakes
as ageneralized Poisson processis possible to estimate the probability of earthquake
occurrence with magnitude « a & within the region Y (Fig. 2.8) during the

time window “YRY as

. - e e vy A (2.13)
U p Qwn _ o hdw Qu2 e a'Q o
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Figure 2.8: Map of expected number of events per square kilometer of magnitude
greater than 5.5 for 5 (left) and 6 (right) April 2009 in the L'Aquila earthquake area
(Marzocchi and Lombardi, 2009). In the upper left corners are the occurrence
probabilit ies are indicated.
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Chapter 3

Retrospective short-term forecasting experiment
in Italy based on the occurrence of strong
(fore)shocks

P. Gasperinit? E. Biondini?, B. Lolli?, A. Petruccelli*3, G. Vannucc#
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Retrospective shoterm forecasting experiment in Italy based tbie occurrence of strong
(fore) shocks, Geophys. J. Int., 225, no. 2, 111836, doi: 10.1093/gji/ggaa592.
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The study and analysis of the frequency with which stroig OE OU wpK 8 YA, b Bk 8 Y A C
by the population, were followed in the same area bytmilg destructive main shocks

@, b a khavg BKeen conducted for various seismic areas around the Assltming the
stationarity of the seismic release propert®s;h frequencies can be tentatively used to
estimate the probabilities of potentially destructive shocks after the occurrence of future
strong shocks. This allows us to set up an albawed forecasting hypothesis related to strong
foreshocks occurrenc8uch hypothesis is tested retrospectively on the data of a homogenized
seismic catalogue of the Italian area against a purely random hypothesis that simply forecasts
the target main shocks proportionally to the sgaoe fraction occupied by the alarmseW
compute the latter fraction in two waypas the ratio between the average time covered by the
alarms in each area and the total duration of the forecasting experiment (60 yedr})aand

the same ratio but weighted by the past frequenogafrrencef earthquakes in each area. In
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both cases the overall retrospective performance of our forecasting algorithm is definitely
better than the random case. Considering an alarm duration of three months, the algorithm
retrospectively forecasts madien 70% ¢ all shocks with Mw5.5 occurred in Italy from

1960 to 2019 with a total spatiene fraction covered by the alarms of the order of 2%.
Considering the same spdoee coverage, the algorithm is also able to retrospectively
forecasts more than %® of the irst main shocks with MwW5.5 of the seismic sequences
occurred in the same time interval. Given the good reliability of our results, the forecasting
algorithm is set and ready to be tested also prospectively, in parallel to other ongoing

procedues operatig on the Italian territory.

3.1Introduction

Even if the deterministic prediction of earthquakes is presently not feasible and
perhaps it will never be (Geller et al., 1997) several methods of probabilistic
operational forecasting have been proposed in the last decadegseeJordan and Jones,
2010and Jordan et al., 2013for an overview ). Many of such methods take advantage
of the well-known property of earthquakes to cluster in space and time (Mulargia
and Geller, 2003; Kagan, 2014and in particular of the possibility that relatively small
shocks, occurring in advance (foreshocks) of destructive main shocks, might be used

as precursory signal.

Jones and Molnar (1976, 1979jirst observed that the property of worldwide strong
earthquakes of being preceded by a few days or weeks of smaller shocks could have
been used to predict somehow their occurrence. Jones (1984, 1985hoted that in
California the occurrence of a weak shock increased of several orderof magnitude
the probability of occur rence of a main shock in the following hours or days and
Agnew and Jones (1991)and Jones(1994) computed the probability of a major
earthquake along the San Andreas fault in California, given th e occurrence of a

potential foreshock nearby the fault. The occurrence of foreshocks was then adopted
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as one of possible precursor of large earthquakes by the Southern San Andreas
Working Group Southern San Andreas Working Group (1991) and Reasenberg
(1999, 199%) estimated the prospective frequency of potential foreshock being

followed by stronger earthquakes in California and worldwide.

In ltaly, Caputo et al. (1977, 1983gmnalyzed | EUUT @UE Ol U Forerirndisdo® U w E U w
strong earthquakes, Grandori et al. (1988) proposed an alarm system based on the
occurrence of a pair of foreshocks, Console et al.(1993)and Console and Murru

(1996) studied the foreshock statistics and their possible relationship to earthquake

prediction and Di Luccio et al. (1997) and Console et al. (1999)set up a forecasting

hypothesis for the occurrence of earthquakes conditioned by prior events.

More recently, Gasperini et al. (2016) by the retrospective analysis of a homogeneous

seismic catalogue of the Italian region, computed the relative frequencies with which

UOUOOT wUT OEOUwwET I DOl EWEVUWKB8YA, PBkdYAwbPT Ul wi
EI UOUUEUDYI wOEPOwWUIT OB6,B0)qgE paftié@r] tkeywfBudduhat & k 8 Y O
just after strong shocks, the relative frequency of potentially destructive main shocks

in the same area increases with respect to quiet periods by a factor up to about

100000. Then, as time goes by without any main shock occurring, such factor

decreases logarithmically down to less than 10 for time windows of months to years.

Within one day after the occurrence of a strong shock, the frequencies of main shocks

PPUT w, PuawkdéYwWEOEwW, Pwa wk 6 k en teBt@hile withid@®®© w k w x 1
month they range from 14 per cent to 6 per cent. Frequencies remain quite stable for

about one hour after the strong shock and then start to decrease logarithmically at a

rate of about 1 per cent for a doubling of the time elapsed from the strong shock. The

i Ul gUI OEPT UwOil wOEUT T wOEPOwWUT OEOUwm, Pwawt 8Y 4
IREIl xUwi UOOWEEOUUWOO! wOOOUT wET Ul UWEWUUUOOT w
become of the order of 4 per cent, but they decrease well below 1 percent about two

or three months after the strong shock if the main shock did not actually occur in the

meantime. About 30 per cent of main shocks have been preceded by strong shocks in
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the day before, about 50 per cent one in the month before and about 60 pr cent in the

year before.

All such evidence suggests us to formulate an alarm-based forecasting hypothesis
related to the simple occurrence of strong shocks in a given area. In this work we first
set up such hypothesis and then optimize it by the retrospective analysis of the
HOmogenized instRUmental Seismic catalogue (HORUS) of the Italian area from
1960 to 2019(Lolli et al., 2020) which is an improved and updated version of the

seismic catalogue used by Gasperini et al. (2016).

In our knowledge, this is the first alarm -based forecasting experiments applied to the
Italian region after the one by Grandori et al. (1988)cited above and after Console et
al. (2010) and Murru et al. (2009) who converted to an alarm-based approach
previous probabilistic forecast ing studies by Console and Murru (2001)and Console
et al. 2003 2006. In fact, the latter studies, as well as others forecasting efforts in
Italy (see Schorlemmer et al.,2010and Marzocchi et al., 2014for an overview), mostly

based on the EpidemicType Aftershock Sequence (ETAS) model (Kagan and
Knopoff, 1987 Ogata, 1988, were developed to reproduce at best the general
behavior of future seismicity, not to issue a warning of a possibly impending

damaging earthquake.

The present forecasting hypothesis will be possibly submitted for prospective testing
and validation to the testing facilities of the Collaboratory Study of Earthquake

Predictability (CSEP, Jordan,2006 Zechar et al.,2009.

3.2Setting up the forecasting hypothesis

We issue an alarm of duration 3-0 within a circular area (CA) of radius R every time a
strong shock with 0 0 0 occurs inside the CA. As target events to be
forecasted we consider all the shock, with magnitude above a threshold 0 0

We must note that after the actual occurrence of a target shock the forecast of further
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target shocks in the same area and in the following weeks or months is somehow
favored by the strong aftershocks of the previous target event. Hence, we also verify
the ability of ou r method to forecast only the first target shock of each sequence. We
then consider also a declustered set of target shocks obtained by eliminating those
target shocks occurred within a distance O v 1km and a time window of a year
after another target shock of the sequence, even if they are larger thanthe first target
shock of the sequence. This kind of declustering is somehow different with respect to
that adopted for example in seismic hazard assessment (e.g.Gardner and Knopoff,
1974 Reasenberg,1985) in which each sequence is usually represented by the largest
shock, even if it is not the first one in the sequence. We choose the declustering space
and time windows based on our experience on past Italian seismic sequencesbut we
also checked visuwally that non possible secondary mainshock remains not
declustered. Also note that the chosen declustering windows approximately
correspond to those determined by the algorithm of Gardner and Knopoff (1974) for
M=5.5.

As source areas we consider a regulartessellation of the Italian territory made of
partially overlapping CAs with fixed radius Y. Starting from an initial CA, centred at
latitude 47° and longitude 7°, we compute the centersof the neighbor CAs by moving
with steps O "WI¢ both in longitude (from 7° to 19°) and in latitude (from 47° to 36°)
covering then the whole Italian area w ith p artial overlapping (Fig. 3.1). Based on the
results of our previous analysis (Gasperini et al., 2016), we choose a radiusY o Tt
km, as a good compromise between the opposing demands of having short spatial
resolution and a sufficiently high number of earthquakes within each CA, so
obtaining a total of 695 partially overlapping CAs. However, as the completeness of
the seismic catalogue is poor in offshore areas, we consider in our analysis only the
" UwpbUI DOwpbi PET wEUwWOI E U U wékied inland fioch11@0tE O1 wp B C
1959 (so as to be independent of the seismicity from 1960 to 2019 that will be used for

the retrospective testing and optimization of the forecasting method), according to
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the CPTI15 catalogue (Rovida et al., 2016 2020. According to Gasperini et al. (2016),
we consider as target shocks the earthquakes with Mw?2 5.0, Mw?25.5 and Mw?26.0,
which, in Italy, usually cause moderate, heavy, and very heavy damage to buildings
and none, a few and many victims respectively. Larger thresholds cannot be
POYI UUDPT EUI EwWET EEUUT wOOOawUi UT'l wUT OEOCUwWPDHUIT u
Irpinia with Mw=6.8 and 2016 Norcia with Mw=6.6) occurred duri ng the time

interval covered by the HORUS seismic catalogue
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Figure 3.1: Tessellation of the Italian territory used for the retrospective forecast
experiment. Circular areas (CA) with R=30 km within which at least one earthquake
PPDUT w, PaK3 Y unbdEfer U600 td 1084rcording to the CPTI15 catalogue
(Rovida et al., 2020).
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We count a success if a target shock occurs during one or more alarm time windows
30and within one or more CA. On the contrary we count a missed forecast if a target
shock ocaurs outside any alarm windo w of any CA. According to Molchan (1990,

1991)we compute the miss rate as

0 Q (3.1)
=

where h is the number of target events successfully forecasted and N is the total

number of targ et events.

We also compute the total time duration ‘Q of alarms as the union of all alarm
windows within each CA. This can also be computed by multiplying the window
length 30 by the number n of issued alarms and then subtracting the sum of time

intersections between alarm windows . 0
Q 30 £30 . 0 (3.2)
The fraction of time occupied by alarms within each CA is then computed as

Q (3.3)
i

where T is the total duration of the forecasting experiment.

Finally, the overall fraction of space-time occupied by alarms is computed as the

average of t over all CAs

(3.4)

r P
U

T

where M is the number of CAs. Note that such definition of fraction of space -time
occupied by alarms is consistent with strong shocks occurring in the overlapping
region of two adjoining CAs because in such case we sum the alarm fraction of time

t for both CAs.

Following Shebalin et al. (2011)we also compute the fraction of spacetime occupied

by alarms by weighting each alarm with the long -term rate of earthquakes within
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each CA. We compute such rate baed on the data of the CPTI15 catalogue (Rovida et

al.,, 2016, 2020) using different completeness thresholdsMc for different time

intervals from 1620 to 1959 (Table3.1). We count the numbers of earthquakes( 0 @

above each magnitude threshold Mc occurred within each CA and within the
corresponding time interval of completeness 3"Y0 . Then we compute for each

magnitude threshold the expected rate _ gl Y1 OUxvail EUAwWOI wi EUUT QUE C
assuming the b-valueof the frequency-magnitude distribution ( Gutenberg & Richter,

1944) equal to 1 (Rovida et al., 2020):

00 (3.5)
8
- Fyo ol
In each CA, we then compute the average _ of rates _ 1 from different

magnitude thresholds. For those CAs for which such average frequeng/ cannot be
computed because there are no earthquakes within the completeness time window of
any magnitude threshold, we assign the minimum rate computed overall. Finally,

the weighted fraction of space-time occupied by alarms is computed from all CAs as

B_ (3.6)

See he details of such computations for each CA in Table S1 of the supplemental

material (Supplementary material 1).

Table 3.1¢ Magnitudes of completeness of the CPTI15 catalogue (Rovida et al., 2016,
2020)

M agnitude threshold Mc Time interval of completeness N(years)
, PaKok 18801959 80
, Pakoy 18801959 80
, Pakok 17801959 180
, bat oy 16201959 340
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3.3Dataset used for testing and optimization

To test and optimize our algorithm, we apply i t retrospectively to the HOmogenized
instRUmental Seismic catalogue (HORUS) of Italian instrumental seismicity from
1960 to 2019 (Lolli et al.,, 2020). For the time inteval from 1960 to 1980, HORUS
coincides with the dataset prepared by Lolli et al. (2018) For the period from 1981 to
2019, it is obtained by merging various data sources and homogenizing the
magnitudes to Mw as described by Gasperini et al. (2012 2013. The catalogue used
here is updated up to the end of 2019, but an automatic procedure able to
continuously update such catalogue in near real-time (with daily to hourly updates)
through the downloading of new data from on -line sources and the application of

magnitude conversions is implemented by Lolli et al. (2020).

The magnitude completeness threshold for the period 1960-1980 has been assessed
by Lolli et al. (2018) to be about 4.0 whereas, according to Gasperini et al. (2013), itsi
definitely lower for the successive time periods. Such thresholds might be defi nitely
larger in offshore areas owing to the large distances from the closest seismic stations,
which are usually located on land (excepting for a few instruments deployed on the
Ul EWEOUUOOABG w3T PUwPUwWUTT wUl EUOOwWPT awbkl wdbO
occurred within the 190 CAs containing one inland earthquake at least. As our
interest is to forecast earthquakes that potentially threaten lives and goods, we also
limit the analysis to shocks shallower than 50 km. We show in Figs. 3.2 and 3.3 the
spatial distribution of inland earthquakes from the HORUS catalogue (Lolli et al.,
2020) with Mw24.0 and depth < 50 km used for testing and optimization, and the
time distribution of magnitudes of all inland earthquakes, respectively. The
catalogue provides uncertainties for all magnitude estimates, ranging from less than
0.1 (for Mw estimated by moment tensor inversion) to about 0.5 (for Mw proxies
from body wave magnitude mb observe d by a few stations). In general, magnitude
and location errors have the effect to increase the randomness of the catalogue and

then to penalize skilled forecasting methods with respect to unskilled ones.
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Figure 3.2 Spatial distribution of inland earth quakes from the HORUS catalogue
(Lolli et al., 2020) with Mw 24.0 and depth <50 km used for testing and optimization.
Black dots indicate 4.06Mw<5.0, green dots 5.@Mw<5.5, blue dots 5.5¢Mw<6.0, red
dots Mw 26.0.

Owing to the Gutenberg Richter (1944) lav, errors tend on average to overestimate
all magnitudes because there are more earthquakes below a given threshold which
can be overestimated than earthquakes above the same threshold which can be

underestimated. The larger the error the larger the overesimation.

On the other hand, magnitude errors are generally larger for small earthquakes
because the latter are observed by less stations and because accurate method of

magnitude determination, like moment tensor inversion , cannot be applied to them.
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This means that in general small earthquakes are overestimated more than larger

ones and then that foreshocks are overestimated more than target shocks.

Magnitude

O 1 1 I 1 R
1960 1970 1980 1990 2000 2010 2020
Time

Figure 3.3 Time distribution of magnitudes of inland earthquakes km from the
HORUS catalogue (Lolli et al., 2020) with depth <50 km used for testing and
optimization. Black dots indicate Mw<5.0, green dots 5.0¢Mw<5.5, blue dots
5.5¢Mw<6.0, red dots Mw26.0.

Owing to the Gutenberg Richter (1944) lawv, errors tend on average to overestimate
all magnitudes because there are more earthquakes below a given threshold which
can be overestimated than earthquakes above the same threshold which can be

underestimated. The larger the error the larger the overestimation.

On the other hand, magnitude errors are generally larger for small earthquakes
because the latter are observed by less stations and because accurate method of
magnitude determination, like moment tensor inversion , cannot be applied to them.
This means that in general small earthquakes are overestimated more than larger
ones and then that foreshocks are overestimated more than target shocks.
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One possible consequence in the present case is that errors in magnitude nght
improperly increase the numbe r of alarms and then the spacetime fraction occupied
by alarms, particularly in earlier times when the coverage of seismic networks was
coarser, so that to slightly underestimate the real skill of the method. Conversely t he
number of target shocks should not be affected much by magnitude errors because in
HORUS catalogue the most (about 80%) of Mw?5.0 are accurately computed by

moment tensor inversions.

3.4Testing and optimizing the forecasting hypothesis

We here follow the approach proposed by Zechar and Jordan (2008, 2010pased on
Ul T wWUOWEEOOI Ew?, OO@bldadd uido0, 1 9ol wi&ldhdn lamsl EK&gn w
1992) The latter consists of a plot (e.g., Fig. 3.4) of the miss rate’ (eq. 3.1) as a
function of the fractions of space-time occupied by alarms T (f of eq.34 ort of eq.
3.6). For a paradoxical forecasting method not issuing any alarm, the spacetime
occupied by alarms is 0 and no target events can be foreasted (all target events are
missed) then it is represented by the point th Tip 1T Tt Rt the upper left corner
of the Molchan diagram. On the other hand, for a forecasting method issuing an
alarm at any time and in any place, so occupying the entire spacetime volume, no
target events are missed and then the forecasting method is represented by the point
tH p m e at the lower right corner of the diagram. The points on the
diagonal line connecting such two points ( e.g.,the black continuous line in Fig. 3.4),

with equation
p T (3.7)

indicate the expected performance of a purely random forecasting method that
simply f orecasts target events proportionally to the spacetime fraction occupied by

the alarms.

On the diagonal line, the ratio between the success rate and the spacéime fraction
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p (3.8)

is 1 for any 1, while for a skilled forecasting method, located below the line, 'O p

Following Zechar and brdan (2008) t (T or t ) can be assumed as the probability of
forecasting a target event by chance and then can be used to measure the
performance of a forecasting method under the reasonable assumption that the
probability of having exactly h successful faecasts over N targets is given by the

binomial probability function

s@bt ot op ot (3.9)

Then the cumulative probability of having by chance h or more successful forecasts is

(3.10)
0 eVt p 0 et

Such statistic allows to measure the skill of a forecasting methods, given the miss rate
' and the fraction of space-time occupied by alarms t. In particular, the lower the
statistic the higher the skill. Moreover, by inverting eq . (3.10), we can compute the
expected miss rate’ at a given T, for a hypothetical forecasting method with given
probability | , and then to plot confidence limits on the Molchan diagram ( e.g., the

blue, violet and green lines in Fig. 3.4).

This statistic can be usedto validate a forecasting method using a prospective dataset
(collected after the final fixing of the forecasting hypothesis) but even to optimize the
forecasting hypothesis by searching the values of the parameters of the forecasting
algorithm (if any) for which the statistic is minimum, by using a retrospective

dataset.

A given forecasting method with fixed parameter values is represented by a single

point 1tH on the Molchan diagram. However, one can even consider curves
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(Molchan trajectories) connecting different points referred to the same general
forecasting approach but obtained by varying one of the free parameters of the
forecasting algorithm. In ou r case we can vary the alarm time window 30 from 0 to
the total duration T of the experiment. In this way, we span the total space-time
occupied by the alarms and correspondingly the number of successful forecasts,

which increase with increasing 3-0.

In the light of such definition, the diagonal line in the Molchan diagram can b e seen
as the Molchan trajectory of a purely random forecasting method. If a forecasting
method performs better than the random one, its trajectory mainly lies in the lower

left half of the Molchan diagram below the random line.

Zechar & Jordan (2008, 20@) proposed to use as a measure of the performance of an
alarm-based forecasting method the integral of the success rate functionp '

normalized to the alarm space-time coverage

ot 2 o v 6o (3.11)

As the integral corresponds to the area above the Molchan random trajectory, the
statistic was named Area Skill (AS) score. The AS score is namalized so that its value

ranges between 0 and 1: the larger the statistic the better the performance.

The expected value of the AS score for a purely random method can be derived by

substituting the equation (3.7) of the random line 0 p 0in equation (3.11).

This gives

a2~ P s PTOT (3.12)
@ to = Q0 —— -
T T P P 0 QO c

Such expectance function is represented in a plot as a function oft by a straight line

connecting the axes origin (0,0) with the point (100%, 50%) é.g., the black line in Fig.

3.5). In such plot, the skilled forecasting methods lie above such random line.
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Zechar & Jordan (2008, 2010) explored the AS score distribution and found that, for a
continuous alarm function, the AS score at ¥ p is asymptotically Gaussian with a
mean of 1/2 and a variance of 1/(12N). They also found that the kurtosis excess is
6/(5N) and hence, for N of the order of a dozen at least, the Gaussian approximation
provides a good estimate of confidence bounds. Finally, they argued that even if the
area skill score can be computed for any t, the power of the test tends to increase

wi th increasing 1 and therefore it is the best to use® T p for hypothesis testing.

3.5Results of retrospective testing

In Fig. 3.4P1 wUT OPwUT T w, OOET EOWUUENI EUOUDPI Uai OUWE
(not declustered) preceded by strong shocks with K 8 KA, b K& WO edframueY EUaA D O
width of a few seconds to the total duration T=60 years of the catalogue. Red and

dark blue lines refer to the unweighted ( t ) and weighted (1 ) fractions of spacetime

occupied by alarms respectively (see in Table 3.2 the numerical values of plotted

curves).

The adopted foreshock Mw range (Mw=4.6°0.2) was chosen after a comparative
analysis of the relative performance of various ranges with low er and upper
magnitude bounds varying from the completeness threshold of the catalogue
(Mw=4.0) to the minimum magnitude of target shocks (Mw=5.0). Such analysis was
aimed at maximizing the overall AS score and at the same time minimizing the total

number of alarms (Fig. 3.6).

Both the red and dark blue lines in Fig. 3.4 lie well below the | =1% confidence curve
(green) for all explored 30. All the target shocks are successfully forecasted { =0) for
30=20 years (corresponding tot o ¢ kand t L p por larger. For 30=1 year,
about 83% of target shocks (29) are successfully forecasted, with spacéme
coveragest 3.3% andt  6.3%. 40% of target shocks (14) are forecasted witB-0=1
day for which ¥ m3tp Rnd T T3t 0 bThe AS diagram in Fig. 3.5 (see Table3.2
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for numerical values) confirms such good performance with the scores of the
forecasting method (red and dark blue lines) well above the random expectation

(black) and the 1% confidence line (green) for any 30. The overall AS scores® T

p 096005 and @ t p 092YS8YKkOw EEUI Ew OO wtddt] larms 2 OUEI
significantly larger than the expectance of a random method (0.5) with significance

level (s.l.) L 0.01.

100%

80%

v - Miss rate
[@)]
(en]
2

0% 20% 40% 60% 80% 100%
Fraction of space-time occupied by alarms

Figure 3.4: Molchan diagram for all target shock U w b B U 1515 (nbtéeclustered).
Red and dark blue lines indicate the forecasting performance of foreshocks with
K6KA, POKS Wwi OB udndmreighded [ 10)ifréctions of spacetime occupied
by alarms respectively (see text). The black continuous Ine indicates a purely
random forecasting method that separates skilled (below the line) from unskilled

(above) forecasting methods. The light blue, violet and green lines indicate the
confidence limits for | =50%, 5% and 1% respectively. The black dashed lias
indicate probability gains G=2, 5, 10, 20 and 50.
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Figure 35 Ul Ew UOPOOwW UEOUI wEPET UEOQw i OUw EOOw UE U
declustered). Red and dark blue lines indicate the forecasting performance of

[ OUT UT OEOUwPDHUT wKSEKAD (b pand Weighted ((tu) fr@didnD of I U
spacetime occupied by alarms respectively (see text). The black continuous line

indicates the performance of a purely random forecasting method that separates

skilled (below the line) from unskilled (above) forecasting methods. The light blue,

violet and green lines indicate the confidence limits for | =50%, 5% and 1%
respectively.

As noted above the aftershocks produced by the first target shocks of seismic

sequence may significantly contribute to forecast subsequent target shocks with

, PakokwpPDUT POwWUT 1 wUEOIT wditd aalyzerEtheGsamt way the | O w x U (
El EOUUUI Ul EwUIl UwOi wUOEUT 1 OwuUl OEOUwPPUT w, Pakdk
occurred within a spatial distance R=50 km and a time wind ow of a year after the

i PUUUWEOEWEOOWUUEUI @UI OU w Thsrdddesuhe hudBeOdd w Ol wU T
EOOUPEI Ul EwUEUT 1 OwUTl OEOUwPPUT w, Pakdkwi UOOwWt k
In Fig. 3.7 and 3.8 we report the same plots as in Fig. 3.4 and 3.5 but for the
(declustered) setof OO0 Oa wUT | wi PUUUWUEUT T OwUT OEOUwPDHUT w
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Table 3.3 for numerical values). The performance is worse than for the not
declustered set lut remains well below the random line and the | =1% confidence
curve in the Molchan diagram of Fig . 3.7 and also well above the| =1% confidence
line of AS diagram of Fig. 3.8. Even in this case all 14 target shocks are successfully
forecasted with 30=20 years or larger. For 30=1 year, 64% of target shocks (9) are
forecasted and 29% (4) for 30=1 day. The overall AS score® ¥ p 0.930.08 and
o T p 0.870.08 are lower than for the not-declustered set but anyhow they are

significantly larger tha n the expectance (0.5) of a random method with s.I.L 0.01.

1.0 3000
09k "' 12500 4
| \V4 £
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[4b] v
5 2000 5
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X 1500 &
w e
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0.5 NN NN N N NN '\ X O 0
S99 9 9% 0% o o7 o7 oF oF oF oY g¥ SV SV 6P o7 o7 97 0% ST o o¥ o
u\ b‘q’ b:b b‘ b‘@ hb b:\ b‘% b‘q bﬂ/ b:b b&b‘ bf) bcb \;\ b«% b:b b‘b‘ bf: b‘b b:\ b‘b‘ b:o b:b bfj

Foreshock magnitude range

Figure 3.6: Area Skill @ 2 AwWUEOQUI wEOOxUUI Ewi OUWET EQUUUI 1
using unweighted (red line) and weighted (blue) fractions of space -time occupied by

alarms, and total number of alarms (grey bars) as a function of the foreshock

magnitude range. The arrows indicate the range Mw=4.6°0.2, chosen as best
compromise between high AS score and low number of alarms.
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Table 3.2+ Values of variables in Molchan and Area Skill score plots of Fig. 3.4and
351 OU w, b akalastar®@didigets.

Dt (years) Dt (days) W W h h =f=| W +| W
1.6E08 5.8E06 8.6E10 2.0E09 0 1.000 0.000 0.000
3.2E08 1.2E05 1.7E09 4.1E09 1 0.971 0.021 0.022
6.3E08 2.3E05 3.4E09 8.1E09 2 0.943 0.037 0.038
1.6E07 5.8E05 8.6E09 2.0E08 2 0.943 0.05L 0.061
3.2E07 1.2E04 1.7&08 4.1E08 2 0.943 0.054 0.054
4.8E07 1.7E04 2.6E08 6.1E08 3 0.914 0.060 0.060
9.5E07 3.5E04 5.1E08 1.2E07 3 0.914 0.073 0.073
1.9E06 6.9E04 1.0e07 2.4E07 3 0.914 0.080 0.080
3.8E06 1.4E03 2.0E07 4.9E07 4 0.886 0.090 0.090
9.5E06 3.5E03 5.1E07 1.2E06 4 0.886 0.104 0.104
1.9E05 6.9E03 1.0E06 2.4E06 6 0.829 0.124 0.124
2.9E05 1.0E02 1.5E06 3.6E06 6 0.829 0.140 0.139
5.7E05 2.1E02 3.0E06 7.1E06 6 0.829 0.155 0.155
1.1E04 4.2E02 6.0E06 1.4E-05 7 0.800 0.170 0.170
3.4E04 0.13 1.7&05 4.0E05 11 0.686 0.227 0.227
6.8E04 0.25 3.4E05 7.7E05 12 0.657 0.276 0.276
1.4E03 0.50 6.5E05 1.5E04 13 0.629 0.316 0.314
2.7E03 1.00 1.3E04 2.8E04 14 0.600 0.350 0.349
8.2E03 3.00 3.6E04 7.8E04 20 0.429 0.438 0.436

0.019 7.02 8.1E04 1.7&03 22 0.371 0.527 0.525
0.042 15.22 1.7E03 3.5E03 23 0.343 0.587 0.585
0.083 30.44 3.2E03 6.5E03 24 0.314 0.628 0.625
0.250 91.31 9.1E03 0.018 26 0.257 0.684 0.682
0.500 182.62 0.017 0.034 26 0.257 0.712 0.710
1.000 365.24 0.033 0.063 29 0.171 0.747 0.745
2.000 730.49 0.062 0.114 30 0.143 0.791 0.789
5.000 1826.21 0.134 0.238 30 0.143 0.827 0.825
10 3652.43 0.220 0.374 33 0.057 0.855 0.852
15 5478.64 0.280 0.457 34 0.029 0.877 0.871
20 7304.85 0.34 0.511 35 0.000 0.892 0.883
25 9131.06 0.355 0.546 35 0.000 0.901 0.891
30 10957.28 0.379 0572 35 0.000 0.908 0.896
35 12783.49 0.398 0.592 35 0.000 0.912 0.899
40 14609.70 0.413 0.605 35 0.000 0.915 0.901
45 16435.91 0.424 0.613 35 0.000 0.917 0.98
50 18262.13 0.431 0.617 35 0.000 0.919 0.903
55 20088.34 0.434 0.619 35 0.000 0.919 0.904
60 21914.55 0.436 0.620 35 0.000 0.920 0.904
Full occ. Full occ. 1.000 1.000 35 0.000 0.965 0.940

Dt is the duration of alarms, ¥ and t the unweighted and weighted fraction of
spacetime occupied by alarms respectively, h the number of successful forecasts,’
the miss rate, ® ¥ and @ 1t the Area Skill scores computed considering the
unweighted and weighted fraction of s pacetime occupied by alarms respectively.
The last row (Dt= Full occ.) reports values for a full occupation of the space-time by
alarms.
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Figure 3.8 Same as Fig. HfordeEOUUUT Ul Ewpli PUUUAWUEUT I DwUT OE
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Table 3.3¢ Same as Table3.2i OUw, Pbak d k wEl EOUBWAnd3I8E wUEUT 1 U

Dt (years) Dt (days) % W h h i M M
1.6E08 58606  8.6E10 20809 0  1.000 0.000  0.000
3.2E08 1.2E05  1.7E09 41E09 0  1.000 0.000  0.000
6.3E-08 2.3E05  3.4E09 81E09 0  1.000 0.000  0.000
1.6E07 5.8E05  8.6E09 20E08 0  1.000 0.000  0.000
3.2E07 1.2E04  1.7E08 41E08 0  1.000 0.000  0.000
4.8E07 1.7E04  2.6E08 6.1E08 1 0929 0.012 0.012
9.5E07 3.5E04 5.1E08 12607 1 0.929 0.043  0.043
1.9E06 6.9504  1.0E07 24E07 1 0.929 0.057  0.057
3.8E06 1.4E03  2.0E07 49E07 2 0857 0.082  0.082
9.5E06 35603  5.1E07 12E06 2  0.857 0.119  0.119
1.9E05 6.9E03  1.0E06 24E-06 2  0.857 0.131  0.131
2.9E05 1.0E02  1.5E06 36E06 2  0.857 0.135  0.135
5.7E-05 2.1E02  3.0E06 71E06 2  0.857 0.139  0.139
1.1E04 42E02  6.0E06 1.4E05 2  0.857 0.141  0.141
3.4E04 0.13  1.7E05 40E05 3 0.786 0.166  0.165
6.8E-04 0.25 3.4E05 77605 3  0.786 0.189  0.189
1.4E03 0.50 6.5E05 15604 4 0714 0.219  0.218
2.7E03 1.00 1.3E04 28E04 4 0714 0.251  0.250
8.2E03 3.00 3.6E04 78804 4 0714 0.274  0.273

0.019 7.02  8.1E04 17603 5 0.643 0.300  0.299
0.042 15.22  1.7E03 35E03 5 0.643 0.329  0.329
0.083 30.44 3.2E03 65803 6 0.571 0.360  0.359
0.250 91.31 9.1E03 0018 6 0.571 0.404  0.403
0.500 182.62 0.017 0034 6 0571 0.416  0.415
1.000 365.24 0.033 0063 9 0.357 0.473  0.471
2.000 730.49 0.062 0.114 10 0.286 0.568  0.565
5.000 1826.21 0.134 0238 10 0.286 0.646  0.642
10 3652.43 0.220 0374 12 0.143 0.701  0.695
15 5478.64 0.280 0457 13  0.071 0.742  0.731
20 7304.85 0.324 0.511 14  0.000 0.772  0.755
25 9131.06 0.355 0.546 14  0.000 0.792  0.771
30 10957.28 0.379 0.572 14  0.000 0.805 0.781
35 12783.49 0.398 0.592 14  0.000 0.815  0.789
40 14609.70 0.413 0.605 14  0.000 0.821  0.793
45 16435.91 0.424 0.613 14  0.000 0.826  0.796
50 18262.13 0.431 0.617 14  0.000 0.829  0.797
55 20088.34 0.434 0.619 14  0.000 0.830  0.798
60 2191455 0.4% 0.620 14  0.000 0.831  0.798
Full occ. Full occ. 1.000 1.000 14  0.000 0.926  0.875

In Figs. 3.9, 3.10 and Figs. S1 and S2 of supplementary material 1, we report the same
plots of Fig. 3.4,t 6 k Owt 6 A WEOE wt 6 Wwi OUWUEUT | valwes inOEOU wP
Tables 2 and SBA6 w31 1 wx] Ul OUOEOGETI whPUwWEI I pODPUI OawpO
better than the 1% confidence limit. In particular, even for 30=60 years, only 89 over
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98 (91%) target slocks for the not-declustered set and only 36 over 44 (82%) for the
declustered set are successfully forecasted. The reason is that even when0is equal
to the total duration of the catalogue, in some CAs there remains a fraction of time
(before the first strong shock) without any strong shock and then without any alarm.
Actually, the maximum fraction of space -time occupied by alarms (1 ) is only about
44% of the total spacetUP Ol w EOEwW Nw UEUT I Uw occudédOilteP DUT w
remaining 56%. Here, the last part of the Molchan trajectories, consisting of a linear
decrease from the last point defined by the algorithm (¥ 1 1 Rand T @ ¢ hwith

" wbfor not-declustered and 18% for declustered) to the lower left corner (t

p L, P 1), can be interpreted as the application to the remaining earthquakes, not
predicted by any foreshock, of a purely random forecasting method with success rate
proportional to the fraction of the remaining space -time region not covered by our

forecasting algorithm.

The overall AS scores arew T p 0.890.03 andw T p 0.850.03 for the
not-declustered set and @ ¥ p 0.780.04 and ® T p 0.7000.04 for the
declustered set. In all cases they are significantly larger than theexpectance (0.5) of a

random method with s.I. L 0.01.

In Figs. 3.11, 3.12 and Figs. S3 and $4 of the supplementary material 1, we also report

U1l wxOOUUwi OUWUEUTT UUwPHUT w, patsausmspThel wdOUOI
performance is similar to UT EQw i OUw, Pak 8 k w BobitargeEavanttis | w OU O
smaller (10 not-declustered and 7 declustered), the power of the tests and the

reliability of possible inferences are relatively poorer. This is actually reflected by the

fact that the confidence limits in this case are relatively closeto the Molchan and AS

trajectories.

All not -declustered targets are successfully forecasted with30 ¢ Tyears, 80% with
30 1 year and 50% with 30 1 day. For declustered targets, the corresponding
forecasting rates are D0%, 71% and 43% respectively. Theoverall AS scores are

w7t p 095009 and® T p 0.91°0.09 for not-declustered and & T
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p 092011 and & T p 0.870.11 for declustered. In all cases they are

significantly larger than the expectance (0.5) of a random method with s.I. L 0.01.
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Figure 3.9: Same as Fig. 3.4 OUWE OOwWUEUT 1 U 0 (hot-Oeeiastened).D UT w, b2 |
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Figure 3.12 Same as Fig23.5for all target shocks with , P a3t & Y-deqhStéréd).
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One question that may come to mind when looking at the results of such space-time
analysis is how much of the observed forecading performance is due to spatial
clustering and how much to time clustering. In order to try to a nswer such question,
we made some further computations in which the time clustering is eliminated by

assuming in each CA a permanent alarm for the entire dur ation of the forecasting
experiment (T=60 years). We computed thetime independent Molchan and AS score
trajectories by adding step by step one CA at a time, starting from the CA with

highest weight (highest long -term seismic activity) and then going on, up to add all
CAs. At each step, the unweighted and weighted fractions of space occupied by
alarms are computed by simply taking T  pin eq. (3.4) and (3.6) respectivelyfor the

included CAs and 1tfor the not included CAs.

The results of such tme-independent analysis for declustered (first) target shocks
PPDUT w, Pakdk wb U alBhnd 3. OWERD ifl %1y fard dotufully comparable
with the time -dependent analysis of Fig. 3.7 and 3.8 because he trajectories depend
on the adopted ordering of the CAs, from the most to the least active, we can note
that the skill of time -independent analysis appears definitely lower, particularly at

small T and for the weighted trajectories (blue lines). This can be easily explained by
the higher time clustering at short times (and then at small 1) and by the fact that the
weights based on the long-term seismic activity penalize more the CAs where the

target shocks actually occurred in the last 60 years.

The results for declustered (first) target shocks with , PakdYw EOEw , bat 8 Y
reported in Figs. S5, 6, S7 and S8 of supplementary material 18 w %OUw, Pak 8 Y Ow
comparison of Fig. S5 and S6 with the time -dependent analysis of Figs. SL and S2 is
UPOPOEUWUOwWUT | wEEUT wi OUw, pPak ok wpalisorEomgE | EWET |
S13 and S14 with the timedependent analysis of Figs. S8 and $4, apart for small T,
apparently indicates an overall higher skill for t he time-independent analysis with
respect to the time-E1 x1 OETl OUw OO01l w31 PUwbDUwEGOWUOwW UT I

declustered target shocks occurred in CAs with very high long -term seismic activity
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and that, as noted above, timeindependent and time -dependent statistics are not

fully comparable between them.
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Figure 3.13 Same as Fig.3.4 for time -independent analysis of declustered (first)
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Figure 3.14 Same as Fig. & for time-independent analysis of declustered (first)
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3.6 Optimization of the forecasting algorithm

For a practical application of the forecasting method, it might be useful to determine
the values of the algorithm parameter 30 for which the forecasting method is more
efficient and useful for risk mitigation. To accomplish this purpose, we analyze the

behavior of some statistics that depend on the alarm time window 3-0.

In Fig. 3.15we report, for declustered targets and weight ed fraction of spacetime

occupied by alarms (1 ), the binomial probability (Eq. 3.9), that is the probability that

the observed number of successful forecastsis obtained by chance, as a function of

30. The lower the probability the higher the strength of the forecast. In general,
probabilities are relativ ely low within a wide range going from one day to some

al EUUS w%OUw, PakdyYwpUl E ward dser@uardindsa w® ppriux UOE E
EEAUB w»uOUw, Pakdk wpEOUI wODPOI A wE (pbbabilites aré Y wopl Ul
OEUT T UwUT EOQwUT T wOthey temsin GelativelyHawkrdmyadewhauis to

a few months. Within such ranges, the forecasting ability of our method reaches its

higher efficiency.

The behavior of the probability gain G (eq. 3.8) as a faction 30 (Fig. 3.16) shows, for
all the three magnitude thresholds, monotonically descending trends from more than

100000 at very short30 (less than a minute) to slightly more than 1 at very long 30
(tens of years). Such curves also show relatively mider slopes in correspondence of
steep decrease®f binomial probabilities in Fig. 3.15(i.e., around 0.001 day and a few

days).

In Fig. 3.17we show the miss rate’ as a function of 30. In general, it decreases with
increasing 30. The (negative) trends - with respectto I 1 &o6- are in between the -5%
and -10% per decade, fors-0 ranging from a few seconds to about 1 year. Then they
start to decrease more rapidly (about -20% per decade) reat P OT wy wi OUw, pak 6

, bat YWEOE whNU wi OUwstbakdYWEOwWY! UawlOEUT I w
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Figure 3.15 Binomial probability de nsity for declustered (first) target shocks and
weighted fraction of space-time occupied by alarms for different magnitude
thresholds as a function of the alarm duration 3-0.
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Figure 3.16 Probability gain for declustered (first) target shocks and w eighted
fraction of space-time occupied by alarms for different magnitude thresholds (see
inset) as a function of the alarm duration 3-0.
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Figure 3.17: Miss rate for declustered (first) target shocks and different magnitude
thresholds (see inset) as a fundon of the alarm duration 3.

The behavior of the same statistic for the full set of target events (ot declustered) is
reported in Figs. S9, S10and S11 of the supplemental material. It is similar to those of
the declustered set but the binomial probabilities are lower, the probability gains are

higher, and the miss rates decrease more rapidly with 3-0.

Anot her aspect to be considered for the practical application of the forecasting
method is the dependence on 30 of the fractions of spacetime occupied by alarms
and T (Fig. 3.18. A long alarm interval 30 (with a corresponding long fraction o f
spacetime occupied by alarms 1) allows to forecast more target earthquakes but at
the same time it has relatively lower probabilities of occurre nce than a shorter 3-0.
Furthermore, a longer duration of alarms would impact more with life activities of
the population in the involved area. Even if any decision on the possible practical
application in real situations would eventually require a careful evaluation by
decision makers even considering a costbenefits analysis (e.g., van Stiphout et al.,

2010; Herrmann et al., 2016) we examine here as an example the choice oB0o= 3
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months (0.25 years). This choicejn most cases, results in a fairly trade-off between a

good efficiency and a narrow space-time fraction cov ered by alarms ¥  ¢.

100
102 }

10}

Fraction of space-time occupied by alarms

0.0001 0.001 0.01 0.1 1 10 100 1000 10000 100000
At (days)
Figure 3.18. Unweighted (red) and weighted (dark blue) fraction of space -time
occupied by alarms as a function of the alarm duration 3-0.

We can see in Table3.4that in this case the method is able to retrospectively forecast

more than 50% of notdeclustered target UT OEOUwPDPUT w, PAKkS6YWEOEwWOO
U7 OUl wpbPUT w, PakdkwEOEwW, Pat 83y4dhe statisiEd hé® w Ul x O
numbers of successful alarms with respect to the total number of alarms indicating

higher rates for UEUT 1 Owbp DB UT w, P ak dof dlatrms Echudlly foréc@st ani D1 UT u
earthquake, while the fraction of successful alarms definitely decreases for larger

targets and further decreases for declustered sets down to about 1%. Note that

several alarm time window s are actually overlapped and then the total duration of

alarms is shorter than the simple sum of alarm windows (Eqg. 3.2).
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Table 3.4 Retrospectve forecasting performance of the algorithm for 30= 3 months.

Target Magnitude 5.0 5.5 6.0 T T
Not declustered
Forecasted/total shocks 55/98 56% 26/35 74% 7/10 70% 0.9% 1.9%
Successful/total alarms ~ 115/617 18.6% 72/617 11.7% 30/617 4.9% 0.9% 1.9%
Declustered
Forecasted/total shocks  8/44 18% 6/14 43% 4/7  57% 0.9% 1.9%
Successful /total alarms  13/617 2.1% 9/617 1.5% 8/617 1.3% 0.9% 1.9%

The performance of the method is definitely worse for the first target shocks

(declustered sef), but it improves by increasing the magnitude of tar get shocks.

EVOUEOOCaOwWKwWOYI UwA wi b UWMenthElast 60 Yeart)ih ey @& wp DUT

retrospectively forecasted in this way.

We tested the stability with time of the forecasting performance by subdividing the

seismic catalog in two equal parts of 30 years: before and after 1/1/1990. The same

computatio ns of Table 3.4 fora0= 3 months for intervals 19601989 and 19962019 are

reported in Tables 3.5 and 3.6 respectively. The rates of successfully forecasted target

shocks (declustered or not) are similar in the two periods whereas the space-time

fraction occupied by alarms is definitely lower in the most recent period, consistently

with the higher ratios between successful and total alarms. We could argue that

smaller magnitude errors

in most recent times, owing to the continuous

improvement of the Italian seismic network, reduce the number of false alarms and

then increase the obseved skill of the forecasting method with respect to the

previous period.

In Table 3.7 and 3.8 we report the lists of retrospective forecasts of the first

(declustered) target UT OEOUwPPDUT w, Pakdk wEOEwW, Pat dYwUIl Ux

T N

Table $ and the results for not-declustered taUl | OUw PBDUT w, PAakdYOwkd |

Tables &, S8 and SO respectively of the supplemental material 1).
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Table 3.5¢ Same as Table 3.4 for the time interval 196€1989.

Target Magnitude 5.0 5.5 6.0 W wW
Not declustered

Forecasted/total shocks 21/45 47% 11/15 73% 3/4 75% 1.0% 2.1%

Successful/total alarms  45/336 12.9% 22/336 6.6% 9/336 2.7% 1.0% 2.1%
Declustered

Forecasted/total shocks 3/25  12% 37 43% 2/3 67% 1.0% 2.1%

Successful/total alarms ~ 5/336 1.5% 5/336 1.5% 3/336 0.89% 1.0% 2.1%

Table 3.6¢ Same as Table 3.4 for the time interval 1992019.

Target Magnitude 5.0 5.5 6.0 ' W
Not declustered

Forecasted/total shocks 34/53 64% 15/20 75% 4/6  67% 0.4% 0.7%

Successful/total alarms  70/281 24.9% 50/281 17.8% 21/281 7.5% 0.4% 0.7%
Declustered

Forecasted/total shocks 5/19  26% 3/7 43% 2[4  50% 0.4% 0.7%

Successful/total alarms ~ 8/281 3.5% 4/281 1.4% 5/281 1.8% 0.4% 0.7%
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Table 3.7 ¢ Results of retrospective forecast of first main shocks (declustered targets)
PPDUT w, Pakdk wbOw( UE Oa wb-Boihsup.25yeald)O wl Y UNOwU UD G

Year Month Day Lat Lon Mw < (days) Epicentral area
1962 8 21 41.23314.933 5.7 0.093 2.22h Irpinia
1968 1 15 37.70013.100 5.7 0.425 10.2h Valle del Belice
1976 5 6 46.250 13.250 6.5 7.8104 67s Friuli
1979 9 19 42.717 12950 5.8 Missed Valnerina
1980 11 23 40.800 15.367 6.8 Missed Irpinia-Basilicata
1984 4 29 43.204 12.585 5.6 Missed Umbria settentrionale
1984 5 7 41.666 13.820 5.9 Missed Monti della Meta
1990 5 5 40.65015.882 5.8 15810 13s Potentino
1997 9 26 43.02312.891 5.7 22.1 App ennino umbro -
marchigiano
1998 9 9 40.060 15.949 5.5 Missed Appennino lucano
2002 10 31 41.717 14.893 5.7 Missed Molise
2009 4 6 42.34213.380 6.3 6.5 Aquilano
2012 5 20 44.896 11.264 6.1 Missed Pianura Emiliana
2016 8 24 42.698 13.234 6.2 Missed Monti della Laga

0 is the maximum time advance of the foreshock with respect to the main shock.
Missed WDOEPEEUI UwUT EVwUT T wUEUTT OwUT OEOWPEUWOO!
are taken from the CPTI15 catalogue (Rovida et al., 20162020).

We can note that for two target shocks (1976 Friuli and 1990 Potentino) the forecast
could have hardly been used by civil protection services to adopt safety
countermeasures because the forecasting strong shocks occurred too shortly before
the main shock (67 s and 13 s respectively). In othercases, the time delay between the
forecasting shock and the main shock (going from a couple of hours to a few weeks)

would have been sufficient to take some countermeasures.
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Table 3.8¢ Same as Table 3.7 for firstnaD OwUT OEOUwbPUT w, bat 6y 6

Year Month  Day Lat Lon Mw <4 (days) Epicentral area

1962 8 21 41.233 14933 6.2 0.100 2.40h Irpinia

1976 5 6 46.250 13.250 6.5 7.810* ©67s Friuli

1980 11 23 40.800 15.367 6.8 Missed Irpinia-Basilicata
Appennino umbro -

1997 9 26 43.015 12.854 6.0 22.5 marchigiano

2009 4 6 42.342 13.380 6.3 6.5 Aquilano

2012 5 20 44.896 11.264 6.1 Missed Pianura Emiliana

2016 8 24 42.698 13.234 6.2 Missed Monti della Laga

We could note that a foreshock did actually occur a couple of days before the first
mainshock of 20 May 2012 (Mw=6.1) in the area of Pianura Emiliana, but its
magnitude (Mw=4.2) was only slightly below the lower threshold of Mw=4.4 we

adopted. The retrospective ability to predict Mw 26.0 earthquakes might have been
improved then by slightly reducing suc h lower threshold but at a cost of a general
reduction of the performance of the algorithm, because of the increment of the

number of alarms and of the fracti on of spacetime covered by alarms.

3.7 Conclusions of chapter 3

We analyzed a simple algorithm to forecast shallow (depth<50 km) main shocks

@, PAakdYOwkdkOwt YAwUT EQwUT UT EUT OQwUT T woObIi T wE(
Italian mainland territo ry, based on the previous occurrence within circular areas of

30 km of radius of widely felt stron g shocks (4.4¢Mw<4.8) not particularly harmful

in themselves. Based on a retrospective analysis of the HOmogenized instRUmental

Seismic catalogue (HORUS) of Italy from 1960 to 2019 (Lolli et al., 2020) this method

retrospectively forecast the majority of damaging earthquakes occurred in Italy in the
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past 60 years by issuing alarms covering only a small fraction of the spacetime

coverage.

We estimated such fraction even considering the different levels of seismic activity in
different areas of Italy by w eighting more t he alarm times in circular areas where the
average seismicity rate, computed from the CPTI15 seismic catalogue (Rovida et al.,

2016, 2020) from 1600 to 1959, is higher.

The retrospective testing using the Molchan diagram (Molchan, 1990, 199, Molchan
& Kagan, 1992) and the Area Skill score (Zechar & Jordan, 2008) methods indicates
that such approach clearly overperforms a purely random method with high or very

high confidence, depending on the target shock magnitude threshold.

As the secondary main shocks during seismic sequences are definitely easier to be
forecasted by this method because the aftershocks of the first main shock usually
generate alarms at weakly (if not daily) rate, we also tested the ability of our
approach to predict only the first main shock of each sequence. We found that the
forecasting ability remains high even if being lower than that considering all main

shocks.

Even if the true verification of the efficiency of the method will only be made on a
prospective dataset, we believe that such simple forecasting algorithm could be
useful, like other operational forecasting approaches presently considered by the
Italian Civil Protection Department, for planning preparation measures in the field

(e.g.,Marzocchi et al., 2014).

The latter approaches are mainly based on the ETAS model (Kagan & Knopoff, 1987,
Ogata, 1988) and, as well as that of the present work, showed to retrospectively
forecast the evolution of Italian seismicity better than an inhomogeneous random
process with spatial rates corresponding to past seismicity. On the other hand,
Marzocchi and Zhuang (2011) showed that ETAS models is able to describe quite

well even the observed foreshock activity. However, a comparison of the relative
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efficiency of our approach with ETAS models and even with other forecasting
approaches (like for example the EEPAS method (Rhoades and Evison2004 would
require that the probabilistic formulation of the latter methods is adapted to the
alarm-based one (for example by selecting a particular probability thresholds above
which to declare an alarm). However, such adaptation is not triv ial and hence, the
question on which of the different approaches is better in predicting future damaging
earthquakes remains not answered presently and has to be deferred to future papers
comparing all methods in an alarm-based context by using, for example, the

approach proposed by Shebalin et al.(2014)

One advantage of the present forecasting approach is that it is easy to implementand
communicate because it does not require any other scientific analysis than the correct
determination of the location and of the magnitude of the precursory shock. In
principle every person could be informed very quickly by a notification sent by one
of the already available mobile Apps which provide near real -time access to the

INGV online earthquake list ( http://terremoti.ingv.it/en# ).
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Chapter 4

Application of EEPAS earthguake forecasting
model to Italy
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*Corresponding author

From: Biondini, E., D. A. Rhoades, and. Gaspeini, 202, Application of theEEPAS
earthquake forecasting model to ltalgeophys. J. Int.,, 32, no. 3, 168141700 doi:
10.1093/gji/ggd123

*This work was conducted by Biondini E., with the supervision of Gasperini P., who also
contributed towriting and correcting the article. D.A Rhoades madkiablecontribution
especially on the clarification of some aspects of the EEPAS model.

The EEPAS (Every Earthquake a Precursor Accordm§cale) forecasting model is a space
time pointprocess model based on the precursory scale incfepsghénomenon and
associated predictive scaling relations. It has been previously applied to New Zealand,
California and Japan earthquakes with targetgmtude thresholds varying from about 5 to

7. In all previous application, computations were donegithie computer code implemented

in Fortran language by the model authors. In this work we applied it to Italy using a suite of
computing codes completewritten in Matlab. We first compared the two software codes to
ensure the convergence and adequaiteicence between the estimated model parameters for
a simple region capable of beamtplysedby both software codes. Then, using the rewritten

codeswe optimisedthe parameters for a different and more complex polygon of analysis using
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the HomogenizethstRUmental Seismic catalogue (HORUS) data from 1990 to 2011. We
then perform a pseudgwospective forecasting experiment of Italian earthquakes fraéhta0

2021 with Mwa5.0 and compare the forecasting skill of EEPAS with those obtained by other
time independent (SUP, SVP, and PPE) and time dependent (ETAS) forecasting models
using the information gain per active cell (IGPA). The preference goes to the ETAS model for
shot time intervals (3 months) and to the EEPAS model for longer time intervals (6 sionth

to 10 years).

4.1 Introduction

EEPAS is an earthquake forecasting method based on the statistical analysis of
seismicity (Rhoades and Evison, 2004). Its basic assumption is that magnitudes and
rates of minor seismicity increase before a strong shock. This phenomenon (called
[ NMe € a Qéavasedescribed by Evison and Rhoades(2004)for some regions of
the world in which high quality earthquakes catalogues are available. They analyzed
47 earhquakes with magnitude ranging between 5.8 and 8.2 to derive three empirical
scaling relations: for time, magnitude and area. These relate the magnitude of
mainshock (0  with the precursor magnitude ( 0  the precursor time (Y and the
precursor area © . Such empirical scaling relations show that in general the
magnitude of precursor events is smaller than the magnitude of the mainshock by at
least one magnitude unit. The EEPAS model considers each earthquake as an
individual precurs or according to the scale indicated by its magnitude, rather than as

a possible member of af phenomenon.

The details of the EEPAS method are described inseveral papers (e.g., Rhoades and
Evison, 2004; Evison and Rhoades, 2005; Riades, 2007, 2011; Rhoades et al., 2020)
some of which contain typos that makes the formulation not perfectly identical in all

of them. For such reason inthis work, we describe again the method as well as some

assumptions made without explicit mentions in previous papers.
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We implemented such formulations in a suite of MATLAB codes that we first
compared with the code EEPSOF (Rhoades, 2021) used in all previous plications of
EEPAS methods.Even if the results of this comparison are not identical, they i ndicate

a tight agreement between parameters estimatesfrom the two codes, before the

introduction of spatial parameters in tbptimizationprocedure. After thatthe differences
become a little more pronounced for parameders, andd , where the two codes differ by

12.5%, 10.2% and 24.0%, respectivelyhese differences can be explained by the
different numerical algorithm adopted by the two codes for s patial integration.

However, the final maximum log -likelihood scores and the numbers of forecasted
earthquakes are very similar. Details on EEPAS software comparison are described

in section4.4.

For comparison purposes we also consider otherforecasting models and in particular
the Epidemic Type Aftershock Sequence (ETAS) model(Ogata, 1988, 1989, 199&nd
two time -independent forecasting models: the Spatially Uniform Poisson (SUP) and
the Spatially Variable Poisson (SVP) models(Console et al., 2006)A summary of the

characteristics of each model is given in Table4.1.

The fitting of the free parameters of various models is carried out by maximizing the

log-likelih ood function of an inhomogeneous Poisson point process, which is given

by:

D 11 o Fiofe _ ot Fidm Q@ age 4
N F] r] n F] N

where _ o hufto is the rate density function for PPE (eq. 4.13, EEPAS (eq.4.5),

=

ETAS (eq. 4.29, SUP or SVP (eq.4.30 models; 0 is the time interval of the
fitting period; & MY is the magnitude range of target earthquakes; and R is the

spatial region of analysis.
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Table 4.1- Summary of applied forecasting models.

Model Main features Reference

SUP Stationary uniform Poisson model based on the Console & Murru
observed seismicity rate 0 & (2001)

SVP Space variable Poisson model based on the smoothec Console & Murru
seismicity rate0 & observed in each cell. (2001)

PPE Quasi time-dependent model based on the hypothesis Jackson & Kagan
that future earthquakes tend to occur near the place of (1999) Rhoades &
the recent ones.The rate-density of future earthquakes Evison (2004)
is modelled as proportional to a smoothed version of
past seismicity.

EEPASNW Space/time-dependent model based on the hypothesis Rhoades & Evison
that each earthquake 0 @ contributes to the (2004)
transient increment of the future rate of 0 & inits
vicinity according to [ predictive relations.

EEPASW As above but the oontribution of aftershocks and Rhoades & Evison
triggered events are downweighed. (2004)

ETAS-SUP Epidemic-type aftershock model based on the Ogata (1988,1989),
hypothesis that each earthquake can perturb the rate of Ogata & Zhuang
earthquakes and generate its own Omori-like decay (2006
sequence. The SUP is used as background model.

ETAS-SVP As above but with SVP as background model. Ogata (1988, 1989),

Ogata & Zhuang
(2006)

4.2 The EEPAS earthquake forecasting model

The EEPAS model is based on the increase in rate and in magnitude of the minor
seismicity observed before the ocairrence of major earthquakes ( -phenomenon,
Rhoadesand Evison, 2004). Evison and Rhoadeg2004)analyzed the [ -phenomenon
that evolved before 47 major earthquakes in well catalogued regions (such as
California, New Zealand, northern Mexico, Japan, and Greece) developing three
with the

empirical scaling relations that relate the precursor magnitude 0

mainshock magnitude 0 , precursor time “Y and precursory area 0 . Where,

as0 is assumed as the mean of the thre largest precursor shocks, as’Y is the time

interval between the onset of the[ -phenomenon and mainshock, and 6 (expressed
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in km) is the smallest rectangular spatial box containing the precursory events,
mainshock and aftershocks (for details see Evison and Rhoades, 2004). The predictive

scale relations are thus defined as

0 & ®b h (4.2)

i o od f (4.3
and

7€ o wd . (4.4

In the EEPAS model eachi-th earthquake, occurring at time 6 with magnitude a

and located at wh , is assumed to contribute to the transient increment of the rate
density _ o fudto of future seismicity (defined as the derivative of the expected
number of earthquak es with respect to time, magnitude and location coordinates) by

the term
_ oy 0"Q0oQ d Q dw (4.5

where U is a weighting factor which depends on other earthquakes in its proximity
(see below)."Q 6 h"Q & AT ® oo are the probability density functions of time,

magnitude and location, respectively. The assumed forms for these distributions are
defined consistently with the [ scding relations by Rhoades and Evison (2004) The

time distribution is assumed to be Lognormal with the form

‘00 0o TTeCo & wa
Ne — __AgpP L&
o ol lpm, W C " (4.6

where 00 0 is the Heaviside step function, which takes the value 1 if 6 0 T,
and 0 otherwise. This means that at the timet, the rate density function is contributed
only by earthquakes occurring before t. Here & htd and , are free parameters to be

determined.

The magnitude distribution "Q & is assumed to be normal with the form:
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) A@DEd O wa 4.7

Q a —
” I/IC : C ”

where A | and, are free parameters.

The space distribution is assumed to be bivariate Normal with circular symmetry

with the form

P agp (4.8)
C ” p T[ C" p T[

where , and @ are free parameters.

An adjustment is necessary because of the missing contribution of earthquakes below
the minimum completeness magnitude & which causes the rate density at
magnitude m to be underestimated on average by a fraction w & of its real value

given by

. a O wa , 4.9
wa %00 ! (4.9

where %.is the Normal distribution integral. Then w & can also bewritten as

. a D A " .
W Q Pros — ! o (4.10
c ” VIC

where erf is the Error function.

Hence, to compensate for the lack of earthquakes with magnitude lower than the

completeness magnitude & oha Fodto is inflated by a factor —.

The total rate density is obtained by summing the contribution of all past
earthquakes and also adding a background term that allows for the possibility that

an earthquake can occur without an appreciable scale ingease of precursory shocks:

(4.1
=d:’lr]|"|vr |= d‘ir}l"‘l"r —(’x _ d:’fxlvxlvr
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where _ o fufwo is the background rate density, 0 is the time of the beginning of

the catalogue,’ is the mixing parameter and can be interpreted as the proportion of

earthquakes that occur without precursory shocks. The normalizing function - is
defined by
, (’I) p ‘ 4 5 , ” T (413
—a 00 Agbr @& ® pa c

where ‘O 0 is the mean weight of earthquakes in the catalogue;A , & and, are
free parameters; and @l p mwith wbeing the slope of the frequency-magnitude
distribution of Gutenberg and Richter (1944). The normalizing function - a&
ensures that the number of earthquakes expected by the model approximatively
matches the actual number of target earthquakes. Thedelayterm in equation (4.11) is
to prevent the fit of the parameters being influenced by the short -term clustering of
earthquakes (such as aftershaks and swarms). The EEPAS model is focused on the
long-term clustering detected by the precursory scale increase phenomenon and its
associated scaling relations. For this reason, the delay (usually assumed to be 50
days) after the time of occurrence of each earthquake is applied and no earthquake
from the input catalogue is considered before such time interval elapsed after its

occurrence.

The background rate density _ o hahwd depends on the proximity of the location
(x, y) with respect to previous seismicity. It is described by a quasi-time-invariant
smoothed seismicity model, described by Rhoades and Evison (2004), which is
similar to the forecasting model p roposed by Jackson and Kagan (1999) and is called

PPE (Proximity to Past Earthquakes). It takes the form
dahhd Q 0Q & Q aw (4.13

where "Q 0 is the time density function, "Q & is the magnitude density function

and 'Q oo is the spatial density function. The time density function takes the form

0 P (4.14)
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This ensures that at any time the estimated rate of earthquakes witha &  within

the region R is similar to the past rate.

The magnitude density function is that implied by the frequency magnitude law of

Gutenberg and Richter (1944):
Qa 1AGEH a 4 (4.19

Finally, 'Q ofw is the sum over all earthquakes with & & from time O up to,
but not including time 0 of smoothing kernels with the form
(4.19
Q ok va & £ P
n

where i is the distance in km between G and the epicenter who ; & is a
normalizing parameter, ‘Qis a smoothing distance andi is a small term that includes

the contribution from earthquakes that occur far from past epicenters.

The rate density _ o fudw of the PPE model decreases gradually with time
elapsed after an earthquake occurrence and increases when a new earthquake occurs.
The function 'Q oo considers the earthquake location and the function 'Q o the

passage of time.

The purpose of the weighting factor 0 in eq. (4.5 is to give more weight to
earthquakes that are more likely to be part of a long-term clustering, thus giving less
weight to events that are aftershocks of previous earthquakes. Two different
weighting strat egies were applied in the past application of EEPAS. The simplest one
is giving the same weight 0 p to each earthquake in the catalogue. With this
strategy aftershocks triggered by previous earthquakes have the same weight of any
other shock. The other strategy is to assign a lower weight to any earthquake which

is likely to be an aftershock of a previous earthquake. Therefore, the total rate density

is mostly given by earthquakes that are part of long -term clustering.
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This latter strategy requires estimating the rate density _ for aftershock occurrence,
incorporating epidemic -type aftershock behavior (Ogata, 1988, 1989; Console and
Murru, 2001). The aftershock model adopted for EEPAS takes the form:

_gufifo C_ ouRfd Q _ ot fuf (4.19

where _ is the rate density given by PPE model,’ is the proportion of earthquake
that are not aftershocks, ‘Qis a normalization constant and _ ot hihw describes the

aftershocks occurrence with the form:

_duhi QoQ a Q aw (4.18
where 'Q 6, °Q & and Q ofto are respectively the density functions for time,
magnitude, and locations of the aftershocks of the i-th earthquake. The time

distribution is given by the modified Omori law (Utsu, 1961; Ogata, 1983)

5 NP (4.19

Qo 00 —
0 0

where 0 is the time of the i-th earthquake, and wand rj are the Omori law parameters.

The magnitude distribution follows the Gutenberg and Richter (1944) law, and it is
assumed that the magnitude of an aftershock is smaller than its mainshock by at least

1 units

Qa o4 1 atrAeH a «a (4.20
The addition of the parameter | is based on the sSeEE O O1 E w! B&th, 4985 OE b
according to which the largest aftershock typi cally has a magnitude about 1.2 units
smaller than the mainshock. Finally, the spatial distribution is assumed to be

bivariate Normal with circular symmetry:

QW —P 0w (429
c ” pT[ cﬂ pT[

where ,, is a free parameter. The weighting factor is then computed as

— ofa oo

' o hohw (4.22
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In this way, if an earthquake has the characteristics of an aftershock, it will have a
weight close to 0; on the contrary, if an earthquake that in no way resembles an

aftershock it will have a weight close to 1. Shot descriptions of the parameters of the PPE

and EEPAS models are listed in Tabl2.

4.3 Application to Italy

We chosed u8rt as the lower magnitude limit for target shocks, because in Italy
such earthquakes potentially cause damage to buildings and threaten the health and
life of inhabitants. This choice is also consistent with most of the applications of
EEPAS model to other regions of the World (Rhoades and Evison 2004,Evison and
Rhoades 2005Rhoades 20072011)

We chose the learning time interval from 1990 to 2011 for fitting the EEPAS model,
because the accurag and completeness of the Italian catalogue has improved
significantly since 1990 (Gasperini et al., 2013) We use the independent tenyear

interval from 2012 to 2021 for retrospective testing of the model.

As application region R, we consider a regular tessellation of the lItalian territory
made of square cells with side 0 ¢ #¢ km from 7°E to 19°E in longitude and from
36°N to 47°N in latitude. The choice of L is made for compatibility with previous
work by Gasperini et al. (2021) so that each square cell is (almost) perfectly inscribed
in a circular cell with radius of 30 km . Because the competeness of the earthquake
catalogue is poor in offshore areas, according to Gasperini et al. (2021), we consider
only the cells within which at least one earthquake with 0 18t occurred inland
from 1600 to 1959 according to the CPTI15 catalogugRovida et al., 2020)and from
1960 to 2021 according to the Homogeleed instrRUmental Seismic (HORUS)
catalogue (Lolli et al., 2020) We also excluded the cells that are not contiguous to the
main analysis polygon (such as insulated cells on islands). In total, 177 square cells

constitute the region of analysis R (Fig. 4.1).

96



Table 4.2- Summary of PPE and EEPAS parameters.

Model Parameter Description Restriction
W Normalizing constant. L1
PPE Q Smoothing kernel kilometric distance. P
i Small value to account for earthquakes far from -
epicenters
& Intercept of scaling relation between precursor 81 c8ar
magnitude andarget magnitude (eq. Al). P S
x Slope of scaling relation between precursor N A
@ magnitude and tget magnitude (eq. Al). p QRO
Standard deviation of scaling relation between
» precursor magnitude and target magnitusie ( ] TV
Fig.1,Rhoades and Evison, 2011)
& Intercept of scaling relation between precursor tin o
and targemagnitude (eq. A2) P
> Slope of scaling relation between precursor time .
EEPAS @ target magnitude (eq. A2) T T v
Standrddeviation of the scaling relation between
” precursor magnitude and target magnitude (see T U T
Fig.1, Rhoades and Evisdz0ll).
& Slope of scaling relation between precursory ares )T
and target magnitude (eq. A3).
Related to A ofscaling relation between precurso
" area and magnitude (see Fig.1, Rhoades and Evi p OT
2011).
, Proportian of target shocks that occurs without an -
appreciable sequence of precursory shocks. P
) c-parameter oOmoriUtsulaw m T®
n p-parameter of Omoitsu law P PH
Aftershocks Q Normalizing constant. )
(EEPAS) ' Proportion of earthquake thateanot aftershocks m p

Average magnitude difference between the
mainshock and the largest aftershock

Cluster diffusion parameter 31 T O QW ¢

™ '0QwQ

For fitting of the EEPAS model parameters, an earthquake catalogue with a

completeness magnitude a at least two units lower than the target magnitude

&G is desirable (Rhoades and Evison, 2004)For Italy an earthquake catalogue with
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homogeneous magnitudes and high resolution is the HORUS catalogue (Lolli et al.,

2020) reporting earthquakes from 1960 to the present. According to Lolli et al. (2020),
HORUS can be considered complete within the Italian mainland for & 18t since
1960, fora  o8tsince 1981, fora ¢& since 1990, ford ¢® since 2003 and for
a  p& since 2005. In the dataset for this work, we used only shallow earthquakes
with depth & tm'Qd To avoid edge effects in the fitting of model parameters, the
contribution of earthquakes in the neighborhood of the region R must also be
considered (Rhoades and Evison, 2004). We assume aseighborhood region the area

included in the CPTI15 polygon (Fig. 4.2) according to Rovida et al. (2020).

To account for the limited accuracy of magnitude data, we binned all magnitudes to

the nearest tenth of a unit:

ET60 p Tl T® (4.23)
p Tt

This also means that a magnitude lower threshold rounded to the nearest tenth of a
unit (e.g., a u8Y implies an effective threshold 0.05 units smaller (e.g., &

T80 V.

The HORUS catalogue reports 27 target shocks with Mw?2 5.0 from 1990 to 2011 and
27 from 2012 to 2021. Thus, theate of target shocks in the testing period is about
twice that in the learning period. Hence, the forecasting of the correct number of

earthquakes in the testing period by any forecasting method will be difficult.

0T w071 wi PUUOWUEVALWOWWEOBORPODEDOUDOEO
UUEEI UUDPYI wUEDDUDQBEO @ELOwWR?ETI BUDPT UOw OpDOI

aftershocks. Hence, we also fit and te$ the models against a set of target earthquakes
only including the first target shock of each sequence. According to Gasperini et al.
(2021), we eliminate the target shocks, occurring within a spatial window of 50 km
and a time window of one year after any other target shock. In order to prevent
various models from trying to forecast removed t arget earthquakes, we also remove

all other (minor) shocks belonging to such spatial and time windows. The numbers
o8
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w

O
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of considered target shocks for the mainshock only set then reduce to 12 and 9 for the

learning and testing time intervals, respectively.
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Figure 4.1:. Tessellation of the Italian territory region used for the fitting of
parameters and for the retrospective experiment. The thick black line delimits the
analysis region R. The cells that R comprises are only those within which at least one
earthquake with 0 18t from 1600 to 2021 have occurred according to CPTI15
catalogue (Rovida, Locati, Camassi, and Lolli, 2020)and have ¢ #¢ km of side.
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44 Implementation of MATLAB code and comparison with EEPSOF
Version 2.3w

We developed a suite of codes inMATLAB language reproducing the formulation of
the EEPAS modeldescribed in section 4.2. We teseéd them against the EEPSOF code
(Version 2.3w) developed by D. A. Rhoades (Rhoades, 2021)and provided as a
binary Linux executable file compiled by Fortran77. To make the comparison, we
adopted a simplified spatial geometry of an Italian areas (Fig. 4.3)as EEPSOF hardly
manages the complex shape made by or tessellation of the application area (e.g
figure 4.1). The purpose of the comparison is to ensure that the optimized parameter

values and the relative maximum log -likelihoods are satisfactorily similar.

One difference between the MATLAB implementation and EEPSOF is the treatment
of spatial data. While the EEPSOF code itself computes the kilometric distances
directly from geographical coordi nates, for the MATLAB implementation we have

chosen to firstly convert all coordinates from the WGS84 geographic reference to
kilometric coordinates in the RDN2008 Italy Zone (E-N) EPSG: 7794 by the QGIS

software.

We applied both codes to the dataset of taget earthquakes with magnitude - L8t
that occurred from 1990 to 2020 within the analysis polygon. The latter is a rectangle
with sides of 576 km eastward and of 745 km northward (Fig. 4.3). The vertices of the
polygon for EEPSOF were converted from kilometric coordinates in the RDN2008
Italy Zone (E-N) system to the WGS84 coordinate reference system. For fitting the
EEPAS model, we used the earthquakes from the HORUS seismic catalogue (Lolli et
al., 2020) with 0 ¢® and & v TIQa occurring inside the pol ygon from 1960 to
2020. To avoid edgeeffects in the fitting of model parameters, the contribution of

earthquakes in the neighborhood up to 200 km from the polygon were also

considered (Fig. 43). The used dataset contains 38,086 events, of which 24,816 ar

within the analysis polygon. For bo th software codes, the log-likelihood optimization
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is carried out using the downhill simplex method (Nelder and Mead, 1965) as

described in Rhoades and Evison (2004).
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Figure 4.3: Map of epicenters of earthquakes with O ¢® and ® v Ma that
occurred from 1990 to 2020 within the region adopted for the software codes
comparison. The interior rectangular area represents the analysis polygon for which
the EEPAS model is applied. The black point represents theepicenters of earthquake
occurred within the analysis polygon. The external rectangle represents the influence
area for which earthquake indicated by the grey points are also considered for the
parameters estimation to avoid edge effects. The white squares representtarget
earthquakes with 0  v8rt that occurred within the analysis polygon in the period
19902020.
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For the comparison, the fit of the EEPAS parameters is made in five iterations, one
for the parameters & h& and? and the others adding one at a time the parameters

7 B FofDd to notice the onset of possible deviations. In the first iteration the
parameters 7 i FOhd were set to 0.23, 0.32, 0.35 and 0.40 respectively, based on
analyses conducted on scaling relationshps obtained from the analysis of individual
earthquakes (Rhoades and Evison, 2004). With these parameters setp , ® and ,,
were fit by the maximum likelihood estimation using as starting values 1.5, 1.4 and
3.3, respectively. The fit procedure continued by adding one parameter at a time and
considering the previously obtained values as initial values. The parameters, log
likelihoods values and the expected numbers of earthquakes are reported in Table

4.3.

Table 4.3: Estimated parameters, expected number of target earthquake and
log-likelihood values for each iteration step.

EEPSOF code
Iststep  2ndstep Qy 3rdstep Qi 4thstep = 5th step {hy
QW 22264 © 22109 o 22204 ® 2.2187 o 2.2173
) 1.2295 ®© 1.2289 1.0165 ® 1.0339 1.0141

, 23893 2.3739 2.3360 1.2387 1.1125
., 0.2757 0.2696 0.2686 0.2683
i 0.4845 0.4820 0.4918
® 04899 ¢  0.5181
®  0.4021
0 -961.64 L -961.491 L -960.876 L -960.632 L -960.594

O 408569 O 40.0899 © 39.7087 'O 39.8445 'O 39.5826
MATLAB code
Iststep 2ndstep Ay 3rdstep Qu  4thstep . 5th step {y
) 2.2190 ® 22074 ® 2.2118 ® 2.2075 ® 2.4950
) 1.2188 ® 1.2208 1.0477 ® 1.0049 ® 1.0025

., 2.3929 2.3769 2.3456 1.005 1.0097
., 0.2670 0.2603 0.2607 0.2652

§ 0.4493 0.4771 0.4642

® 05413 ®  0.5399

® 0.3236

L -961.791 L -961.719 L -961.264 L -960.945 L -960.755
O 41222 'O 40.6459 'O 40.5468 O 40.6171 'O 40.9646
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The optimized parameter values for the first iteration are unequivocally similar for
the two codes, because the differences are less than 0.9%. In the second and third
step, the estimates of parameers @ and] begin to slightly deviate, with  maximum
percentage differences up to about 3.0% With the introduction in the fit of the
spatial parameters, the differences of the other parameters also increase. In the fifth
and final iteration, t he differences are more pronounced, particularly for the
parameters &, , and @, where the codes differ by 12.5%, 10.2% and 24.0%,
respectively. However, the differences in log -likelihoods and expected numbers of
earthquakes remain small. Such differences mainly concern spatial parameters and
may be related to the different way in which distances are handled by the two

software codes and to the different method used to integrate over space.

45 Implementation of the ETAS, SUP,and SVP models

In the literature we can find several implementations of the Epidemic Type

Aftershock Sequence (ETAS) model to earthquake forecasting in Italy (e.g., Console
et al., 2006 Lombardi and Marzocchi, 201Q see also section 2.3 In all of them the

time dependence is formulated as a sum of Omori decays starting at the times o

occurrence of eachearthquake

00 60 (4.24)

“Qb —~ .~  ~__
0 0 W

where K, p and c are free parameters and O0 0 is the Heaviside step function

whichis1if 6 0 Tandis 0 otherwise.
The productivity of each earthquake of magnitude 0 is described by

i Q (4.25)

where | is a free parameter andd is the minimum magnitude of completeness.

The decay of the productivity with the distance from the epicenter ®ho of each

earthquake can be described by many probability density functions (e.g., Ogata,
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1998; Console et al.,2003; Zhuang et al., 2004; Lombardi ad Marzocchi, 2010;
Marzocchi and Zhuang, 2011, see also section 2.3 In this work we considered the
spatial PDF as described in Ogata and Zhuang(2006)where the smoothing term is an
exponential function of the magnitude:

n p 0Q (4.26)

"Qaw
W W W W 0 Q

where g, Oand[ are free parameters.

Finally, the frequency magnitude distribution of shocks is given by the Gutenberg

and Richter (1944) law

Qa 1Q (4.27)

wheref Q& g Tis a free parameter.

Combining all the previous terms together, and adding a time invariant background

seismicity term _ oftdt |, the rate density of ETAS models is given by

_ \I \I rI r “Q= \Iv rIVr “Qo \l n@lv r le (4.8)
That is

‘I ‘I IIVI “Q= ‘I"II"r

06 o0 . R p 0Q , (4.29)
ﬁ_g \ ‘ B B ), o T Q
0O 0 W T W W W (ONO)

The parameter’ represents the ratio between the expected number of independent

events of the background seismicity _ ofuhd  and the total number of events.

The time invariant models of seismicity consist of stationary Poisson processes, in
which the average earthquake occurrence rate may be spatially uniform (Spatially
Uniform Poisson, SUP) or variable (Spatially Variable Poisson, SVP). SUP and SVP
can dso be seen as independent models ofseismicity occurrence to compare with

other forecasting models (Console et al., 2006)

Their rate density is given by:

aua ¢ owt Age a O (4.30)
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where * oo is the spatial rate density of earthquakes with magnitudes equal or
larger than 0 . In the SUP model the spacedensity is assumed to be uniform and
independent of the location «fw. * is obtained by dividing the number of
earthquakes with magnit ude above 0 over the whole analysis region R by the total

surface area considered.

In the SVP model, the spatial density * o is considered as a continuous smooth
function of the geographical location ¢hw. To estimate it as a spatially varying
function, it is necessary to divide the polygon into squared cells of suitable size. The
number of earthquakes 0 with magnitude equal to or larger than 0 in each cell is
estimated. Each 0 value, representative of a single cell is then smoothed by a
Gaussian filter with correlation distance ‘Q and normalized so as to preserve the total
number of events as described in Frankel (1995) For each cell, the smoothed( is
given by

0 AGPbw jQ (4.31)
Adbw jQ

where w is the distance between the center of the’Q and the & cells. To obtain O

in terms of number of events per unit of time and area, it must be divided by the total

duration of the earthquake catalogue and by the area of the cell. Thevalue of *  Ghw
in each point of the space is computed by the weighted mean over the distance of the
four nearest cells that surround the point. To determine 'Q we follow the procedure

suggested by Console and Murru, (2001) the learning dataset (from 1990 to 2011)s
divided into two sub -catalogues of about the same temporal length and’Q is chosen
as the value that maximizes the log-likelihood of a sub -catalogue using the smoothed
seismicity obtained from the other sub-catalogue (Fig 4.4). The analysis for the
optimal ‘Q is conducted for both sub-catalogues and the obtained values for Q are
respectively Q p @and Q p @t The optimal correlation distance Q p ®is

given by the mean of these two estimates. Once the valueQ is optimized , the spatial
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density of earthquakes * G of the SVP background model can be assessed for

each cell and for each point in space(Fig. 4.1).

The parameter 1] of the ETAS model is set to 1.5, according to physical investigation
showing that the static stress changes decrease with epicentral distance asi

(Lombardi and Marzocchi, 2010. The other parameters Gnfuh AR ) are fitted by
the maximization of the likelihood function (eq. 4.1) of using the interior point

method.
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Figure 4.4. (Upper frame) Log -likelihood of the sub -catalogue of earthquakes that
occurred in the period 1990 - April 2000 under the time-independent SVP model
obtained by the seismicity from April 200 0 to 2011. (Lower frame) Log-likelihood of

the sub-catalogue of earthquakes that occurred in the period April 2000 to 2011
under the time -independent SVP model obtained by the seismicity from 1990 - April

2000.
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4.6 Estimation of parameters of EEPAS and other forecasting models using

the learning dataset

Considering the high number of free parameters to be determined for the EEPAS
model (in principle about 20), the maximization of the log-likelihood function ( eq.
4.1) would be very time consuming and subject to numerical instability. However,

according to Rhoades and Evison (2004), simultaneousoptimization of all parameters
is not necessay because some of them, such as thd»value of the Gutenberg and
Richter (1944) relation and the parameters of the aftershock epidemic decay model
NRAGH , can be, in fact, separately fitted or even be simply assigned based on

previous works in the same area.

The @ OA1 ok the Gutenberg and Richter (1944) relation is chosen to be
representative of the behavior of the frequency magnitude dist ribution of target
events in the fitting time interval. For the mainshocks + aftershocks and mainshocks
only target earthquake sets, the values @ p8t Y and & PP X,qespectively, are
computed so that the number of predicted target events by the spatial uniform
Poisson model (SUP) exactly match the number of observed events (27 and 12
respectively) in the learning set. This also makes the numbers of $1ocks predicted by
the other models implemented for comparison consistent with observed ones. The
parameters of the aftershock model are not particularly critical for the EEPAS model,
however, they are necessary to determine the weight 0 (eq. 4.22 of the contribution
of each earthquake (0 & ), by defining the probability of an earthquake being an
aftershock of a previous seismic event. The parametersfy p& and @ T8t oof
equation (4.19 were chosen as typical parameters of Omorg U w (Ogakapl983) The
two parameters * and "Qin equation (4.17) were fitted by maximizing the likelihood

of earthquakes with & & occurring within R in the period 1990 -2011.

Finally, the parameter ,, 8t 1t @f equation (4.21) is chosen to be consistent with
the mean value of the cluster diffusion parameter for Italy (Musmeci and Vere-Jones,
1992) The parameter] 1 of equation (4.20 is taken from previous works for
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New Zealand, California and Japan (Evison and Rhoades 2005 Rhoades and Evison,
2004, Rhoades, 2007, 2011). The parameters of the PPE modet( 4.1§ i3 Q and i are

fitted simultaneously using the maximum likelihood method.

Regarding EEPAS parameers, the fit is made in three successive iterations. The
parameter & is fixed to 1 for all three iterations; that means there is perfect scaling

between precursor and target magnitudes (Rhoades and Evison, 2004).

In the first iteration, the parameters @ and @ are fixed to 0.40 and 0.35, respectively,
based on analyses conducted on scaling relationships obtained from the analysis of
individual earthquak es. The parameters, and , are also fixed to 0.32 and 0.23,
respectively. Such values correspond to the residual standard deviation for the

magnitude and time scaling relations (Rhoades and Evison, 2004). Finally,

parameters® , ® ,,, and‘ are computed by maximum likelihood estimation.

In the second iteration, the previously fitted parameters & , & ,, are kept fixed at
the obtained values and the parameters® , ®,, ,, and‘ are computed instead by

the maximum likelihood.

In the third and last iteration a final comp utation is made of all parameters (©® , ® ,
, ,®,®,, , and") simultaneously, by providing the optimizer with starting

values of the parameters as obtained in previous optimizations . The parameter
responsible for mixing the two mod els PPE and EEPAS, is the only parameter fitted

in all three iterations of optimization .

The parameter values obtained by maximizing the likelihood are reported in Tables
4.4 and 4.5 for the mainshocks+aftershocks and the mainshocks only target sets
respectively. In the same tables we also report the parameters of the other
forecasting models (SUP, SVP, ETASSUP and ETASSVP) computed for comparison
(see Table 41) and the parameter standard errors estimated as the square roots of the
diagonal elements of the variance-covariance matrix, computed as the inverse of the

Hessian matrix of the log-likelihood function at the maximum (Ogata, 1988).
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Table 4.4 - Estimated parameters for various models (mainshock + aftershocks)

SUP SVP ETAS-SUP
@ P81 B @ P8t @ P8T
Q p W o) 81 ¢ WTBT TT P
PPE (parameters shared with EEPAS) & TBITMT TGP
&) P8t ¥ A PEIT ¢TI T T
@ T ¢ TR Y 0 p8t 1 T8t O
Q OTl P C r T8 v T8 T
i Wl PpTT P® P T | PP p TBI O
EEPAS-NW EEPASW n PR’
0 PRC X & pRO MY | Q TR @ T T8I Q
W p’ @ p’ ETAS-SVP
; U e, T | W P8t Y
() Cd LU My w C& ¢ T8 X Q TIqgmY pTI
&) U ¢ @ T THC @ MInem P
» ™oL mrtp TP L T8 p n pTrYyTmdimo
© ™Mc Mg O® TWp tu| O T WL T8I ¢ C
" pgrmt ™o P8t T T8I O r ™ 0 T8I 1
‘ Y o T TR TP G | pPE ¢ T8I ¢
® T8t & N PR’
f PR’ Q T8 p QT8I
ko) ™® 6
’ @ P
1 T’
» T8 T Q

*fixed or fitted independently
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Table 4.5 - Estimated parameters for various models (mainshocks only).

SUP SVP ETAS-SUP
W PP B W PP B 4 PP B
Q p B2 Q T8t ¢ Y18 1T p
PPE (parameters shared with EEPAS) A TInGg P
@ PP f P8I T G TBI TT O
() ™ W g T (0] pg Y T8I T
Q oG pu [ T @ T8 X
i W@ Y pTT P TEITQ | T™@p T80
EEPASNW EEPASW n PR’
0 PO T O W P8 0 TP @ Q T W T8 P
W p’ @ p’ ETAS-SVP
, ™® TTT8lp T T T8 | W PP Y
0 PEL TP O PO MP| Q T@WPpYw pT
Q) T T Mo w @ T T8 O [ inpyY pTm
" ™oL Tt TP L T8 X n p&roumdt Mo
m v T8UX ™ ¢ 18X (0] P8I T T\ ¢
pHPo M v pParTT T@ T r ™ 0 T8I 1
™T ™ ™ @ T T | Td ¢ T8t o
@ ™t & A PR’
N P&’ "Q ™ L Tt T Y
o) ™ 6
’ T p
1 T’
; T T @

*fixed or fitted independently

In Tables 4.6 and 4.7, we eport the information gain per event (IGPE) and the Akaike
information criterion (AIC, Akaike, 1974 goodness of fit estimators of various
models for the mainshocks+aftershocks and the aftershocks only target sets

respectively. The IGPE is defined as

, .0 0 4.32
00 O (4.32)
where 0 and 0 are the likelihoods obtained by a model and reference model,
respectively. The Akaike information criterion (AIC) defined as

006 ¢l iic ¢Q (4.33)
where 0 and Qare the maximum likelihood and the number of fitted parameters for
the model involved, respectively. The lower the 0 "Ostatistic, the better the fit to the
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data. We can note how both the ETAS models have better scores (higher
loglikelihood, inf ormation gain per event and lower AIC) than EEPAS and other
models. Both EEPAS models also have lower loglikelihoods than SVP and higher
AIC (worse) than SUP for the mainshock only set. Such scores are not particularly
significant because they only represent the goodness of the fit of the models to
learning dataset and might include some degree of data overfitting.

Table 4.6¢ Performance estimators of various models in the learning time interval
(19902011) (mainshock + aftershocks)

EEPAS ETAS-
SUP SVP PPE EEPASNW ETAS-SVP
w SUP
E 27 27.22 27 27.67 27.73 27.49 27.52

InL  -524.63 -465.47 -514.11  -500.39 -496.06 -363.87 -363.58

IGPE  0.00 2.19 0.39 0.90 1.06 5.95 5.97
AIC  1051.3 934.9 1036.2 1026.8 1018.1 127.7 727.1
AIC  0.00 2.15 0.28 0.45 0.61 5.99 6.00

E: number of predicted events, InL: loglikelihood score, IGPE: information gain per
event with respect to model SUP, AIC: Akaike Information Criteria, DAIC Akaike
Information Criteria difference with respect to model SUP per event.
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Table 4.7¢ Performance estimators of various models in the learning time i nterval
(199062011) (mainshocks only)

EEPAS ETAS-

SUP SVP PPE EEPASNW ETAS-SVP
w SUP
E 12.00 12.19 11.99 14.26 14.75 12.01 11.97
InL  -246.15 -237.68 -243.52  -239.92 -239.79 -215.57 -212.91
IGPE  0.00 0.75 0.22 0.52 0.54 3.03 3.16

AIC  494.30 479.37 49504 505.84 505.40 435.49 432.57

DAIC  0.00 0.62 -0.03 -0.48 -0.46 1.88 2.10

E: number of predicted events, InL: loglikelihood score, IGPE: information gain per
event with respect to model SUP, AIC: Akaike Information Criteria, DAIC Akaike
Information Crit eria difference with respect to model SUP.

4.7Retrospective comparison of forecasting models on the independent

testing dataset

We apply the suite of tests defined by the Collaboratory for the Study of Earthquake
Predictability (CSEP, Jordan,2006 Zechar et al.,2010 and particularly the new ones
described by Bayona et al., (2022)

Such tests assess the consistency of observed earthquakes with a forecast model by i)
the conditional loglikelihood (cL -test) ii) the observed number of earthquakes (N-
test), iii) their spatial distribution (S -test) and iv) their magnitude distribution (M -
Test). However, we do not report the results for the latter, because all forecasting
models assume a Gutenberd Richter frequencyt magnitude distribution and all pass

the M-test.

Traditional CSEP tests are based on a likelihood function that regards earthquakes in
individual cells or bins as independent and Poisson distributed (Schorlemmer et al.,

2007, 2010, Zechar et al., 2010However, the Poisson distribution insufficie ntly
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captures the spatiotemporal variability of earthquakes, especially in the presence of
clusters of seismicity (Werner and Sornette, 2008; Lombardi and Marzocchi, 2010;
Nandan et al., 2019) The new CSEP tests e characterized by a lower sensitivity to

clustering of target events rather than the traditional ones.

The new CSEP Ntest compares the number of predicted earthquakes in all (timet
space magnitude) bins with the number of target earthquakes observed and is based

on the negative binomial distr ibution (NBD)

‘ y 3t 1 , (4.34
L I Y
Where plg8 is the number of events,t mandm °  p are parameters and3

is the Gamma function. The mean and the variance of NBD are given by

p p (4.35

According to Werner et al. (Werner et al., 2010)and Bayona et al. (2022) we used the
number of expected earthquakes as themean value * of the NBD. The variances are
determined considering the numbers of events with Mw 25.0 within 10 years non
overlapping intervals from 1882 to 2011 (Fig.4.5) from the Italian historical catalogue
CPTI15 (Rovida et al., 2020). The computed variances arg ¢ & @nd, oO@T
for the mainshocks+aftershocks and the mainshocks only data sets, respectively.The
numbers of earthquakes corresponding to 95% (©=0.0250.975) and 97.5%
(p=0.01250.9875) predictive limits, based on the NBD cumulative distribution
function, are computed. If the observed number of earthquakes falls within such

limits, the model satisfactorily describe the observed data.
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Figure 4.5: Number of target events 0  u8t reported in the CPTI15 earthquake
catalogue (from 1880 to 1959) and in the HORUS seismic catalogue (from 1960 to
2021) in nonoverlapped 10-year intervals for mainshocks+aftershocks (left) and
mainshocks only (right) . Green bars indicate the number of target shocks occurred
during the test period.

The binary cL-test compares the joint binary log-likelihood (JBLL) of the forecasted
events by a model with the observed seismicity, with the distribution of joint binary

log-likelihoods obtained by the simulation of random catalogues.

The rates forecastel by the model within each active bin (i.e., time-spacemagnitude
bins containing observed events) are first normalized to the total number of observed
active bins (so that their sum is 1). The active bins are then sorted according to the
increasing value of the normalized rate and a vector of cumulated normalized rates is
computed (ranging from 0 and 1). The number 0  of target earthquakes to simulate
is fixed to the number of observed active bin. For each simulated earthquake (or
observed bin), a uniformly distributed random number is extracted in the interval
]0,1]. The earthquake is then placed in the firsa bin for which the cumulated

normalized rate exceeds the random sampled value(Zechar et al., 2010)

For each simulated catalogue the JBLL is estimated and, after0 p 1 1 mimulated

catalogues, the simulated JBLL distribution is obtained. If the JBLL obtained by a
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model lies in the lower tail of the simulated JBLL distribution, the forecasting model

does not reproduce well the real seismicity pattern and then the test fails.

The binary log-likelihood is obtained by calculating the probability of an earthquake
in a forecast bin. Assuming the Poissonian distribution, the probability of observing
1 Tt events, given an expected rate _, is0 A @D _, while the probability of
observing more than zero events is0  p 0 (Bayona et al., 2022). The binary log

likelihood for each bin is thus given by

6000l Tp Adb_ p 1 1A@b_ (4.36

where @ pif the 'Q dQbin contains at least one event and® Tt otherwise. The
observed binomial joint log -likelihood is given by the summation of the BLL over all

spacemagnitude -time bins:

e e e e (4.39
Vo600 O aEQl b A @b_ di@Q p OaEQl 1A @b_ haQ
The Stest evaluates the consistency of the spatial occurrence of target earthquakes

regardless of their magnitudes.

For the new Stest the joint binary log -likelihood of the forecasted catalogue is
calculated considering only the spatial distribution of forecasted events. To isolate
the spatial distribution, the forecasted events are summed over the magnitude and
time bins. In addition, to assess the JBLL, the forecasted catalogue i:ormalized to
the number of active spatial cells. The simulation procedure to obtain the spatial
simulated JBLL is similar to that described above for the binary cL -test, but 0 is
fixed to the number of active spatial cells. For the cL, N and S test, the computed
statistic is the quantile score: that is, the fraction of simulated likelihoods that are less
than or equal to the likelihood observed by the model. A small v alue, lower than the
usual significance level | T8t vor than the Bonferroni-adjusted significance level
| T3t ¢ 1@ ¢ umeans that the model inadequately describes the seismicity
pattern.
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To evaluate the relative skill of the forecasting modeks use the ifrmation gain per active
bin (IGPA, Bayona et al., 2022), which is based on the likelihood difference with respect to a
reference (baseline) forecasting model divided by the number of earthquakes or by the

number of active bins (the bins iwhich the likelhood contribution is not zero)

respectivelyThe IGPA is thus given by

e~ T -‘6 6 p " , " , (43&
O™ 0v 0.0— T W a W a

Where 0 and 0 are the total number of earthquakes expected by the baseline
and the model respectively, 0 is the number of active bins, and & & and
® & are the joint log-likelihood score obtained in the bin with the & dQtarget
earthquake by the model and the reference baseline model respectively. According

to Rhoades et al.(2011) the variance of @ & ® a is given by
0 0 (4.39

= ® a o a ) . ® 4a o a 8
0 p 0 0

The IGPA error is estimated as 0 M0 , where ois the 95" (or 97.5") percentile of the

2 U U E it @diripuilon with 0  p degrees of freedom.

As baseline model we take the SUP, which is the simpler one. We do not need a
correction for the number of free parameters, as proposed by Rhoades et al., (2014),
because the fitting of models is independent of the testing set targets, being made
using the learning set. In addition, we do not use the parimutuel gambling score
(PGS) by Zhuang (2010)and Zechar and Zhuang (2014) because Serafini et al.(2022)
recently demonstrated that PGS is improper when the number of for ecasting

methods being tested is greater than two.

4.8Results

In Fig. 4.6 and Table 4.8 we report the numbers of mainshocks+aftershocks targets
predicted by various models using differe nt time intervals (3 months, 6 months, 1
year, 5 years, and 10 yeas) of prediction. All models definitely underestimate the

total number of target earthquakes (27) that actually occurred. The reason is that the
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average rate of targets in the testing set @bout 2.7 per year) is more than twice than
that in learning set (about 1.2 per year). However, according to Werner et al. (2011),
the negative binomial N -test is characterized by wider confidence intervals than the
traditional Poissonian N -test and then the forecast models are found to be consistent
as the observed number earthquakes is within both the 95% and 97.5% confidence
intervals (Fig. 4.7 and Table 4.9). The binary cL-tests show that all forecasted models
adequately describe the observed seismiciy as the quantile scores exceed the 0.025
and 0.05 significance levels (Fig. 4.8 and Table 4.10. The Stest (Fig. 4.9 and Table
4.17) confirm the spatial consistency between the forecasts and the observed dataset.
The results of the IGPA (T-test) for mainshocks+aftershockstargets in Fig. 4.10 and
Table 4.12 indicate that for the shortest prediction interval of 3 months the best
performing models are the ETAS-SVP and ETASSUP. For longer prediction
intervals, the best performing models are the EEPASNW and EEPAS-W, but such
superior performance appears to be statistically significant only for time intervals of

5 and 10 years.

In Fig. 4.11 and Table 4.13 we report the numbers of mainshocks only targets
predicted by various models using different time intervals of prediction. All models
still underestimate the total number of targets (9) that actually occurred, as even in
this case the average rate of targets in the testing set (0.9 per year) is greater than in
the learning set (0.5 per year). All models pass the negative binary N-test (Fig. 4.12
and Table 4.14), cL-test (Fig. 4.13 and Table 4.15 and Stest (Fig. 4.14 and Table 4.16
for all time intervals of prediction. The results of the IGPA (T -test) mainshock only
targets in Fig. 4.15 and Table 4.17 confirm that the best performing models are ETAS -
SVP and ETAS-SUP for the shortest prediction interval of 3 months and the EEPAS-
NW and EEPAS-W for longer prediction intervals. However, such superior

performance is not significant for any time interval.
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Figure 4.6: Numbers of targets (mainshocks+aftershocks) in the testing set (2012
2021) predicted by various models using different prediction intervals. The effective
total number of targets is 27.

Table 4.8- Numbers of earthquakes predicted by various models in the testing time
interval (2012-2021) (mainshocks + aférshocks).

Time interval SUP SVP PPE EEPASNW EEPASW ETAS-SUP ETAS-SVP

3 Months 12.27 13.11 14.03 14.41 13.70 8.36 8.00
6 Months 12.27 13.11 13.98 14.40 13.69 7.43 7.73
1 Year 12.27 13.11 13.87 14.38 13.67 6.94 7.42
5 Years 12.27 13.11 12.94 14.21 13.53 5.90 6.79
10 Years 12.27 13.11 11.25 13.86 13.25 4.66 6.05
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