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I 

Abstract 

Dc-link switching and low-frequency current and voltage ripple components in two-

level single-phase and multiphase voltage source inverters have been analyzed in this the-

sis. Analysis of dc-link inverter variables is important for estimating dc voltage ripple pro-

files that affect all the dc-link components. These ripple profiles can be used to size the dc-

link capacitor properly and to assess the life-span or degradation of components such as 

battery packs and the dc-link capacitor itself. Hence, simple and effective methods for de-

signing the dc-link capacitor are proposed in this thesis, relating the value of capacitance to 

the maximum required peak-to-peak value of the dc voltage ripple.  

Voltage ripple components are calculated based on the corresponding dc-link current 

components and by considering a non-ideal dc voltage source, representing an input filter 

(such as a dc reactor) or a resistive dc supply (such as a PV system). However, switching 

ripple analyses are also valid in most of the dc power supplies since the dc source imped-

ance usually becomes much higher than the dc-link capacitor reactance at the inverter 

switching frequency. The peak-to-peak voltage switching ripple amplitude is derived over 

a fundamental period as a function of operational conditions: modulation index, the ampli-

tude of phase current and power phase angle. For all presented multiphase topologies ref-

erence is made to the two most commonly applied modulation techniques, sinusoidal 

PWM and space vector modulation. 

The initial investigation of the dc-link variables has been focused on single-phase H-

bridge inverter, considering both, switching and low-frequency dc ripple components. The 

analysis has been further extended to the case of two-level multiphase inverters with bal-

anced load. Some general steps in the analysis of the dc-link current and voltage switching 

ripple in multiphase inverters have been presented considering an odd number of phases. 

The approach has been specifically developed for three-, five- and seven-phase inverters. 

To present the behavior of the peak-to-peak dc voltage ripple amplitude, different diagrams 

are shown covering full range of modulation index and power phase angle. Maximum of 

the peak-to-peak voltage ripple amplitude is determined as a function of modulation index. 

The cases with different phase numbers are compared and the effect of increasing the 

number of phases on the dc-link capacitor sizing has been discussed. 

The final analysis has also included the impact of a slight load unbalance on the dc-

link variables in multiphase inverters. Considered unbalance is present in practice in every 

multiphase ac motor, it is in order of a few percent, and introduces a low frequency instan-

taneous power oscillation. This reflects in low frequency (i.e. double-fundamental) current 

and voltage ripple on the dc-link inverter side. Therefore, the amplitudes of both ripple 

components are calculated and the importance of taking them into consideration for the dc-

link capacitor design has been discussed. 

All analytical developments are validated with detailed simulations and experi-

mental results. 
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Chapter 1 

Introduction  

 

 

1.1 Motivation for Research 

Move to a more energy efficient and sustainable society is an objective shared by 

many countries worldwide. One of the key technologies in that transition is power elec-

tronics which enable conversion of electrical energy from one stage to another. Due to the 

continuous improvements and new developments in power electronics components, the 

range of their applications has greatly expended over the last years, such as in electrical 

power generation, transmission, distribution and end-user electricity consumption.  

In recent years, the major requirements that have been set by industrial and energy 

sector are high reliability and efficiency of power electronics systems, as well as low oper-

ational and maintenance cost. To achieve the desired electrical performance of the system, 

within acceptable price, it is necessary to properly size and design power electronics com-

ponents. Besides active semiconductor power devices, capacitors are another type of com-

ponents that fail more frequently than other parts in power electronics systems.  

Dc-link capacitors in voltage source inverters (VSIs) have multiple and critical role 

in the system. They serve to balance the instantaneous power difference between the input 

source and output load, as well as to reduce the emission of electromagnetic interference 

(EMI) and to limit voltage/current ripple both for steady-state and transient. As a conse-

quence of the high-frequency PWM switching in an inverter, high frequency current ripple 

component is injected to the dc-link. On the other side, depending on the source and in-

verter topology, low frequency ripple component can be injected from the source side. The 

presence of high ripple currents on the dc-link side causes the increase of capacitorôs core 

temperature, and thus accelerates the degradation of the capacitor itself. The dc-link volt-

age ripple results in undesirable impact on the reliability of the dc-link capacitors. There-

fore, current and voltage dc-link ripple components are considered as crucial factors for the 

dc-link capacitor design and its lifetime prediction analyses.  

The research effort related to the selection on the dc-link capacitor type in voltage 

source inverters has been mainly focused on the investigation of the current ripple spec-

trum. By calculating the current ripple stress and depending on the required capacitance, a 

preliminary capacitor design can be determined. There are, however, different perspectives 
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on the challenges in the design and selection of dc-link capacitors. Some of them are the 

reduction of weight and volume, the ensurement of high reliability for exposure to harsh 

environments (in emerging applications, high ambient temperature, excessive humidity, 

etc.), the prevention of overheating, the extension of life time and cost reduction. For in-

stance, in real-world applications, such as the applications of renewable energy, the ambi-

ent temperature profile and the degradation of the power electronic components, such as 

the dc-link capacitor itself and the switching devices, could affect the dc-link current ripple 

components and should be also taken into account. Hence, considering various factors such 

as the ambient temperature, energy dump handling capability, capacitor parasitics, the 

maximum tolerable dc-link voltage, overall system stability when multiple power convert-

ers and sources/loads are connected to a common dc-link capacitor, the sizing of this ca-

pacitor turns to be complex task.  

Usually, in order to simplify the theoretical analysis, the power converters are as-

sumed to be lossless and parasitic elements of the dc-link capacitors - an equivalent series 

resistor (ESR) and the equivalent series inductor (ESL or Ls) - are neglected. The equiva-

lent series resistance represents the conducting and dielectric losses of the capacitor while 

the inductance is introduced by the leads or terminals of the capacitor as well as the inner 

construction of the capacitor itself. However, depending on a given application and the 

type of the capacitor, the parasitic elements can significantly affect capacitorôs perfor-

mance for high frequencies. To understand if said parameters have the effect on the dc-link 

current and voltage ripple, a capacitor is most commonly modelled as a series connection 

of an ideal capacitor (C) and its parasitic elements. By comparing the inverterôs switching 

frequency with the self-resonance frequency of the dc-link capacitor, the effect of Ls can be 

established. Similarly, to establish the effect of ESR, a comparison between the ESR and 

the value of sqrt(Ls/C) should be also made. For the switching frequencies well below the 

self-resonant frequency of the dc-link capacitor, its inductive reactance is negligible com-

paring to the capacitive reactance, and the same applies to ESR if it has similar or lower 

value compared to sqrt(Ls/C). Usually, in application such as inverter-fed drives an adopted 

dc-link capacitor is in the order of few hundred or thousand µF, and the resulting self-

resonant frequency is always higher comparing to the switching frequency. This means 

that, for said application, the effects of capacitorôs parasitic elements on the dc-link voltage 

ripple are negligible at the switching frequency.   

Depending on the wide range of power electronics applications different inverter to-

pologies are utilized and consequently various types of capacitors are adopted. Single-

phase voltage source inverters cover mostly the low-power range applications. With simple 

structure they are widely used in industry applications such as uninterruptible power sup-

ply (UPS), power supplies and renewable energy conversion system. In medium- and high-

power applications, such as three-phase variable speed drives, flexible ac transmission sys-

tems (FACTs), stand-alone and grid-connected power generation systems, the most fre-
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quently utilized power inverters by far are the three-phase two-level ones. This is mainly 

due to the wide off-the-shelf availability of both three-phase machines and converters. 

However, for some specialized applications, such as the high-power industrial applications, 

electric and hybrid electric vehicles (EVs), railway traction, ship propulsion, ñmore-

electricò aircraft, etc., three-phase drives usually do not satisfy certain specifications and 

the multiphase inverter-fed variable-speed drives appear as a preferable solution. Multi-

phase power inverters can be built with an arbitrary number of phases and from the hard-

ware point of view the only necessity is to have equal number of inverter legs and phases. 

Among many beneficial features of multiphase inverter-fed drives which make them high-

ly desirable solutions for aforementioned high-power applications, particularly important 

ones are reduced current (power) rating of the semiconductor switches and excellent fault-

tolerant operation features.  

The type selection and design of the capacitor in the dc-link of inverters is dictated by 

the application requirements and circuit parameters. Generally, fundamental and widely 

used capacitors are: aluminum electrolytic and film capacitors. They are used in both low 

and high-power applications covering the wide range of size, voltage and capacitance vari-

ations. Conventional capacitor design strategies have been using the set of aluminum elec-

trolytic capacitors due to their high capacitance per unit volume and good price over per-

formance ratio. This type of capacitor is particularly suitable in the applications such as the 

diode/thyristor rectifier front-end where the low-frequency current ripple is imposed at the 

input (dc-link) side, consequently introducing the large dc-link voltage ripple. However, in 

case of high frequency ripple current, a single low-inductance high-current film capacitor 

could be a good alternative option reducing its size, improving reliability and significantly 

reducing voltage spikes. Moreover, a use of film capacitor allows the life expectancy to be 

extended and lower value of capacitance is needed in comparison with an electrolytic 

counterpart. The reason is that a film capacitor is limited by the maximum dc-link voltage 

ripple rather than by the ripple current rating.  

Most of the analysis related to the dc-link current and voltage ripple of the inverters 

are based on RMS calculations. However, there is a lack of analysis related to the peak-to-

peak voltage ripple behavior particularly for two-level multiphase inverters. This thesis is 

devoted towards the analysis of the dc-link current and voltage ripple components in two-

level single-phase and multiphase voltage source inverters aiming to provide simple guide-

lines for designing the dc-link capacitor based on developed strategy. 

1.2 Research objectives and main contributions  

The principal objective of this research has been the development of a novel meth-

odology to mathematically model and analyse the dc-link peak-to-peak voltage switching 

and low-frequency ripple components that could be used for the dc-link capacitor design. It 

has been focused on two-level single-phase and multiphase inverters with an odd number 
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of phases. Initially, only balanced loads have been considered such as multiphase ac mo-

tors. Postliminary, a small degree of unbalance, always present in real-world applications, 

has been also examined. Theoretical approach has been verified by numerical simulations 

and comprehensive experimental tests for all considered inverter topologies.  

The main objectives of this research can be summarized as follows: 

1. To calculate the dc-link current ripple components in single-phase and multiphase in-

verters with the dc-source impedance, considering balanced and (slightly) unbalanced load 

conditions.  

2. To perform theoretical investigation of the dc-link voltage switching and low-frequency 

ripple components in single-phase H-bridge inverter, and to calculate the peak-to-peak dc-

link voltage ripple envelopes. To prove theoretical analysis by means of numerical simula-

tions and experimental tests. 

3. To extend the analysis of the dc-link peak-to-peak voltage switching ripple component 

to multiphase inverters with an odd number of phases, with special emphasize on three-, 

five- and seven-phase inverters. To apply two most popular modulation techniques to all 

examined inverter configurations and to make a comparison within different cases. To veri-

fy the analytical approach by numerical simulations and experimental tests. 

4. To investigate the impact of slightly unbalanced load on the dc-link variables in three-

phase inverters. To calculate the current sequence components and to estimate the current 

unbalance level. To determine the amplitudes of the dc-link low-frequency current and 

voltage ripple components. To verify the analytical developments by numerical simulations 

and experimental tests.  

5. To extend the analysis of low-frequency current and voltage ripple components to the 

general n-phase case. To calculate the current sequence components and the amplitude of 

the low-frequency voltage ripple. To provide numerical and experimental tests for five- 

and seven-phase inverters and to make comparison within considered cases. 

5. To propose the dc-link capacitor design based on the dc-link switching and low-

frequency voltage ripple requirements for all mentioned inverter topologies. To investigate 

the impact of increasing the number of phases on the dc-link capacitor sizing.  

Significant new knowledge and original contribution have been produced by achiev-

ing the objectives listed above. A particular contribution has been achieved by the devel-

opment of the dc-link variables for the two-level seven-phase inverters. Also, important is 

the comparison of the maximum peak-to-peak value of the dc-link voltage switching ripple 

amplitude within different inverter topologies and its effect on the dc-link capacitor design. 

The effect of slightly unbalanced load to the dc-link variables in multiphase inverters has 
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been also investigated for the first time in this thesis. The original contribution is partially 

evidenced by the already published journal and conference papers that are given in the fol-

lowing sub-section 1.4. 

1.3 Thesis outline 

The thesis is structurally divided into six chapters and original contribution is pro-

vided by Chapters 2-5.  

Chapter 1 presents the main concepts of the thesis together with the motivations 

supporting the study performed, research objectives and original contributions which have 

been produced by achieving them. 

Chapter 2 introduces the dc-link current and voltage ripple analysis for the most 

fundamental configuration used for dc/ac power conversion ï single-phase H-bridge in-

verter with dc source impedance. Both low-frequency and switching frequency dc-link 

voltage ripple components are analyzed. Based on the dc-link voltage ripple requirements, 

the design of the dc-link capacitor is proposed. The theoretical analysis is accompanied 

with the numerical simulations and experimental results.  

Chapter 3 extends the analysis of the dc-link current and voltage ripple to two-level 

three-phase inverters with balanced load. A brief overview of two most commonly applied 

modulation techniques is provided. Dc-link voltage switching ripple envelope is derived 

and its maximum peak-to-peak value is calculated. The dc-link capacitor design is pro-

posed relating the value of capacitance to the maximum value of the voltage switching rip-

ple amplitude. Numerical simulations and experimental results are included to support the 

theoretical developments. 

Chapter 4 deals with the analysis of the dc-link variables in two-level multiphase 

inverters with an odd number of phases, considering balanced load. A short review of two 

most popular PWM techniques for multiphase inverters, sinusoidal and space vector, is 

given. The dc-link voltage switching ripple envelope is calculated focusing on five- and 

seven-phase inverters. The comparison in terms of the peak-to-peak voltage switching rip-

ple amplitude is made considering different number of phases, two modulation techniques 

and different operational conditions. The impact of the dc-link capacitorôs parasitic ele-

ments on the dc-link voltage ripple has been also examined. Simple guidelines for design-

ing the dc-link capacitor are proposed. Obtained theoretical results are verified by numeri-

cal and experimental tests. 

Chapter 5 examines the impact of slightly unbalanced load on the dc-link current 

and voltage ripple in three-phase and multiphase inverters. An overview of the most popu-

lar transformations applied for the analysis of three-phase and multiphase systems is pro-

vided. Different methods for calculating the current sequence components, as well as for 

estimating the current unbalance level are presented. Furthermore, the methods are adopt-
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ed, and the amplitude of low-frequency voltage ripple component is calculated on the basis 

of the corresponding dc-link current component. Although theoretical findings are general, 

the focus is set on three-, five- and seven-phase inverter configurations. A dc-link capacitor 

design methodology is proposed based on the low-frequency voltage ripple requirements. 

The numerical simulations and experimental results are included. 

Chapter 6 gives the main conclusions of the thesis and discuss future perspectives.  

1.4 Authored papers  

¶ Journal Publications 

- M. Vujacic, M. Hammami, M. Srndovic and G. Grandi, ñAnalysis of dc-link 

voltage switching ripple in three-phase PWM inverters,ò Energies, vol. 11, 

Feb. 2018. 

- M. Vujacic, M. Hammami, M. Srndovic and G. Grandi, ñTheoretical and ex-

perimental investigation of switching ripple in the dc-link voltage of single-

phase H-bridge PWM inverters,ò Energies, vol.10, Aug. 2017. 

¶ International Conference Proceedings 

- D. X. Llano, M. Vujacic , R. A. McMahon, ñDc voltage ripple estimation in 

high performance electric power-trains,ò in Proc. IEEE ICIT, Melbourne, Aus-

tralia, Feb 2019. 

- M. Vujacic, O. Dordevic and G. Grandi, ñEvaluation of dc-link voltage ripple 

in seven-phase PWM voltage source inverters,ò in Proc. IEEE INTELEC, To-

rino, Italy, Oct. 2018. 

- M. Vujacic, M. Hammami, O. Dordevic and G. Grandi, ñEvaluation of dc-link 

voltage ripple in five-phase PWM voltage source inverters,ò in Proc. IET 

PEMD, Liverpool, U.K., Apr. 2018. 

- M. Hammami, M. Vujacic  and G. Grandi, ñDc-link current and voltage ripple 

harmonics in three-phase three-level flying capacitor inverter with sinusoidal 

carrier-based PWM,ò in Proc. IEEE ICIT, Lyon, France, Feb. 2018. 

- M. Vujac ic, M. Hammami, M. Srndovic and G. Grandi, ñEvaluation of dc 

voltage ripple in three-phase PWM voltage source inverters,ò in Proc. IEEE 

ISIE, Edinburgh, U.K., June 2017.  

- M. Vujacic, M. Srndovic, M. Hammami and G. Grandi, ñEvaluation of dc 

voltage ripple in single-phase H-bridge PWM inverters," in Proc. IEEE IE-

CON, Florence, Italy, Oct. 2016. 
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Chapter 2 

Dc-link analysis in single-phase H-bridge inverters 

 

 

2.1 Introduction  

Single-phase full-bridge (H-bridge) inverter is the most fundamental configuration 

used for DC/AC power conversion. It presents the basis for other various power topologies 

such as three-phase and multiphase inverters with different output voltage levels. Essen-

tially, it is made up of two single-phase legs connected to the common dc bus. Each leg 

consists of two series connected switches, which are formed by the parallel combination of 

an insulated gate bipolar transistor (IGBT) type controlled switch and inverse conducting 

diode. Such a switch combination permits bidirectional current flow but requires only one 

polarity of voltage blocking activity. The general structure of a single-phase full-bridge (H-

bridge) inverter is shown in Fig. 2.1.  

The single-phase configuration is used in many low-power applications, either grid 

connected or stand-alone, with special emphasis on the interface of renewable energy 

sources in distributed generation systems, such as photovoltaic (PV) power plants. A com-

prehensive survey of different inverter topologies for connecting PV modules to a single-

phase grid has been given by [2.1]. Different standards that inverters for PV and grid ap-

plications must fulfill have been covered too, focusing on power quality, the maximum al-

lowable amount of injected dc current into the grid, detection of islanding operation, and 

system grounding. One interesting thing that has been pointed out is that the voltage ripple 

amplitude should not be above 8.5% of the maximum power point (MPP) in order to reach 

a utilization ratio of 98%.  

The efficiency and power quality of the inverter operation is directly related to its 

modulation. For the single-phase H-bridge inverters the simplest and the most widely used 

control method is the high frequency sinusoidal pulse width modulation (SPWM). The two 

switches in each phase leg are modulated in a complementary pattern by a simple compari-

son between a high-frequency triangular carrier waveform and a low-frequency sinusoidal 

reference waveform. When the reference waveform is greater than the carrier, the phase 

leg should be switched to the upper (positive) side of the dc-link. In contrary, if the carrier 

waveform is greater than the reference waveform the phase leg should be switched to the 

lower (negative) side of the dc-link. The resultant phase leg output should have the refer-

ence waveform as a fundamental component. Detailed analysis of carrier-based PWM 



Marija Vujacic                                                                                                       PhD Thesis 

8 

techniques for two level and multilevel, single-phase and three-phase VSIs is given in [2.2] 

where the techniques are compared analytically using two-dimensional Fourier approach 

for signal spectrum calculation. 

When SPWM is applied to single-phase inverters, employed switching frequency is 

usually much higher than fundamental frequency. As a result, the low order harmonics are 

very small and the total harmonic distortion (THD) in the line current is a function of 

switching frequency, with higher frequency resulting in lower THD and smaller filter re-

quirements. On the other side, the switching losses in the inverter increase proportionally 

to the switching frequency. In order to achieve good compromise between the switching 

losses and the ripple requirements, optimal variable switching frequency scheme is pro-

posed on the basis of the peak-to-peak and RMS values of current ripple [2.3]. The current 

quality of PWM based inverter is evaluated in [2.4] for a single-phase inverter with an ar-

bitrary number of voltage levels. The analysis is carried out in time domain using current 

ripple normalized mean squared (NMS) criterion.  

Referring to the input side of single-phase inverters, a critical characteristic seems to 

be the double-fundamental frequency harmonic on the dc-link. The conventional way to 

deal with the input current ripple, and in general to maintain the dc-link stability in single-

phase inverters, is to connect a considerably large capacitor (usually aluminum electrolyt-

ic) to the dc-link. Consequently, it leads to a massive converter volume and low power 

density. In order to avoid the use of a large capacitor, the minimum energy and capacitance 

requirements for the dc-link capacitor are discussed in [2.5]. A comprehensive dc-link 

voltage control strategy for minimizing the dc-link capacitance in single-phase grid-

connected photovoltaic inverters has been proposed in [2.6]. The development is based on 

the analysis of a double fundamental frequency voltage ripple across the dc-link. Another 

control technique aiming to reduce the power oscillation and, consequently, the dc-link ca-

pacitor size in a single-phase full-bridge converter has been proposed in [2.7]. However, 

the technique is suitable for applications with the same input and output converter frequen-

cy. Analysis of the dc-link capacitor current harmonics in single-phase H-bridge inverters 

is given in [2.8], where the individual harmonics of the dc-link current with sinusoidal and 

overlaid harmonic output currents are calculated based on the double Fourier analysis. In-

vestigations of voltage and current ripples in the dc supply voltage of PV arrays, consider-

ing only double-fundamental frequency, are presented in [2.9]. The dc-link switching har-

monic current RMS equations have been derived in [2.10] under arbitrary low-order har-

monics in the AC current.   

In this chapter, the dc-link voltage ripple is analyzed in terms of the peak-to-peak 

value. Namely, the peak-to-peak voltage ripple envelope has been calculated considering 

both voltage ripple components: low (double-fundamental) frequency and high (switching) 

frequency. The voltage ripple components are analytically calculated based on the corre-

sponding dc-link current components and by considering the total dc-link impedance. 
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Peak-to-peak value is defined as the difference between the maximum and the minimum 

value of the voltage ripple within the considered period. Based on voltage ripple require-

ments simple guidelines when designing the dc-link capacitor have been presented. Nu-

merical simulations and experimental results are included to verify the analytical analysis. 

Finally, the results are briefly discussed in the last section of the chapter.  

Original contribution of this chapter has been presented, and the content of the fol-

lowing sections has been used, in one conference [2.11] and one journal paper [2.12].  

2.2 Dc-link current analysis  

2.2.1 General assumptions  

The general configuration of a single-phase full-bridge (H-bridge) inverter is shown 

in Fig. 2.1. The inverter is connected to a constant dc voltage supply (Vdc). The equivalent 

series dc source impedance is modelled by Zdc, representing an input filter (such as a dc re-

actor) or a resistive dc supply (such as a PV system). The dc-link capacitor C is required to 

maintain the dc-link voltage and to handle current and voltage ripple. The power semicon-

ductor switches are assumed to be ideal in order to simplify theoretical analysis. The load 

is represented by a passive RL-LL load or, if the inverter is connected to the electrical grid, 

by a sinusoidal grid voltage vg. In case of the grid connection RL and LL would present a 

liking inductance with its inner resistance. 

 

Fig. 2.1: A single-phase full-bridge (H-bridge) inverter. 

Considering the linear region of modulation and neglecting the dc-link voltage oscil-

lations compared to its average value (v å V), the desired inverter output voltage, averaged 

over the switching period Tsw, is sinusoidal and defined as: 

*
0 sin ( )v mV= J, (2.1) 
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where ◒ = ɤt, ɤ = 2ˊ/T is the fundamental angular frequency and T is the fundamental pe-

riod. Modulation index m is defined as the ratio of the fundamental output phase voltage 

magnitude and the dc supply voltage. When the switching frequency is much higher than 

the fundamental frequency, the reference signal is considered constant over one switching 

period. The output voltage and its fundamental component (averaged value) are shown in 

Fig. 2.2. 

 

Fig. 2.2: Ideal PWM inverter output voltage (instantaneous component, blue trace) and its 

averaged counterpart (fundamental component, red trace) in case of Vdc = 100 V and m = 1. 

Considering sinusoidal output voltage (2.1) and neglecting the switching ripple, the 

inverter output current is expressed as a sinusoid as well: 

0 0 sin ( )i I= J-j, (2.2) 

where I0 is the output current amplitude, and j is the power phase angle. 

2.2.2 Dc-link current components  

The instantaneous dc-link current i(t), shown in Fig. 2.3, is composed of three com-

ponents: dc (average) component I = Idc, low-frequency (double-fundamental frequency, 

i.e. 100Hz) component )(
~

ti  and switching frequency component æi(t). Therefore, the dc-

link current is expressed as: 

)()(
~

)( titiIti dc D++= . (2.3) 

The dc-link current averaged over the switching period Tsw represents the low-

frequency input current harmonics and can be expressed as: 

iIi dc
~
+= .  (2.4) 
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Under the assumption of ideal circuit conditions such as constant dc-link voltage 

equal to V, and lossless switches, the input/output power balance can be written as: 

0 0V i v i= . (2.5) 

Introducing (2.1) and (2.2) in (2.5), the averaged dc-link current is calculated as: 

( )0
0 sin sin ( ) cos cos 2

2

m I
i m I è ø= J J-j = j- J-jê ú. (2.6) 

The average and the low-frequency (double-fundamental frequency) dc-link current 

components, can be simply expressed and readily obtained by (2.4) and (2.6) as: 

0 cos
2

dc

m I
I = j, (2.7) 

0

1
cos(2 )

2
i m I=- J-j.  (2.8) 

Further, the amplitude of the low-frequency dc-link current component can be ex-

pressed as: 

0

1

2
pkI m I= . (2.9) 

According to the expressions for the dc-link current and its components given by 

(2.3), (2.4) and (2.6), the switching frequency current component can be calculated as: 

0 sin( ) (1 sin )i i i I mD = - = J-j - J. (2.10) 

 

Fig. 2.3: Dc-link inverter current (red trace), its averaged counterpart (green trace), 

and average component (dashed line) in case of m = 1, I0 = 5 A and j = 60°. 
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2.3. Dc-link voltage ripple analysis 

Similarly to the inverter dc-link current, the instantaneous dc-link voltage can be ex-

pressed by three relevant components: dc (average) component V, low-frequency (double-

fundamental) component v~  and switching frequency component æv: 

( ) ( ) ( )v t V v t v t= + +D.  (2.11) 

Each voltage component can be calculated on the basis of the corresponding current 

component and by considering the dc-link equivalent impedance calculated at the relevant 

frequency component, as it will be shown in the following.  

2.3.1 Low-frequency voltage component 

The average component V is calculated by subtracting the voltage drop on the series 

dc source resistance R from the dc supply voltage Vdc as: 

dc dcV V R I= - . (2.12) 

The low-frequency dc-link voltage component v  can be calculated on the basis of 

the corresponding input current component, given by (2.8), and the dc-link equivalent im-

pedance Z2f, as follows: 

0
2 cos (2 )

2
f z

m I
v Z= J-j+j. (2.13) 

Subscript 2f stands to highlight that the frequency at which the impedance is calcu-

lated is double-fundamental (i.e. 100 Hz). Being Z2f the parallel between the dc source im-

pedance Zdc and the reactance of the dc-link capacitor, following equations are obtained for 

the magnitude and the phase angle of the dc-link equivalent impedance: 

2 2

2 2
2

1 (2 )
Z

2 1
2

2

f

R L

C
R L

C

+ w
=
w å õ

+ w -æ ö
wç ÷

, (2.14) 

2
2

2
arctg 1 4z

L R C
LC

R L

è øw å õ
j = - w -é ùæ ö

ç ÷ê ú
.  (2.15) 

Finally, the amplitude or the peak value of the low-frequency voltage ripple compo-

nent is given by:  

2pk f pkV Z I= . (2.16) 
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2.3.2 Switching frequency voltage component   

Instantaneous dc-link current (red trace) and voltage ripple (blue trace) are depicted 

in Fig. 2.4 over the switching period Tsw. Considering sinusoidal PWM, the ñon-timeò in-

terval ton can be calculated as: 

sinon swt m T= J . (2.17) 

Being the switching frequency much higher than the double-fundamental frequency, 

the variation of the low-frequency dc-link voltage component within the switching period 

Tsw can be neglected. The peak-to-peak amplitude of the switching frequency dc-link volt-

age component ævpp can be defined as the difference between its maximum and minimum 

value within the switching period: 

{ } { }max ( ) min ( )
SW SW

pp T T
v v t v tD = D - D . (2.18) 

             

t 

Tsw 

0 

t 

Dv(t) 

 

 

 

ton 

i(t) i0 = I0 sin(◒-j) 

i

  ævpp 

 

Fig. 2.4: Dc-link current and voltage ripple in one switching period Tsw. 

In order to obtain the peak-to-peak voltage switching ripple ævpp, the dc-link switch-

ing frequency current component æi has to be determined first. For determining the switch-

ing ripple components, an equivalent circuit of the dc-link inverter side is introduced in 

Fig. 2.5, with the reactances referred to the switching frequency (wsw = 2ˊfsw).  

One can see that the equivalent dc source impedance, Zdc(wsw), and the reactance of 

the dc-link capacitor C, 1/(wswC), are connected in parallel. Assuming that the capacitor re-

actance is much smaller than the equivalent dc source impedance (calculated at the switch-

ing frequency), the whole switching frequency current ripple component (æi) circulates on-

ly through the dc-link capacitor. In this case, only the capacitance value is determining the 

amplitude of the voltage switching ripple. Note that this assumption is generally consid-

ered for the analysis of the dc voltage switching ripple component in this thesis. As a con-

sequence, the dc-link equivalent impedance becomes: 
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2 2

2

2

(ɤ )1 1
Z

ɤ ɤ1
ɤ

ɤ

sw

sw

sw sw

sw
sw

R L

C C
R L

C

+
= @

å õ
+ -æ ö
ç ÷

w
. (2.19) 

1

 ɤswCZdc (ɤsw) æv (ɤsw) æI (ɤsw)

dc source 

impedance

dc-link 

capacitor

inverter

dc side  

Fig. 2.5: Equivalent circuit of the inverter dc-bus for switching frequency components. 

Introducing the ñon-timeò interval ton calculated in (2.17), the corresponding peak-

to-peak switching voltage ripple over the interval (0ïton) is given by: 

0

1
ont

ppv i dt
C

D = Dñ . (2.20) 

The peak-to-peak dc-link voltage switching ripple amplitude can be calculated uti-

lizing the switching frequency current component (2.10), the ñon-timeò interval ton (2.17), 

and (2.20). Finally, it is expressed as: 

0 sin sin ( )(1 sin )sw
pp

I T
v m m

C
D = J J-j - J. (2.21) 

The normalization of ævpp can be introduced as follows: 

0 ( , , )sw
pp pp

I T
v r m

C
D = J j, (2.22) 

leading to the simplified expression of the normalized peak-to-peak voltage switching rip-

ple amplitude rpp (m,◒,j): 

( , , ) sin sin ( )(1 sin )ppr m m mJj = J J-j - J. (2.23) 

In order to predict the behavior of the dc voltage switching ripple, the distribution of 

the normalized peak-to-peak voltage switching ripple amplitude ppr  is shown in Fig. 2.6. 
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(a) 

 

ppr

J
 

(b) 

 

ppr

J
 

(c) 

 

ppr

J

 

(d) 

 

ppr

J

 

Fig. 2.6: Normalized peak-to-peak dc-link voltage ripple amplitude rpp(◒) over the half-

fundamental period [0, 180°] for different modulation indices, m = 0.25, 0.5, 0.75 and 1, 

and power phase angle j = 0° (a), 30° (b), 60° (c) and 90° (d). 

Dc voltage switching ripple component is calculated by (2.23) and shown over the 

half-fundamental period i.e., ◒ = [0, 180°]. In order to cover full range of operational con-
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ditions, four values of modulation index have been selected m = 0.25, 0.5, 0.75 and 1, and 

four power phase angles have been considered, j = 0, 30°, 60°, and 90°. 

It can be seen in Fig. 2.6 that the amplitude of the normalized peak-to-peak voltage 

switching ripple rpp(◒) ranges between 0 (minimum) and 0.25 (maximum). In each of four 

considered cases of power phase angle, the rpp(◒) minimum and rpp(◒) maximum appear at 

different angles ◒ for different values of modulation index m over the half-fundamental pe-

riod. For two phase angles j = 0° and j = 90°, voltage ripple distributions are symmetrical 

with regard to the middle of the considered half-fundamental period. For other values of 

phase angle, no symmetry in the voltage ripple distributions is noticed. The maximum of 

the peak-to-peak voltage switching ripple amplitude changes with different operational 

conditions what will be examined in the following analysis.  

In the case of a unity output power factor (j = 0°), which corresponds to most of the 

grid-connected applications, the maximum of the normalized peak-to-peak voltage switch-

ing ripple amplitude is obtained from (2.23) as: 

max

2
(1 )       for  0

3( , 0 )
4 1 2

            for  1
27 3

pp

m m m
r m

m
m

ë
- ¢ ¢î

j= ¯ =ì
î ¢ ¢
í

. (2.24) 

Fig. 2.7 shows the maximum of the normalized peak-to-peak voltage ripple ampli-

tude 
max
ppr over the whole modulation index range, for j = 0°, 30°, 60°, and 90°. In the case 

of j = 0°, max
ppr  is analytically determined by (2.24) (blue trace), while for the other three 

cases it is obtained numerically. 

 
m 

 j = 0° 

 j = 30° 

 j = 60° 

 j = 90° 

max
ppr  

2/3  

Fig. 2.7: Maximum of normalized peak-to-peak voltage switching ripple amplitude for 

different power phase angles j = 0°, 30°, 60° and 90°. 

It can be noticed that for the modulation index range (0·0.5) the maximum of volt-

age switching ripple amplitude increases with increasing modulation index. The behavior 

is the same for all considered power phase angles. However, for the higher values of 
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modulation index, the maximum changes variously for different phase angles. Namely, in 

case of lower phase angles the maximum decreases with increasing the modulation index 

value and increases for the higher values of phase angle. However, the global maximum is 

always in 0.25 except for j = 90° when it is in 0.22. 

Since the instantaneous dc-link voltage switching ripple æv(t) is a symmetric trian-

gular waveform with the amplitude corresponding to the half of the peak-to-peak ripple 

envelope (ævpp/2), the root mean square (RMS) value of the triangular signal æVrms can be 

easily determined by dividing its peak value by ã3. In the case of variable amplitude, the 

RMS over a (half) fundamental period can be calculated as: 

2

2

0 0

1 1 1 1

23
rms ppV v d v d

p p
å õ

D = D J = D Jæ ö
p pç ÷ñ ñ . (2.25)  

Introducing (2.21) into (2.25), yields: 

2
0 2

16 1 3 16
cos (2 ) 1

2 5 2 4 34 3

sw
rms

I T m m
V m m m

C

å õ å õ
D = - + j + - +æ öæ ö

p pç ÷ç ÷
. (2.26) 

After normalization of (2.26) as in (2.22), one has for the normalized dc-link voltage 

switching ripple RMS: 

( )
2

2
16 1 3 16

( , ) cos 2 1
2 5 2 4 34 3

rms

m m
r m m m m

å õ å õ
j = - + j + - +æ öæ ö

p pç ÷ç ÷
.  (2.27) 

Fig. 2.8 shows the normalized dc-link voltage switching ripple RMS given by (2.27) 

as a function of the modulation index m for different power phase angles j. It can be noted 

that there is one value of the modulation index when rrms becomes completely independent 

on the power phase angle j, and it depends only on m. By exploiting (2.27), this specific 

value of m corresponds to the following condition: 

2 16 1
0

2 5 2

m
m- + =
p

. (2.28) 

Solving (2.28) results to: 

825.0
5

2525616 2

=
p

p--
=m . (2.29) 

Introducing (2.29) into (2.27), the corresponding normalized dc-link voltage switch-

ing ripple RMS is: rrms (m = 0.825) @ 0.04, according to the diagram in Fig. 2.8. 
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rrms   

m 

 j = 0° 

 j = 30° 

 j = 60° 

 j = 90° 

 

Fig. 2.8: RMS of normalized voltage switching ripple as a function of modulation index 

for j = 0°, 30°, 60° and 90°. 

2.4 Dc-link capacitor design  

In this section, simple and effective guidelines when selecting the dc-link capacitor 

in single-phase H-bridge inverters are proposed. The capacitance can be calculated taking 

into account requirements or restrictions on the switching frequency or the double- funda-

mental frequency voltage ripple component. A brief discussion on the results and some 

practical considerations of presented calculations follow the analysis.  

As discussed earlier, concerning the dc-link voltage ripple at the switching frequen-

cy in the order of kHz, the capacitive reactance (1/ɤswC) is certainly much lower than the 

dc source impedance Zfsw (calculated at the switching frequency). Hence, the amplitude of 

the voltage switching ripple is determined only by the size of the dc-link capacitor.  

Following the analytical developments presented in the previous sections, the selec-

tion of the dc-link capacitor can be performed on the basis of one of the following con-

straints: based on the maximum amplitude of the peak-to-peak voltage switching ripple; or 

based on the RMS of the voltage switching ripple æVrms. Of course, in both cases the worst 

scenario should be considered for final choice of the capacitor. As the worst scenario, the 

global maximum in the Figs. 2.7 and 2.8 is logically taken. 

According to Fig. 2.7, the maximum amplitude of the normalized peak-to-peak rip-

ple is 0.25 and therefore the global maximum peak-to-peak voltage switching ripple can be 

expressed as: 

0max max
1 1

     
4 4

pp pp
sw

I
r v

f C
º ­ D @  . (2.30) 

On the basis of (2.30) and by considering the maximum output current I0, the dc-link 

capacitance can be readily calculated as a function of the required peak-to-peak voltage 

switching ripple amplitude *
ppvD : 
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0

*

1
 C 

4 sw pp

I

f v
²

D
 . (2.31) 

If, however, the focus is on the voltage switching ripple RMS rather than on the 

peak-to-peak voltage switching ripple amplitude, a reasonable approximation of æVrms for 

the whole range of the modulation index and power phase angle corresponds to the condi-

tion given by (2.29), i.e. the operating point emphasized in Fig. 2.8. Hence, the dc-link 

voltage switching ripple RMS can be simplified as: 

01 1
0.04

25 25
rms rms

sw

I
r V

f C
º = ­ D @ .  (2.32) 

Therefore, given as conditions the RMS of the switching ripple and the maximum 

output current I0 (2.32), the dc-link capacitor can be sized basing on: 

01
 C 

25 sw rms

I

f v
²

D
. (2.33) 

Unlike the switching ripple voltage component, if the low-frequency dc-link voltage 

ripple is concerned, i.e., the double fundamental frequency, its amplitude generally de-

pends not only on the capacitance C, but also on the parameters of the dc source imped-

ance Zdc. According to (2.9), (2.14) and (2.16), the dc-link low-frequency voltage ripple 

amplitude is calculated as: 

2 2
0

2

2

1 (2 )
V

2 2 1
2

2

pk

m I R L

C
R L

C

+ w
=

w å õ
+ w -æ ö

wç ÷

 .  (2.34) 

The expression given by (2.34) could be adopted to design the dc-link capacitance. 

However, it is a rather cumbersome calculation. A reasonable simplification can be intro-

duced if one of the following assumptions for inductively or resistively dc source can be 

made: 

1
2           ;

2

1
, 2     .

2

L inductively dominant dc link
C

R L resistively dominant dc link
C

ë
w >> -îî w

ì
î >> w -
î wí

  (2.35) 

Assuming that one of two conditions in (2.35) is satisfied, i.e., a photovoltaic dc 

supply having a high equivalent series resistance R (around the MPP is RPV = Vmpp/Impp), or 



Marija Vujacic                                                                                                       PhD Thesis 

20 

a dc-link inductive filter having a high series reactance 2ɤL, the double-fundamental fre-

quency dc-link voltage ripple can be calculated by simplifying (2.34) as: 

0 1

2 2
pk

m I
V

C
@

w
 .  (2.36) 

Finally, given the amplitude of the double-fundamental dc voltage ripple component 

V
~

and the maximum output current I0 as the conditions, the dc-link capacitor can be sized 

by reversing (2.36): 

0 1

2 2 pk

m I
C

V
²

w
. (2.37) 

In order to illustrate the proposed dc-link capacitor design/selection process, a sim-

ple flowchart is introduced in Fig. 2.9.  

 

Fig. 2.9: A flow-chart of the proposed capacitor design/selection process. 



Chapter 2 Dc-link analysis in single-phase H-bridge inverters 

21 

The previous analysis shows that the dc-link capacitor sizing based on switching or 

low-frequency voltage ripple component results in different values of capacitance. There-

fore, a brief discussion on the reasons for taking into account restrictions referred to one or 

the other voltage ripple component follows.  

Namely, if comparable voltage ripple amplitude restrictions are set, the design of the 

dc-link capacitor C based on the double-fundamental frequency voltage ripple component 

(2.37) results in higher value comparing to the value obtained by considering only the 

switching frequency voltage ripple component ((2.31) or (2.33)). On the other hand, con-

sidering the same dc-link capacitor as in the real circuit, the ratio between the two ripple 

amplitudes is practically given by the inverse ratio between the corresponding frequencies, 

which could be in the range 20ï200, making the voltage switching ripple obviously much 

smaller than the voltage double-fundamental ripple. 

However, the voltage switching ripple amplitude could have additional specific re-

strictions to limit switching noise, electromagnetic interferences and voltage stress on the 

dc bus components. In this case, the capacitor could be oversized considering (2.31) or 

(2.33) instead of (2.37). Moreover, there are specific cases in which the voltage switching 

ripple amplitude exceeds the double-fundamental ripple amplitude. In particular, this situa-

tion could occur in the case of small dc source impedance at the double-fundamental fre-

quency, when condition (2.35) would not be satisfied. This is the case of an almost ideal dc 

source when the double-fundamental frequency ripple practically disappears, and the volt-

age switching ripple can be evaluated by (2.31) or (2.33). 

Finally, if the amplitudes of the two voltage ripple components are comparable and 

the restriction is set on the maximum amplitude of the total dc-link voltage ripple, both 

ripple components should be taken into consideration for the final dc-link capacitor sizing. 

In this case, sum of the maximum of the two voltage ripple amplitudes could be taken into 

account as the worst case scenario. 

2.5 Simulation and experimental results 

In this section, selected simulation and experimental results for the single-phase H-

bridge inverter are given. The confirmation of the analytical developments, as well as the 

comparison of simulations and experiments have been shown and commented.  

The circuit simulations have been carried out by MATLAB/Simulink. The inverter 

was controlled by the sinusoidal PWM with the switching frequency fsw set to 2.5 kHz. On-

ly linear PWM region is analyzed and the maximum modulation index is 1. The parameters 

in simulations are set in the mind to match the corresponding values used in experiments.  

The input terminals of inverter are connected to external dc source and dc supply 

voltage is set to Vdc =96V. The dc source impedance is modelled using the following pa-

rameters: dc source resistance R=5.5ɋ and dc source inductance L=19mH. The dc-link ca-
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pacitor is connected in parallel to the dc source having a capacitance C =1.1mF. Two dif-

ferent kinds of load are considered in order to obtain two different power phase angles j = 

0° and j = 60°. In Fig. 2.10 the electrical circuit scheme of the load is presented. The cor-

responding load parameters are determined by the LCR meter Agilent 4263B. In case of 

power phase angle j = 60°, passive R-L load is used having the following parameters: 

RL=13.9ɋ and LL=76.5mH. In order to simulate grid-connected application and obtain the 

power phase angle j = 0°, in series to R-L load with the following parameters RL=4.7 ɋ 

and LL=43.3 mH, resistor R0=29.7 ɋ and a parallel capacitor C0=43.3 ɛF are added. Using 

these parameters, the output current ripple is small and can be neglected, and the analysis 

presented in previous sections can be applied.  

Co

v

i
RL

Ro

LLio

vo

 

Fig. 2.10: Load configuration for the experimental setup 

In Figs. 2.11 and 2.12, the instantaneous dc-link voltage switching ripple æv(t) (blue 

trace) is compared with the half peak-to-peak voltage switching ripple envelope Ñævpp/2 

calculated by (2.21) (red traces), over one fundamental period (T = 20ms). Two different 

power phase angles j = 0° (Fig. 2.11) and j = 60° (Fig. 2.12) are considered, and the four 

sub-cases (a)-(d) correspond to different modulation indexes m: 0.25, 0.5, 0.75, and 1. The 

switching ripple æv(t) have been numerically obtained by properly high-pass filtering the 

instantaneous dc-link voltage, according to (2.11). 

It is possible to observe a good agreement between the analytically calculated dc-

link voltage switching ripple envelopes and the simulated dc voltage ripple shown in Figs. 

2.11 and 2.12, in terms of the absolute amplitude as well as the dc-link voltage ripple pro-

file. Moreover, behavior of the maximum peak-to-peak voltage switching ripple amplitude 

shown in Fig. 2.7 has been confirmed for two power phase angles j = 0° and j = 60° by 

the results given in Figs. 2.11 and 2.12, respectively. It can be noted that in case of j = 60° 

increasing the modulation index also the maximum of the switching ripple amplitude in-

creases, more noticeable for lower values of modulation index and less noticeable for the 

higher modulation index values. On contrary, in case of j = 0° the global maximum of the 

voltage switching ripple amplitude is achieved around m = 0.5 and it decreases when mod-

ulation index further increases. 
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(a)  (b) 

  
(c) (d) 

Fig. 2.11: Dc-link voltage switching ripple: simulation results (blue trace) and calculated  

peak-to-peak envelope (red trace) over a fundamental period for j = 60°,  

(a) m = 0.25, (b) m = 0.5, (c) m = 0.75, and (d) m = 1. 

 
(a) (b) 

 
(c) (d) 

Fig. 2.12: Dc-link voltage switching ripple: simulation results (blue trace) and calculated  

peak-to-peak envelope (red trace) over a fundamental period for j = 0°,  

(a) m = 0.25, (b) m = 0.5, (c) m = 0.75, and (d) m = 1. 
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Fig. 2.13 shows the total instantaneous dc-link voltage ripple )()( tvtv~ D+ (double-

fundamental and switching frequency ripple, blue trace) and its envelopes (red traces), cal-

culated on the basis of (2.13) and (2.21) as 

( )0
2

1
cos 2 2 sin sin ( )(1 sin )

2 2 swpp f z f

mI
v v Z X mè ø° D = J-j+j ° p J J-j - J

ê ú
,  (2.38) 

where Z2f is the parallel between the equivalent dc source impedance (Zdc) and the reac-

tance of the dc-link capacitor calculated at double-fundamental frequency (i.e. 100Hz) and 

Xfsw is the dc-link capacitive reactance calculated at the switching frequency. 

  

 (a) (b) 

Fig. 2.13: Total dc voltage ripple: simulation results (blue trace) and calculated peak-to-peak  

envelopes (red traces) over a fundamental period for m = 0.5, (a) j = 0°, (b) j = 60°. 

Fig. 2.13 confirms the good agreement between the theoretical dc-link voltage ripple 

developments and numerically simulated total dc-link voltage ripple. It can be concluded 

that the effectiveness of the proposed analytical developments is proved by means of simu-

lation results shown in Figs. 2.11-2.13.  

In order to prove both, theoretical developments and numerical results, experimental 

verifications have been carried out. Experimental setup is illustrated in Fig. 2.14. It 

consists of a custom-made three-phase inverter with Mitsubishi power IGBT module IPM 

PS22A76 (1200 V, 25 A), where only two legs are connected on the PCB board and the 

third one is properly grounded. The inverter was controlled by an ñArduino DUEò 

microcontroller board (84 MHz Atmel, SAM3X83 Cortex-M3 CPU). Communication 

between microcontroller board and inverter is established through an optical interface 

board. Experimental results are shown by Yokogawa DLM 2024 oscilloscope. For the 

voltage and current measurements, the PICO TA057 differential voltage probe (25 MHz, 

±1400 V, ±2%) and LEM PR30 current probe (DC to 20 kHz, ±20 A, ±1%) were used. 

Additionally, an air-core inductor (R-L) is adopted representing a dc source impedance 

connected in series with the external TDK-Lambda GenesysÊ 2U 3.3kW DC source.  
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Fig. 2.14: Experimental setup 

The first set of measured variables is shown in Fig. 2.15. The load voltage and current 

and the total dc-link voltage ripple are presented for the case m = 0.75 and j = 0°, over five 

fundamental periods (5T = 100 ms). The load voltage and current are presented in the top 

part of the oscilloscope screenshot, the dc-link voltage is shown in the middle part and one 

zoomed part of the dc-link voltage emphasizing the presence of 100 Hz and switching rip-

ple components is presented in the bottom part. The zoomed part of the dc bus voltage is 

marked with the rectangle in the middle part of the screenshot, showing five periods of the 

100 Hz components. 

 

Fig. 2.15: Output load voltage and current (upper part), dc-link voltage (middle part),  

and zoomed dc-link ripple components (lower part), for m=0.75 and j=0°. 
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In Figs. 2.16 and 2.17, experimental verifications were carried out considering four 

different values of the modulation index m = 0.25, 0.5, 0.75, and 1, for two power phase 

angles ű = 0Á and ű = 60Á, respectively. In both figures, there are five traces displayed over 

one fundamental period: top traces present load voltage (green trace) and corresponding 

load current (red trace), lower blue trace presents the dc-link voltage switching ripple. The 

two orange traces present the peak-to-peak dc voltage switching ripple envelopes of said 

ripple (Ñævpp/2), obtained by implementing (2.21) in the microcontroller board and sending 

to an output DAC channel, with a proper scale factor. Similarly to simulations, the 

switching ripple component of the dc-link voltage has been obtained by filtering the 

instantaneous dc-voltage using the ñac couplingò built-in function of the oscilloscope 

together with the built-in low-pass filter. In that way, electromagnetic noise in the signals 

was attenuated without affecting any relevant frequency component. 

 
(a) m = 0.25 (b) m = 0. 5 

 
(c) m = 0.75 (d) m = 1 

Fig. 2.16: Experimental results for j = 0°: upper half - output voltage and current, lower half ï 

analytically calculated envelope and measured dc voltage switching ripple for 

(a) m = 0.25, (b) m = 0.5, (c) m = 0.75, and (d) m = 1. 
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(a) m = 0.25 (b) m = 0. 5 

 
(c) m = 0.75 (d) m = 1 

Fig. 2.17: Experimental results for j = 60°: upper half - output voltage and current, lower half 

ï analytically calculated envelope and measured dc voltage switching ripple for  

(a) m = 0.25, (b) m = 0.5, (c) m = 0.75, and (d) m = 1. 

It can be noticed from Figs. 2.16 and 2.17 that the experimental voltage ripple 

matches the theoretical envelopes in a very satisfactory way for all the considered cases, 

both in the absolute amplitude and the dc-link voltage ripple profile, confirming the 

effectiveness of the proposed analytical developments given by (2.21). Small difference 

between the measured ripple and the simulated and calculated envelopes is due to the 

parasitic resistance of electrolytic dc-link capacitor.  

Table 2.1 summarizes the calculated, simulated and experimental results for RMS 

values of dc-link voltage switching ripple (ȹVrms). All considered cases of modulation 

index and the power phase angles are shown. As it can be seen, the agreement is generally 

satisfying within the expected resolution and considering the non-idealities of the 

experimental implementation. 
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Table 2.1. Comparison of obtained dc-link voltage switching ripple RMS 

m 
Load angle j = 0° Load angle j = 60° 

Calc. Sim. Exp. Calc. Sim. Exp. 

0.25 9.7 9.6 9.1 7.8 7.8 7.7 

0.50 27.5 26.8 27.1 23.6 23.6 21.6 

0.75 37.4 35.6 33.4 37.5 37.5 35.1 

1.00 29.9 28.7 28.1 44.23 44.3 40.3 

2.6 Discussion 

In this chapter, dc-link current and voltage ripple analysis of single-phase H-bridge 

inverter with dc source impedance is presented. The inverter dc-link current, as well as the 

dc-link voltage, consists of three relevant components and therefore, all of them have been 

investigated. First, the low-frequency (double-fundamental) current and voltage ripple 

components are derived. The next, peak-to-peak dc voltage switching ripple amplitude is 

obtained as a function of operational conditions (modulation index, the amplitude of the 

output current and power phase angle). Further, the maximum and the RMS of the dc-link 

voltage switching ripple are determined. In order to show the behavior of the dc voltage 

ripple components different diagrams are introduced. A simple and effective methodology 

for designing the dc-link capacitor has been proposed on the basis of the dc-link voltage 

ripple requirements.  

Simulation and experimental results are given considering different values of modu-

lation index and power phase angle. Given results are aimed to show the correctness of an-

alytical calculations comparing the amplitude and the profile of the dc-voltage ripple com-

ponents with calculated dc-link voltage envelopes.  
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Chapter 3 

Dc-link current and voltage switching ripple analysis 

in three-phase inverters 
 

 

 

 

 

3.1 Introduction  

Three-phase two-level voltage source inverters are the most frequently utilized pow-

er electronic converters. They are widely used in medium- and high-power applications, 

such as variable speed drives, uninterruptable power supplies (UPS), flexible AC transmis-

sion systems (FACTs), stand-alone and grid-connected power generation systems, etc. The 

standard three-phase inverter consists of six power switches the switching of which de-

pends on the modulation technique.  

In the last decade, various modulation techniques have been proposed in order to 

improve inverterôs performances. Primarily target is the reduction of total harmonic distor-

tion (THD) of output currents, but also the dc bus utilization, electromagnetic interference 

(EMI), switching losses reduction etc. In essence there are two main approaches to VSI 

PWM control ï carrier-based (CB PWM) and space vector PWM (SVM) [3.1]. CB PWM 

is more popular for implementation due to its simplicity. It has well-defined harmonic 

spectrum, fixed switching frequency and less computational time. On the other side, SVM 

is nowadays more popular for investigation and offers a maximum transfer ratio with lower 

THD. It is proven that CB PWM can work identically as SVM if a proper zero-sequence 

signal is injected. Regarding this, both techniques may lead to the same results [3.2]. 

Recently, output characteristics (voltage and current) of three-phase inverters have 

been extensively studied. Current ripple is studied in terms of RMS minimization as well 

as its maximum (peak-to-peak) value. The current ripple analysis in SVM-controlled in-

duction motor drive has been presented in [3.3]. The optimal SVM technique is proposed, 

characterized by the minimum RMS value of the current ripple over the fundament period. 

The current ripple RMS has been studied over a subcycle in [3.4] and three hybrid PWM 

techniques are proposed. The current ripple reduction is achieved by involving multiple 

switching sequences. The current ripple peak and RMS values are calculated and compared 

for SVM and discontinues PWM (DPWM) in [3.5]. It has been shown that the current rip-

ple could be predicted in the controller before pulses are generated and so, the switching 

period could be adaptive to certain ripple requirements. In order to achieve better efficien-
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cy and reduce electromagnetic interference (EMI) of three-phase converters while satisfy-

ing the ripple current requirements, variable switching control method is proposed in [3.6]. 

The complete analysis of the peak-to-peak current ripple amplitude distribution over a fun-

damental period for three-phase VSIs has been given in [3.7]. The peak-to-peak current 

ripple amplitude is calculated as a function of modulation index, emphasizing its maximum 

and minimum values.  

For three-phase VSIs, input current and voltage characteristics are usually estimated 

by Fourier series analysis or by root-mean-square (RMS) calculations. The RMS values of 

the input current and voltage ripple have been calculated in [3.8]. It has been shown no de-

pendency of the inverter input current ripple on the selected PWM scheme, however the 

optimum reference signal in respect to the inverter input voltage ripple varies with the load 

power factor angle. In [3.9], the effect of space vector modulation (SVM) and discontinues 

PWM techniques (DPWM) on the RMS value of the dc-link capacitor current is studied. It 

is shown that the use of the SVM results in lower dc-link current stress. A simple analyti-

cal expression for the current stress on the dc-link capacitor and the experimental verifica-

tion have been presented in [3.10]. The aim was to reduce the effort for designing the ca-

pacitor meeting at the same time the sufficient accuracy for practical inverter system. 

Applying a double Fourier series, the dc-link current harmonics are calculated in 

[3.11], for any kind of conventional modulation strategy with a fixed pulsed frequency. 

Based on the Fourier analysis, the impact of the harmonic ripple current of the filter circuit 

on the dc-link capacitor has been investigated in [3.12]. It has been shown that the impact 

is considerable only in case of small output currents. However, in case of larger loads, it is 

enough to consider sinusoidal output currents for the dc-link capacitor dimensioning. A 

general method to calculate dc-link current taking into account ac current ripple has been 

proposed in [3.13]. This method requires access to various control variables (idq currents 

and duty cycles) in real time (sampling time) and this makes it not feasible for some appli-

cations, such as in automotive drives. 

 In order to avoid complex double Fourier integral approach, an approximation for 

spectral components is provided in [3.14]. The carrier and sideband dc capacitor current 

harmonics are modeled with an equivalent harmonic at the center, so the dominant har-

monics and their effects are better understood. A generalized approach for determining the 

harmonic spectrum of the dc-link capacitor currents in different two- and three-level VSI 

topologies has been developed in [3.15]. In [3.16] and [3.17] different modulation methods 

aiming at reduction of the input current harmonics flowing through the dc-link capacitor 

have been proposed. The analysis and calculation of the dc-link current and voltage ripple 

for three-phase inverter under unbalanced load conditions has been presented in [3.18]. 

The dc-link average and harmonic RMS currents are calculated, and the dc voltage ripple 

is compared between the balanced and the unbalanced loads.  
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As it has been shown, the input current and voltage ripple are studied mostly in 

terms of the RMS minimization, rather than the peak-to-peak value. Two conference pa-

pers [3.19] and [3.20] and one journal paper [3.21] that show peak-to-peak dc-link voltage 

switching ripple distribution over a fundamental period are results of this thesis. The eval-

uation of the dc-link voltage switching ripple has been done in case of sinusoidal PWM 

and space vector modulation, being the two most-commonly applied inverter control tech-

niques. Hence, a short review of both modulations is given in section 3.2. The detailed ana-

lytical analysis of the inverterôs dc-link current and voltage ripple is shown in the next sec-

tions 3.3 and 3.4, respectively. The maximum peak-to-peak value of voltage switching rip-

ple amplitude is shown as a function of modulation index for different power phase angles. 

The dc-link voltage switching ripple requirements are used for the dc-link capacitor design 

in section 3.5. Simulations and experimental results are further included in section 3.6. Fi-

nally, a brief discussion of obtained results is given in section 3.7. 

3.2 Modulation techniques   

The most widely utilized modulation strategy for n-phase voltage source inverters is 

carrier-based PWM, where the reference waveform of each leg *
nv  is compared with a 

high-frequency triangular carrier waveform and, as a result, switching signals are generat-

ed per each inverter leg. Fig. 3.1 shows generalized concept of the carrier-based modula-

tion including the zero-sequence signal injection.   
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Fig. 3.1: Principle of carrier-based PWM. 
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Based on Fig. 3.1, three reference signals )(* tvn (n = 3) can be expressed as: 
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 (3.1) 

where vz(t) is the zero-sequence signal summed with the three sinusoidal fundamental sig-

nals displaced in time by 2ˊ/3 degrees. ◒=ɤt, ɤ=2ˊf is the fundamental angular frequency, 

and m is the inverter modulation index defined as the ratio of the fundamental output phase 

voltage magnitude and the dc supply voltage. Hence, fundamental signals are in the range 

(-0.5 · 0.5) and for the sake of comparison, the same range is assumed for triangular carri-

er waveforms. In general, zero-sequence signal can be considered as a degree of freedom 

and can be used to improve the output current ripple and to increase the dc-bus utilization. 

Various modulation techniques have been proposed in last years, considering different se-

lections of the zero-sequence. In this thesis, sinusoidal PWM (SPWM) and so called cen-

tered PWM (CPWM), obtained by centering the reference voltages with ñmin-maxò injec-

tion, equivalent to space vector modulation (SVM), have been used. Therefore, a short re-

view of two modulation strategies will be given in what follows.  

Carrier -based PWM 

According to Fig. 3.1 and in order to obtain SPWM, the zero-sequence signal is set 

to: 

0)( =tvz . 

Three reference signals become equal to the sinusoidal fundamental signals, dis-

placed in time by 2ˊ/3 degrees as  
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Fig. 3.2 shows reference signals of (3.2), compared with the triangle carrier wave-

forms, for one fundamental period and for modulation index set as m=0.5. It is noticeable 

that fundamental period can be divided into six sectors, each spanning ˊ/3 degrees.   
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Fig. 3.2: Reference signals for three-phase VSIs over one fundamental period (SPWM). 

When the frequency of the carrier (switching frequency) is much higher than the 

frequency of reference signals, the reference signals can be assumed constant during one 

carrier period (regular sampled PWM). Considering the first sector, as an example, Fig. 3.3 

shows three reference signals over one switching period (Tsw) together with a carrier signal, 

and generated PWM switching patterns (switching functions). 
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Fig. 3.3: Principle of generation of switching pattern for three-phase VSIs. 

The application times tk, k=0,1,..3 can be calculated based on Fig. 3.3 and by means 

of simple trigonometry. It is expressed as: 
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According to Fig. 3.1, centered PWM (CPWM) can be achieved by adding to the 

three sinusoidal reference signals the zero-sequence signal expressed as: 

( )*
min

*
max5.0)( vvtvz +-= . (3.7) 

Signals inside the brackets are determined based on the maximum and minimum 

values of the input set of fundamental signals. Such a zero-sequence signal is known as 

ñmin-maxò injection. Comparing to the SPWM, an increase of around 15.47% in the dc 

bus utilization, in the linear modulation region, is achieved if CPWM is applied to three-

phase system. Thus, in case of three-phase inverters, the modulation limit becomes 

mmax=0.577. 

The effect of a ñmin-maxò injection is shown in Fig. 3.4 where three reference sig-

nals are shown over one fundamental period. 

 

Fig. 3.4: Reference signals for three-phase VSIs over one fundamental period (CPWM). 
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It can be noted that after the injection (Fig. 3.4) the ordering of the reference signals 

remains the same as before injection (Fig. 3.2). Thus, it can be concluded that the switch-

ing sequences (and so, the application times) of the active space vectors will be the same as 

in case of SPWM. The difference is in the application times of two zero space vectors. 

Based on (3.2), (3.7) and Sector 1 (Fig. 3.4), the application times of two zero space vec-

tors are calculated as: 
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Applying basic trigonometric equations, the following simplification is obtained: 
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Space vector modulation 

Although the CBPWM is significantly simpler for implementation, space vector 

modulation (SVM) offers better performances and is nowadays more popular for investiga-

tion. The SVM for three-phase inverters is based on the fact that there are 23=8 possible 

switching configurations (or ñswitching statesò). Fig. 3.5 represents the eight output volt-

age space vectors corresponding to the switching configurations. Vectors 1V
C

 to 6V
C

 are 

called active vectors, and oV
C

, 7V
C

are called zero vectors. In one switching period, the refer-

ence space vector *v
C

can be given by [3.2]  
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where to, t1, é, t7 are the application times of the vectors 0V
C

, 1V
C

,... 7V
C

and ä
=

=

7

0i

swi Tt . 

In general, the decomposition of the reference output voltage space vector *v
C

into 

the output voltage space vectors has infinite ways. However, the most commonly, two 

nearest adjacent active vectors and two zero vectors (7,VVo

CC
) are used in each switching pe-

riod to synthetize the reference space vector *v
C

. The switching sequence begins and ends 

with the zero-space vector (so called ñnull switching stateò). The center switching pattern 

is realized when the total application time of the zero vector is equally shared between two 
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zero space vectors ( 7,VVo

CC
). It has been proven in [3.2] that the center switching pattern is 

equivalent to zero-sequence signal injection defined by (3.7) in carrier based PWM.  

In case of symmetrical SVM, the sequence can be determined in Tsw/2 and symmet-

rically repeated in the next half of the switching period. The application times of the active 

and zero space vectors in the first sector (colored triangle in Fig. 3.5), are identical to those 

of (3.4), (3.5) and (3.10) obtained for CPWM.  
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Fig. 3.5: Space vector diagram of inverter output voltage. 

3.3 Dc-link current analysis  

Configuration of the analyzed topology, the two-level three-phase VSI with bal-

anced passive- or motor-load, is shown in Fig. 3.6. The inverter is supplied by a dc voltage 

source (Vdc) through an equivalent series dc source impedance Zdc. The parallel capacitor C 

is connected to the dc bus to smooth the voltage ripple.  

C
v å V i1

i3

iidc

1 2 3
Vdc

i2

3-phase load

Zdc

R L

 

Fig. 3.6: Analyzed topology of a two-level three-phase VSI. 
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Neglecting the dc-link voltage oscillations (v å V) and considering the operations in 

the linear modulation region, the inverter output phase voltages averaged over the switch-

ing period correspond to the reference phase voltages given by (3.2). 

Considering (3.2), in case of balanced load and neglecting the output current ripple, 

the corresponding three-phase sinusoidal output currents can be written as: 

( )1 0

2 0

3 0

cos ,

2
cos ,

3
4

cos ,
3

i I

i I

i I

ë
î = J-j
î

på õî
= J- -jì æ ö

ç ÷î
på õî = J- -jæ öî ç ÷í

 (3.12) 

where I0 is the output current amplitude and j is the phase angle between the phase voltage 

and current, respectively. 

As introduced in the section 2.3, the dc-link current i(t) can be expressed by three 

key components, the dc (average) component, the low-frequency, and the high-frequency 

(switching frequency) component. When the load is balanced, low-frequency component is 

zero. Consequently, the inverter input current only contains the dc (average) component I = 

Idc, which comes from the dc supply, and the high-frequency component æi(t) which is by-

passed through the dc-link capacitor. Thus, the instantaneous dc-link current of three-phase 

inverter supplying balanced load can be expressed as: 

)()( tiIti dc D+= . (3.13) 

Under the assumption that inverter power switches are ideal and by considering the 

input/output power balance as: 

03 cos
2 2

dc

ImV
VI = j, (3.14) 

the dc-link current averaged over the switching period Tsw can be obtained on the basis of 

(3.14) and it is finally given by: 

0

3
cos

2
dcI m I= j.  (3.15) 

An instantaneous value of the inverter input current i can be calculated as the sum of 

three inverter leg currents which are dependent on the inverter switching state. Considering 

the switching states of each leg through the binary switching function Sk: 
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í
ì
ë
­
­

=
ONswitchlowerOFFswitchupper

OFFswitchlowerONswitchupper
Sk  ,   0

 ,   1 ,   k = 1, 2, 3,  (3.16) 

the input current of each inverter leg can be calculated from switching function and corre-

sponding output current. Consequently, the total inverter input current can be expressed by 

summing the individual leg currents as: 

3

1

k k

k

i S i

=

=ä .  (3.17) 

The switching frequency dc-link current component can be easily calculated utiliz-

ing equations (3.13) - (3.16) as: 

3

0

1

3
( ) cos

2
dc k k

k

i t i I S i mI

=

D = - = - jä . (3.18) 

Due to the symmetry of the inverter input current, the following analysis can be lim-

ited to one sixth of the fundament period (T/6 or ˊ/3 rad). 

3.4 Dc-link voltage ripple analysis  

3.4.1 Voltage switching ripple evaluation  

Similar to the dc-link current, the instantaneous dc-link voltage can be expressed by 

three following components: the dc (average) component V, the low-frequency component, 

and the high-frequency component æv. The low-frequency component is zero since it is de-

termined on the basis of the corresponding current component that is zero when the load is 

balanced. Correspondingly, the instantaneous dc-link voltage is expressed as: 

.)()( tvVtv D+=  (3.19) 

The average voltage component V is simply determined by the supply voltage Vdc 

and the voltage drop on the dc source resistance R as: 

.dcdc IRVV -=  (3.20) 

The peak-to-peak amplitude ævpp of the dc-link voltage switching ripple component 

can be calculated as the difference between its maximum and minimum value within the 

switching period, as it was shown in the sub-section 2.3.2 and given by (2.18). The same 

assumption for the dc-link equivalent impedance calculated at the switching frequency, 
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and therefore for the dc-link current switching frequency component that circulates 

through the dc-link capacitor, applies to the three-phase case as well. 

However, in the three-phase case, the corresponding dc voltage excursion is deter-

mined by integrating æi over the specific application time interval tk. The application times 

are calculated in section 3.2 for used modulation strategies and will be correspondingly 

applied in the following. An effective simplification is obtained by considering æi constant 

(æI) within the considered application time interval, leading to: 

0

1 1
( )

kt

k
pp kv i t dt I t

C C
D = D @ Dñ . (3.21) 

Due to the inverter input current i(t) periodicity, the evaluation of the voltage ripple can be 

reduced to the phase angle range 0 Ò ◒ Ò 60Á, i.e. the first ˊ/3 rad.  

Within the first sector, depending on the value of Idc, two different cases can be dis-

tinguished according to Fig. 3.7. The global peak-to-peak dc-link voltage ripple amplitude 

ævpp is obtained by combining different 
k
ppvD  and finding the maximum within the switch-

ing period, as it will be shown in following. 
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Fig. 3.7: Dc-link current and voltage ripple in one switching period:  

(a) Case A (0 Ò ◒ Ò ˊ/3, i1 Ó Idc), (b) Case B (0 Ò ◒ Ò ˊ/3, i1 < Idc). 



Marija Vujacic                                                                                                       PhD Thesis 

42 

The dc-link voltage switching ripple for three-phase VSI is investigated under the 

sinusoidal PWM and space vector modulation (equivalent to CPWM) as shown in follow-

ing two sub-sections. 

3.4.1.1 Peak-to-peak voltage switching ripple with sinusoidal PWM   

Case A.1 ï Evaluation in the range: i1 Ó I dc 

The dc-link voltage ripple æv and its peak-to-peak value ævpp are depicted in Fig. 3.7 

(blue line), together with the instantaneous input current i(t) (red staircase line). According 

to Fig. 3.7(a) two subcases can be distinguish regarding the application time intervals tpp = 

t0 and tpp = t3 (bold blue trace).  

In the first subcase, when tpp = t0, the peak-to-peak voltage ripple can be written on 

the basis of (3.21) as 

1
0

2
.A

pp dcv I t
C

D =  (3.22) 

Introducing (3.3) and (3.15) into (3.22) leads to 

()01
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2 2
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v m m
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å õ
D = j - Jæ ö

ç ÷
. (3.23) 

In the same way, but considering tpp = t3 time interval, the peak-to-peak voltage rip-

ple is calculated as  

.
2

3
2 tI

C
v dc

A
pp =D  (3.24) 

Introducing (3.4) and (3.15) into (3.24) leads to 

02
3 1 4

cos cos
2 2 3

swA
pp

I T
v m m

C

å õpå õ
D = j + J-æ öæ ö

ç ÷ç ÷
. (3.25) 

Case B.1 ï Evaluation in the range: i1 < I dc 

According to Fig. 3.7(b) and considering application interval tpp = t0+t1 (bold blue 

trace), peak-to-peak voltage ripple can be written on the basis of (3.21) as: 

( )0 1 1

2
( ) .B

pp dc dcv I t I i t
C

D = + -  (3.26) 
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Introducing (3.3), (3.4), and (3.15) in (3.26) leads to 

() () ()( ) ( )03 1 1 3
cos cos 3 cos sin cos cos

2 2 23
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I T
v m m m

C

è øå õ å õ
D = j - J + J - J j- J-jé ùæ ö æ ö

ç ÷ ç ÷ê ú
.  (3.27) 

The global peak-to-peak dc-link voltage ripple amplitude ævpp is obtained by merg-

ing the results corresponding to the cases A.1 and B.1: 

{ }1 2max , , .SPWM A A B
pp pp pp ppv v v vD = D D D  (3.28) 

Finally, from Equation (3.28), one can see that the magnitude of the dc-link voltage 

ripple is always determined by the maximum value of those three. 

Dc-link peak-to-peak voltage ripple amplitude can be normalized according to: 

0 ( , , ).swSPWM
pp pp

I T
v r m

C
D = Jj (3.29) 

Applying (3.29) to the case A and the case B, the normalized peak-to-peak voltage 

ripple amplitude is given by: 
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3.4.1.2 Peak-to-peak voltage switching ripple with SVM    

As it was discussed in section 3.2, when space vector modulation is applied the total 

application time of the zero space vector is equally shared between two zero space vector. 

It means that the application times t0 and t3 (Fig. 3.7) are equal and given by (3.10). There-

fore, as in sub-section 3.4.1.1, evaluation of dc voltage switching ripple is further present-

ed for two different ranges according to the average current Idc value and Fig. 3.7. 
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Case A.2 ï Evaluation in the range: i1 Ó I dc 

According to Fig. 3.7(a) and considering application interval tpp = t0 (bold blue 

trace), peak-to-peak voltage ripple can be written on the basis of (3.21) as  

.
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2

2
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0 tI
C

t
I

C
v dcdc

A
pp =ö
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õ
æ
ç

å
=D  (3.34) 

Introducing (3.4) and (3.15) into (3.34) leads to 
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Case B.2 ï Evaluation in the range: i1 < I dc 

According to Fig. 3.7(b) and considering application interval tpp = t0/2 + t1 (bold blue 

trace), peak-to-peak voltage ripple can be written on the basis of (3.21) as: 
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The global peak-to-peak dc-link voltage ripple amplitude ævpp is obtained by merg-

ing the results corresponding to the cases A.2 and B.2: 

{ }max , .SVM A B
pp pp ppv v vD = D D  (3.38) 

Applying the same normalization as in (3.29), the normalized peak-to-peak voltage 

ripple amplitude is given by 

{ }max , ,SVM A B
pp pp ppr r r=  (3.39) 
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In order to show the behavior and make a comparison of the peak-to-peak voltage 

switching ripple amplitudes over the fundamental period, when sinusoidal PWM and space 

vector modulation (equivalent to ñcenteredò PWM) are applied, Fig. 3.8 depicts the nor-

malized peak-to-peak voltage switching ripple amplitude. 

 

(a) 

     

 

(b) 

    

 

(c) 

 

 

   (d) 

 

Fig. 3.8: Normalized peak-to-peak dc-link voltage ripple amplitude rpp(◒) over the fun-

damental period [0, ˊ/3], when SPWM (left) and SVM (right) are applied,  

for different modulation indices, m = 1/6, 1/4, 1/3 and 1/2, and  

power phase angles j = 0° (a), 30° (b), 60° (c) and 90° (d). 
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Four power phase angles ◒ = 0, 30Á, 60Á and 90Á have been considered. Four cases that 

correspond to the operation with m = 1/6, 1/4, 1/3, and 1/2, respectively, are illustrated for 

each power phase angle.  

It can be seen a wide excursion of the dc voltage ripple amplitude, generally ranging 

between 0 (minimum) and 0.22 (maximum). An increase in the maximum peaks of the 

voltage ripple occur with the increase of the modulation index. A slight increase of the 

peak-to-peak voltage switching ripple amplitude is also noticeable with the increase of the 

power phase angle in case of both SPWM and SVM. It can be seen that for the same values 

of power phase angles and modulation index, the peak-to-peak voltage ripple amplitude 

significantly decreases when SVM is applied instead of SPWM. Only for the power phase 

angle j = 90° both techniques are equal.  

3.4.2 Maximum of the voltage switching ripple 

For the dc-link capacitor design and selection purposes, it is of importance to show 

the maximum of the normalized peak-to-peak voltage switching ripple amplitude. Fig. 3.9 

shows the maximum as a function of modulation index. To provide an illustrative compari-

son, the maximum voltage ripple amplitude is shown together for SPWM and SVM, con-

sidering different power phase angles. Bold traces represent the case when SPWM is ap-

plied and dashed traces represent the case when SVM is applied.  

For the power phase angle j = 90° the maximum is analytically determined. It is the 

same for both modulations, SPWM and SVM, and it is expressed as: 

mrmr B
pppp

4

3
)90,(

max
max ===j A . (3.42) 

For the power phase angles j = 0° the maximum is analytically determined in case 

of SPWM (3.43) and SVM (3.44) as: 

max
max 23 3

( , 0, )
4 4

B
pp ppr m SPWM r m mj= = = -, (3.43) 

max
max 23 9

( , 0, )
4 8

B
pp ppr m SVM r m mj= = = -. (3.44) 

Due to the cumbersome calculations, for other presented values of power phase an-

gles (◒ = 60Á and 30Á) the maximum is obtained by properly interpolating data with rea-

sonable degree of approximation. The following equations are obtained: 

2max 5.062.0    ),30,( mmSPWMmrpp -@=j A , (3.45) 
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mSPWMmrpp .3750   ),60,(max @=j A , (3.46) 

max 2( , 30 , )    0.55 0.54ppr m SVM m mj= @ - , (3.47) 

max 2( , 60 , )   0.45 0.13ppr m SVM m mj= @ - . (3.48) 
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Fig. 3.9: Maximum of normalized peak-to-peak voltage ripple amplitude vs.  

modulation index for different power phase angles and two modulation techniques  

(SPWM ï bold traces, SVM ï dashed traces). 

It can be seen from Fig. 3.9 that the maximum voltage ripple amplitude is signifi-

cantly lower in case of SVM, especially for lower phase angles. Only in case of j=90° 

both techniques give the same results. Moreover, in case of SPWM there is no significant 

difference in terms of global maximum value when different power phase angles are con-

sidered. In all considered cases, except the case of j=0°, the maximum is nearly linear 

function of the modulation index. When SVM is applied, the maximum of peak-to-peak 

voltage ripple amplitude is more dependent on the power phase angle and it is double re-

duced for j = 0° comparing to j = 90°. It can be finally concluded that from the point of 

view of the maximum value of the voltage ripple, SVM is preferable in the considered case 

of three-phase inverters. Note that for the reason of comparison the maximum modulation 

index in Fig. 3.9 is 0.5 for both PWM strategies, although in case of SVM mmax=0.577.  

3.5 Dc-link capacitor design  

 In this section, the dc-link capacitor design is proposed on the basis of the maximum 

dc voltage switching ripple shown in Fig. 3.9 for different operational conditions. Two 

boundary conditions (ű = 0Á and ű = 90Á) have been chosen for the following analysis. The 

first case (ű = 0Á) corresponds to the most of grid-connected applications. The second case 
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(ű = 90Á) has the highest peak-to-peak voltage ripple value, hence, it requires the biggest 

dc-link capacitor.  The global maximum values of the voltage switching ripple for the cor-

responding two cases are depicted in Table 3.1, considering both modulation techniques.  

Table 3.1: Global maximum of max
ppr  as a function of PWM for different power phase angles. 

angle SPWM SVM 

ű = 0Á 0.19 0.125 

ű = 90Á 0.22 

By observing Fig. 3.9, and considering  max
ppr given in Table 3.1, a simple expres-

sions for the dc-link capacitor design are obtained on the basis of (3.29) as a function of 

the required peak-to-peak voltage switching ripple amplitude *
ppvD . For two cases of inter-

est, and considering both modulation techniques, the following formulas are obtained. 

For ű = 0Ü, when SPWM is applied, the capacitance can be calculated as: 

*

1
0.19 o

sw pp

I
C

f v
²

D
, (3.49) 

On the other side, when SVM is applied and ű = 0Ü considered, the capacitance can 

be calculated as:  

*

1
0.125 o

sw pp

I
C

f v
²

D
. (3.50) 

Note that the coefficients in the equations (3.49) and (3.50) clearly suggest the need 

for higher capacitance value when SPWM is applied instead of SVM, when the same peak-

to-peak voltage ripple requirements are set.  

For ű = 90Ü, when either SPWM or SVM is applied, the capacitance is given by: 

*

1
0.22 o

sw pp

I
C

f v
²

D
. (3.51) 

It can be noted that the designing procedure is simple and straightforward. Similarly 

to presented cases, the dc-link capacitor can be designed for any other operational condi-

tions of interest.  
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3.6 Simulation and experimental results  

To validate analytical developments, both simulations and experiments are conduct-

ed. The results are presented in Fig. 3.10-3.18, for both PWM techniques, SPWM and 

SVM (equivalent to CPWM). Numerical simulations have been carried out by 

Matlab/Simulink. The simulation circuit parameters are set in order to match the corre-

sponding experimental setup parameters and are summarized in Table 3.2. Only linear 

modulation index is analyzed, and the maximum modulation index is 0.5 and 0.577 for 

SPWM and SVM, respectively.  

Table 3.2: Simulation circuit and experimental setup parameters. 

Label Description Parameters 

Vdc Dc voltage supply 90 V 

R Dc source resistance 5 ɋ 

L Dc source inductance 10.15 mH 

C Dc-link capacitance 100 mF 

f Fundamental frequency 50 Hz 

fsw  Switching frequency 2.5 kHz 

 

Fig. 3.10 and 3.11 show simulation results in case of SVM and SPWM, respectively. 

The peak-to-peak envelopes calculated by (3.30) in case of SPWM, and (3.39) in case of 

SVM, as the half of peak-to-peak dc-link voltage ripple amplitude ævpp/2(t) (red traces) are 

shown together with the instantaneous dc-link voltage switching ripple æv(t) (blue trace) 

over a fundamental period (T = 20 ms). Two values of the power phase angles j = 0° (left 

column in the Figs. 3.10 and 3.11) and j = 50° (right column in the Figs. 3.10 and 3.11) 

are considered and four sub-cases (a) - (d) correspond to different values of modulation in-

dex m: 0.25, 0.33, 0.5, and 0.577 (from top to bottom) when CPWM is applied, and m: 

0.25, 0.33, 0.4, and 0.5 (from top to bottom) when SPWM is applied. 

A good agreement between the analytically calculated dc-link voltage switching rip-

ple envelopes and the simulated dc voltage ripple is shown for all considered cases, prov-

ing the effectiveness of the proposed analytical developments. Also, the behavior of the 

maximum peak-to-peak voltage switching ripple amplitude shown in Fig. 3.9 has been 

confirmed. It can be observed that, when the lower value of the modulation index (i.e. m < 

0.4) is considered, the global maximum decreases when the power phase angle increases. 

On contrary, if the maximum modulation index is considered, the voltage switching ripple 

reaches the maximum at the highest considered power phase angle. 
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(a) 

 
(b) 

 
(c) 

 
(d) 

Fig. 3.10: Dc-link voltage switching ripple (SVM): simulation results (blue trace) and calculated 

peak-to-peak envelope (red trace) over a fundamental period for j = 0° (left column) and j = 50° 

(right column), (a) m = 0.25, (b) m = 0.33, (c) m = 0.5, and (d) m = 0.577. 
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 (a) 

 
(b) 

 
(c) 

 
(d) 

Fig. 3.11: Dc-link voltage switching ripple (SPWM): simulation results (blue trace) and calculated 

peak-to-peak envelope (red trace) over a fundamental period for j = 0° (left column) and j = 50° 

(right column), (a) m = 0.25, (b) m = 0.33, (c) m = 0.4, and (d) m = 0.5. 
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In order to prove both, theoretical developments and numerical results, experimental 

tests have been carried out. The whole experimental setup is shown in Fig. 3.12. The main 

hardware unit is the three-phase custom-made inverter with the Mitsubishi PS22A76 intel-

ligent power IGBT module (1200V, 25A) which is controlled by the DSP microcontroller 

board. Control signals are transferred to the inverter through an optical interface board. 

DSP board TMS320F28379D is programmed by Code Composer Studio (CCS), with the 

possibility of real-time adjustment of modulation parameters by computer interface. For 

the voltage measurements a PICO TA057 differential probe (25MHz, °1400V, °2%) was 

used. For the current measurements a LEM PR30 current probe (DC to 20kHz, °20A, 

°1%) was used.  

 

Fig. 3.12: Experimental setup. 

For the experimental verification, two different power phase angles (j = 0° and j = 

50°) are obtained using two different loads. Fig. 3.13 shows the electrical circuit scheme of 

the experimental load. 
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Fig. 3.13: Three-phase load circuit. 



Chapter 3 Dc-link current and voltage switching ripple analysis in three-phase inverters 

53 

In the case of the power phase angle ű = 50Á, 0.5 kW star-connected three-phase in-

duction motor (at stand-still) is used having the following parameters: RL=26.8 ɋ and 

LL=103 mH. In the case of the power phase angle ű = 0Á, another 2.2 kW star-connected 

three-phase induction motor is used having RL=3.16 ɋ and LL=20 mH per phase and add-

ing in series to each phase a resistor R0=20 ɋ and a parallel capacitor C0=58 ɛF in order to 

obtained the desired angle (ű = 0Á) (at stand-still) which represents the grid-connected ap-

plication. All load parameters are estimated using an AC power source/analyzer and direct 

measurements supplying the load by a 50 Hz three-phase balanced voltage source. Two 

three-phase motors can be seen in Fig. 3.14. 

  

2.2 kW three-phase IM 0.5 kW three-phase IM 

Fig. 3.14: Two three-phase IM 

Experimental results are shown by Yokogawa DLM 2024 oscilloscope screenshots 

and collected in Fig. 3.15 and 3.16 in the case of SVM, and in Fig. 3.17 and 3.18 in the 

case of SPWM. Two values of the power phase angles j = 50° (Fig. 3.15 and Fig. 3.17) 

and j =0° (Fig. 3.16 and Fig. 3.18) and four values of modulation index are considered. In 

all screenshots, two upper traces present the load voltage and current (green and red traces, 

respectively) and the bottom (blue) trace presents the measured dc-link voltage switching 

ripple æv(t). The additional two orange traces present the calculated envelopes of the volt-

age ripple (ævpp/2(t)) provided by the DSP board and displayed using DAC block with a 

proper voltage scaling.   

The switching ripple æv(t) has been obtained both numerically and experimentally 

by properly filtering the instantaneous dc-link voltage, according to (3.19). In case of ex-

perimental results the ñac couplingò function of the oscilloscope has been used together 

with a built-in second-order low-pass filter.  
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(a) m = 0.25 (b) m = 0. 33 

 

(c) m = 0.5 (d) m = 0.577 

Fig. 3.15: Experimental results for j = 50° (CPWM): upper half - output voltage and current, 

lower half ï analytically calculated envelope and measured dc voltage switching ripple  

for (a) m = 0.25, (b) m = 0.33, (c) m = 0. 5, and (d) m = 0.577. 
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(a) m = 0.25 (b) m = 0. 33 

 

(c) m = 0.5 (d) m = 0.577 

Fig. 3.16: Experimental results for j = 0° (CPWM): upper half - output voltage and current, 

lower half ï analytically calculated envelope and measured dc voltage switching ripple  

for (a) m = 0.25, (b) m = 0.33, (c) m = 0. 5, and (d) m = 0.577. 
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(a) m = 0.25 (b) m = 0. 33 

 

(c) m = 0.4 (d) m = 0.5 

Fig. 3.17: Experimental results for j = 50° (SPWM): upper half - output voltage and current, 

lower half ï analytically calculated envelope and measured dc voltage switching ripple  

for (a) m = 0.25, (b) m = 0.33, (c) m = 0. 4, and (d) m = 0.5. 
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(a) m = 0.25 (b) m = 0. 33 

 

(c) m = 0.4 (d) m = 0.5 

Fig. 3.18: Experimental results for j = 0° (SPWM): upper half - output voltage and current, 

lower half ï analytically calculated envelope and measured dc voltage switching ripple  

for (a) m = 0.25, (b) m = 0.33, (c) m = 0. 4, and (d) m = 0.5. 

Experimentally obtained results show good matching between theoretically calculated 

envelopes and peak-to peak dc-link voltage ripple for all considered cases of modulation 

indices and power phase angles, proving the effectiveness of the proposed approach. 
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3.7 Discussion 

In this chapter, dc-link current and voltage ripple analysis is presented for two-level 

three-phase voltage source inverters with balanced load. A short review of carrier-based 

and space vector PWM for three-phase inverters is provided. The dc-link voltage ripple 

components are calculated on the basis of the corresponding dc-link current components. 

The voltage switching ripple amplitude has been derived for two modulation techniques ï 

sinusoidal and centered (ñmin-maxò injection, equivalent to SVM) PWM as a function of 

operational conditions: modulation index, phase current and power phase angle. The max-

imum (peak-to-peak) value of voltage ripple amplitude has been evaluated as a function of 

modulation index for different power phase angles. The comparison between different cas-

es has been made in terms of different operational conditions and applied modulation tech-

niques. Simple and effective expressions for the dc-link capacitor design are proposed 

based on the maximum dc-link voltage switching ripple amplitude. 

Simulations and experimental results for both SPWM and CPWM, considering two 

power phase angles and different values of modulation index, are given. Given results are 

aimed to show the matching between analytically calculated dc-link voltage ripple enve-

lope and measured instantaneous dc-link voltage switching ripple. The comparison of dc-

link voltage switching ripple between different phase numbers will be given in Chapter 4. 
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Chapter 4 

Dc-link current and voltage switching ripple analysis 

in multiphase inverters 
 

 

 

 

 

 

4.1 Introduction  

The area of multiphase machines (machines with the number of phases greater than 

three) has gained widespread attention in the last decade. The interest in multiphase ma-

chines is rising due to some very specific applications, such as electric and hybrid electric 

vehicles (EVs), railway traction, ship propulsion, ñmore-electricò aircraft, remote offshore 

wind farms for electric energy generation, and the high-power industrial applications (roll-

ing mills, compressors etc). The main reason for utilization of multiphase machines in 

these applications is the existence of additional degrees of freedom when compared to their 

three-phase counterparts.  The ñclassicalò use of additional degrees of freedom are torque 

enhancement using low-order stator current harmonic injection and fault-tolerant opera-

tion. In addition, the possibility of splitting the motor power across a higher number of 

phases enables a reduction in the voltage/current rating of power semiconductors of the 

converters which are used to drive multiphase machines. A comprehensive survey of mul-

tiphase machines, covering their basic characteristics, types and variety, advantages over 

their three-phase counterparts, modelling, vector control, direct torque control, PWM con-

trol of multiphase inverters, postfault operating strategies, multiphase multi-motor drive 

systems, etc. are available in [4.1] and [4.2]. The latest contributions and significant new 

research results in the multiphase machinesô field is available in [4.3], [4.4] and [4.5]. The 

focus is on innovative uses of the additional degrees of freedom of multiphase drives. 

Multiphase machines are predominantly based on utilization of two-level multiphase 

voltage source inverters with equal number of phases. In order to fully exploit the potential 

of inverter-fed multiphase machines, a suitable modulation strategy has to be applied. As 

for the three-phase case, two most common modulation techniques for multiphase inverters 

are carrier-based PWM (CBPWM) and space vector PWM (SVPWM). The extension from 

three- to multi- phase VSIs is simple and rather straightforward in case of CBPWM tech-

niques. The improvement of the dc-bus utilization can be easily achieved by appropriate 

zero-sequence injection into leg voltage references. However, as the number of phases in-
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creases, the improvement rapidly reduces. Unlike CBPWM, the application of SVPWM 

becomes more complicated when the number of phases increase. Space vector PWM 

methods for symmetrical multiphase machines with an odd number of phases have been 

extensively discussed in the literature. A generic SVPWM algorithm, applicable to two-

level multiphase VSIs, where the number of phases is an odd number, has been presented 

in [4.8]. Feasibility of generalization has been verified for five-, seven- and nine-phase sys-

tems. A comprehensive relationship between SVPWM and CBPWM, followed by the 

practical implementation issues is provided in [4.9].  

Recently, the research focus in the area of multiphase inverters has been placed on 

the output side of inverters. The output current ripple is studied in terms of RMS minimi-

zation and its maximum peak-to-peak value. Referring to two-level five-phase VSIs, the 

analytical study of the output current ripple RMS, based on space vector theory has been 

presented in [4.10]. Three different modulation techniques, aimed at sinusoidal output gen-

eration, are compared and the results show that, in terms of the output current ripple RMS, 

the best modulation technique is the sinusoidal PWM. The superiority of the sinusoidal 

PWM in balanced sinusoidal operating conditions has been confirmed for an odd number 

of phases in [4.11] using so called ñpolygon approachò. In [4.12], the zero-sequence com-

ponent of the modulating signals is optimized in each switching period leading to the min-

imization of the output current ripple for any output voltage waveform. Furthermore, the 

comparison among several continuous and discontinuous modulation techniques, in terms 

of output current ripple, has been made and SVPWM shows the nearly-optimal behavior in 

each operating condition. The analysis related to the output current ripple peak-to-peak 

value in five-phase inverters has been presented in [4.13], where the peak-to-peak current 

ripple amplitude is analytically determined as a function of the modulation index, and a 

simplified expression for its maximum value is obtained. An extension of the analysis and 

an experimental verification is provided in [4.14]. A further extension to the seven-phase 

case and derivation of the peak-to-peak current ripple amplitude as a function of modula-

tion index is given in [4.15]. A similar idea is presented in [4.16], where the current ripple 

prediction method for multiphase PWM converters is proposed based on the equivalent 

single-phase circuit. 

Analysis of input current and dc-link voltage, presented so far, mainly refers to two-

level three-phase inverters. However, the input (dc-link) side of multiphase inverters has 

not been investigated widely. With reference to five-phase inverters, RMS calculations of 

input current and voltage ripple have been reported in [4.17]. Different modulation tech-

niques are considered and no dependency of the RMS value of the inverter input current 

ripple on the selected PWM scheme has been shown. It has been shown in [4.18] for a 

square-wave VSI control that the RMS value of the dc-link current can be decreased by in-

creasing the number of phases. Comparison of square-wave and a PWM control through 

spectral analysis is conducted for a seven-phase drive. The impact of classical PWM mod-
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ulation, with and without common mode injection on the RMS value of the dc current has 

been studied in [4.19] for dual-three phase induction machine. A PWM strategy dedicated 

to minimization of the RMS of the dc-link current in dual three-phase drive has been com-

pared in [4.20] with more conventional PWM techniques. It has been shown that PWM 

strategies have different effect on the RMS of the dc current and on the quality of the out-

put current. However, both constraints must be considered for the dc-link capacitor sizing. 

The RMS calculations of input current ripple in nine-phase PWM inverter are carried out 

in [4.21]. Referring to a six-phase drive system, the RMS value of the input current ripple 

is derived in [4.22]. As an alternative solution to six-phase drive system, double winding 

and dual inverter fed ac drive systems are considered and the input current ripple is com-

pared among several modulations. In [4.23] is shown that the input current ripple can be 

reduced by increasing the phase number from three to five. However, when the phase 

number is higher than nine no significant reduction of the input current ripple is achieved. 

As it can be noted, the analysis of the dc-link current and voltage ripple in multi-

phase inverters is mostly based on the RMS calculations. In this chapter, the dc-link volt-

age switching ripple in two-level multiphase VSIs with balanced load, where the number 

of phases is an odd number greater than three, is evaluated in terms of the maximum (peak-

to-peak) value. Two most popular PWM techniques ï sinusoidal and space vector PWM 

are applied and compared. A short review of both modulations is given in section 4.2. The 

theoretical analysis of the inverterôs dc-link current is presented in section 4.3 for general 

n-phase case. The voltage ripple is evaluated in section 4.4 and the focus is placed on five- 

and seven- phase two-level VSIs. The comparison of voltage switching ripple for higher 

number of phases is made in section 4.5 in terms of the voltage ripple envelope and its 

maximum value. Dc-link voltage switching ripple requirements are further used for the dc-

link capacitor design. Simulations and experimental results are included in section 4.6. Fi-

nally, a brief discussion of obtained results is given in section 4.7. 

The content of this chapter, based on theoretical analysis and experimental results, 

has been used in [4.28] and [4.29]. 

 

4.2 Modulation techniques  

For the dc-link voltage ripple evaluation that follows, a brief review of sinusoidal 

PWM (SPWM) and space vector modulation (SVM) for multiphase VSIs is given. The 

multiphase (n-phase, n is considered as an add number) VSI topology supplying a star-

connected balanced passive- or motor-load is presented in Fig. 4.1. The inverter is supplied 

by a dc voltage source (Vdc) via an equivalent series dc source impedance Zdc, representing 

an inductive filter (L) and/or an equivalent series resistance (R).  
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Carrier -based PWM 

For reason of simplicity, sinusoidal PWM is introduced first. According to Fig. 3.1, 

the zero-sequence signal is set to zero to obtain SPWM. The n reference signals become 

equal to the sinusoidal fundamental signals, displaced in time by 2ˊ/n degrees as  

( )* 2
( ) cos 1 , 1,2,... .kv t mV k k n

n

på õ
= J- - =æ ö

ç ÷
 (4.1) 

In the following, two multiphase inverter topologies are analyzed, five- and seven-

phase two-level inverters. Fig. 4.2 shows reference signals of (4.1) for five-phase case 

compared with the triangle carrier waveforms, for one fundamental period and for modula-

tion index set as m=0.5.  

Sectors 

 

Fig. 4.2: Reference signals for five-phase VSIs over one fundamental period (SPWM). 
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Fig. 4.1: Circuit scheme of n-phase voltage source inverter. 
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It is noticeable that fundamental period can be divided into 10 sectors, each spanning ˊ/5 

degrees. Considering the first sector, as an example, Fig. 4.3 shows five reference signals 

over one switching period (Tsw) together with a carrier signal, and generated PWM switch-

ing patterns (switching functions). 

 

 

t0  t1  t2  t3  t2  t1  t0  
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t3  

5.0  
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t4  t5  t5  t4  
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3S  

4S  

*
2v  

  

Fig. 4.3: Principle of generation of switching pattern for five-phase VSIs. 

The application times tk, k=0,1,..5 can be calculated based on Fig. 4.3 and by means 

of simple trigonometry as: 

()ö
÷

õ
æ
ç

å
J-= cos

2

1

2
0 m

T
t sw , (4.2) 

1 sin sin
5 5

swt mT
p på õ å õ

= -Jæ ö æ ö
ç ÷ ç ÷

, (4.3) 

()2

2
sin sin

5
swt mT

på õ
= Jæ ö

ç ÷
, (4.4) 

3

2
sin sin

5 5
swt mT

p på õ å õ
= -Jæ ö æ ö

ç ÷ ç ÷
, (4.5) 

()4 sin sin
5

swt mT
på õ

= Jæ ö
ç ÷

, (4.6) 
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5

1
cos

2 2 5

swT
t m

å p õå õ
= - -Jæ öæ ö

ç ÷ç ÷
. (4.7) 

According to Fig. 3.1, centered PWM (CPWM) can be achieved by adding to the 

five sinusoidal reference signals the zero-sequence signal expressed as: 

( )*
min

*
max5.0)( vvtvz +-=  (4.8) 

Comparing to the SPWM, an increase of around 5.15% in the dc bus utilization, in 

the linear modulation region, is achieved if CPWM is applied to five-phase system. Thus, 

the modulation limit is mmax=0.526. The effect of a ñmin-maxò injection is shown in Fig. 

4.4 where five reference signals are shown over one fundamental period. 

 Sectors 

Fig. 4.4: Reference signals for five-phase VSIs over one fundamental period (CPWM). 

It can be noted that after the injection (Fig. 4.4) the ordering of the reference signals 

remains the same as before injection (Fig. 4.2). Thus, keeping in mind that with high 

enough switching frequency those reference signals are still constant during one carrier pe-

riod, it can be concluded that the switching sequences (and so, the application times) of the 

active space vectors will be the same as in case of SPWM. The difference is in the applica-

tion times of two zero space vectors. Based on (4.1), (4.8) and Sector 1 (Fig. 4.4), the ap-

plication times of two zero space vectors are calculated as: 

() ()0

1 1 8
cos cos cos

2 2 2 5

swT
t m m m

è øå p õå õ
= - J + J + J-é ùæ öæ ö

ç ÷ç ÷ê ú
, (4.9) 
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()3

1 8 1 8
cos cos cos

2 2 5 2 5

swT
t m m m

è øp å p õå õ å õ
= + J- - J + J-é ùæ öæ ö æ ö

ç ÷ ç ÷ç ÷ê ú
. (4.10) 

Applying basic trigonometric equations, the following simplification is obtained: 

( )0 5 1 2 3 4
2

1 1 cos cos sin sin
2 5 5

sw

sw

T
t t t t t t

T
m m

= = - + + + =

è øå õå õ å õ
= - + -é ùæ öæ ö æ ö

ç ÷ ç ÷ç ÷ê ú

p p
J J

. (4.11) 

Similarly to the five-phase case, Fig. 4.5 shows reference signals of (4.1) for seven-

phase case compared with the triangle carrier waveforms, for one fundamental period and 

for modulation index set as m=0.5. It is noticeable that in this case fundamental period can 

be divided into 14 sectors, each spanning ˊ/7 degrees.   

Sectors 

 

Fig. 4.5: Reference signals for seven-phase VSIs over one fundamental period (SPWM). 

Assuming the same (high) ratio of the switching over fundamental frequency as be-

fore, and considering the first sector as an example, Fig. 4.6 shows seven reference signals 

over one switching period (Tsw) together with a carrier signal, and generated PWM switch-

ing patterns (switching functions). 

The application times tk, k=0,1,..7 can be calculated similarly to the case of five-

phase inverters, referring to Fig. 4.6 and by means of simple trigonometry as: 

()ö
÷

õ
æ
ç

å
J-= cos

2

1

2
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T
t sw , (4.12) 
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Fig. 4.6: Principle of generation of switching pattern for seven-phase VSIs. 
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Centered PWM (CPWM) can be achieved by adding to the seven sinusoidal refer-

ence signals the zero-sequence signal given by (4.8). An increase of around 2.57% in the 

DC bus utilization, in the linear modulation region, is achieved comparing to the SPWM 

[4.26]. Thus, in case of seven-phase VSIs, the modulation limit is mmax=0.513. The effect 

of a ñmin-maxò injection is shown in Fig. 4.7 where seven reference signals are shown 

over one fundamental period. 

Sectors 

 

Fig. 4.7: Reference signals for seven-phase VSIs over one fundamental period (CPWM). 

As in the five-phase case, the switching sequences (and so, the application times) of 

the active space vectors, in the first sector, are identical to those given by (4.13) - (4.18) for 

SPWM. The difference is in the application times of two zero space vectors which are fi-

nally calculated as: 

. (4.20) 

Space vector modulation 

Due to the large number of space vectors in multiphase machines there is a lot of 

flexibility in choosing the proper combination of them. SVPWM method for a symmetrical 

five-phase machine was first presented in [4.6]. By combining the utilization of two large 

and two medium length neighbouring space vectors sinusoidal output voltages are obtained 

without any low-order harmonics. The same dwell times, although calculated in a different 

way, are obtained in [4.7]. Different schemes based on use of only large active space vec-


