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ABSTRACT  

Low molecular weight gelators (LMWGs) based on pseudo-peptides are here studied for the 

preparation of supramolecular materials. These compounds can self-assemble through non-

covalent interactions such as hydrogen bonds and -́ˊ stacking, forming fibres and gels.  

A wide variety of materials can be prepared starting from these building blocks, which can be 

tuned and functionalised depending on the application.   

In this work, derivatives of the three aromatic amino acids L-Phenylalanine, L-Tyrosine and L-

DOPA (3,4-dihydroxiphenylalanine) were synthesised and tested as gelators for water or 

organic solvents. First, the optimal gelating conditions were studied for each compound, 

varying concentration, solvent and trigger. Then the materials were characterised in terms of 

mechanical properties and morphology. Water remediation from dye pollution was the first 

focus of this work. Organogels were studied as absorbent of dyes from contaminated water. 

Hydrogels functionalised with TiO2 nanoparticles and graphene platelets were proposed as 

efficient materials for the photo-degradation of dyes. An efficient method for the incorporation 

of graphene inside hydrogels using the gelator itself as dispersant was proposed. In these 

materials a high storage modulus coexists with good self-healing and biocompatibility.  

The incorporation of a mineral phase inside the gel matrix was then investigated, leading to the 

preparation of composite organic/inorganic materials. In a first study, the growth of calcium 

carbonate crystals was achieved inside the hydrogel, which preserved its structure after crystal 

formation. Then the self-assembled fibres made of LMWGs were used for the first time instead 

of the polymeric ones as reinforcement inside calcium phosphate cements (CPCs) for bone 

regeneration. Gel-to-crystal transitions occurring with time in a metastable gel were also 

examined. The formation of organic crystals in gels can be achieved in multicomponent 

systems, in which a second gelator constitutes the independent gel network. Finally, some 

compounds unable to gelate were tested as underwater adhesives. 
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Chapter 1 

 

1. Introduction  

 

1.1 Low molecular weight gelators 

Low molecular weight gelators (LMWGs) are a fascinating class of compounds able to self-

assemble into supramolecular structures, such as fibres and gels. They received great attention 

in the last two decades because of the possibility to tailor their structures, obtaining intriguing 

supramolecular architectures and materials suitable for several applications, including 

environmental remediation,1 medicine,2 biomineralization3 and electronics.4    

LMWGs are organic compounds with molecular weights lower than 1000 Daltons, able to self-

assemble through non-covalent interactions such as hydrogen bonding, -́  ́stacking (Figure 

1.1), metal coordination, dipolar and van der Waals interactions, solvophobic forces 

(hydrophobic forces for hydrogels).5,6 The dynamic nature of non-covalent interactions paves 

the way to the preparation of reversible materials, which distinguish these supramolecular gels 

from polymeric gels. This is an important property for several applications, mainly in the 

biomedical field. 

 

Figure 1.1 Schematic representation of some of the interactions leading to the self-assembly of 

LMWGs.  
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Despite the limited range of non-covalent stabilising interactions, LMWGs molecules have 

access to a diverse and elaborate range of supramolecular structures which give rise to variable 

morphologies, presumably due to the large degrees of freedom available in three-dimensional 

packing motifs and subtle differences in the energies of intermolecular interactions.7 

Although these interactions are individually weak, their sum drives to the assembly, leading to 

the formation of materials that are permanent on analytical time scale and are considered ñsolid-

likeò in their rheological behaviour, even when more than 99% by weight of the material is 

liquid (the solvent).8     

The formation of LMW gels (Figure 1.2) relies on a delicate balance between solubility and 

insolubility of the gelator in the solvent chosen. The gelation process usually starts when a 

trigger is added to the gelator solution and drives the gelator from a soluble to a partial-soluble 

state. The trigger may be a physical or chemical input such as temperature variation,9 ultrasound 

sonication,10 solvent switch,11 salt addition12 or a pH change.13 The addition of the trigger 

causes the slow self-assembly of the gelator molecules in long structures, most commonly fibers 

(Self-Assembled Fibrillary Network, SAFiN), which entangle together at a certain 

concentration, forming a network able to trap the solvent.  

 

Figure 1.2 Schematic assembly process of a gel across length scale. Reproduced from ref.14 

The strength of the network prevents the flow of the solvent under gravity from the gel, even if 

the vial containing the gel is turned upside down, which is a usual and simple test to check 

whether a gel formed or not. Depending on the medium where the LMWG is dissolved, gels 

can be divided into hydrogels, if the solvent is water, or organogels, if an organic solvent is 

used.   

The final properties of a gel are critically affected by the structure of the gelator molecule, as 



3 

 

well as the process by which gelation occurs. Every method implies a certain time and involves 

a specific kinetic for the formation of the fibres, of the entanglements and finally of the network 

(Figure 1.3). Even using the same trigger, gelation rates can vary, leading to materials with 

different bulk properties.15 For this reason, it is very important to carefully control all the 

parameters of the process in order to prepare gels with reproducible properties, that is an 

essential feature when using gels in applications.  

 

Figure 1.3 Formulation parameters that may influence gel formation. Reproduced from ref.14  

It is extremely difficult to predict whether a certain molecule will form a gel or not and 

understanding the rules behind the gelation process is still challenging. The formation of gels 

has been described as an empirical science, and the vast majority of gelator structures were 

discovered serendipitously.16 Molecules with very similar structures can exhibit extremely 

different propensity to form gels.17ï20 In these last years, researchers devoted a significant effort 

to identifying potential gelator molecules only by screening large numbers of compounds and 

testing a wide range of solvents. Nevertheless, the tireless research in this field led to a 

remarkable improvement in the understanding of the general principles behind LMW gels 

formation and properties. 
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1.2 Peptides and pseudo-peptides as LMWGs 

Peptides and peptide derivatives are particularly attractive building blocks for the construction 

of supramolecular materials. Nature itself is largely devoted to the expression of 20 amino acids. 

The expressed polypeptides and proteins undertake an impressive array of structural and 

functional roles, including molecular recognition, catalysis and energy storage. While many of 

these biological structures are too complex to provide scalable technological solutions, 

simplified versions of these systems may provide useful tools with properties and functions 

normally not associated with synthetic materials.21  

Peptidomimetics are small protein-like molecules designed to mimic natural peptides. It is 

possible to design these molecules in order to obtain the same biological effects as their peptide 

role models with enhanced properties, such as higher proteolytic stability, increased 

bioavailability and , in some cases, improved selectivity or potency.22  

Both peptides and peptidomimetics tend to form secondary structures, such as helices or sheets, 

which are stabilized by intramolecular or intermolecular NïHỄO C hydrogen bonds (Figure 

1.4). Helices are stabilized by intramolecular hydrogen bonds, while sheets are usually 

stabilized by intermolecular hydrogen bonds, depending on the molecular structure and chain 

length. Self-organized oligomers that tend to form helices are usually bad candidates as 

LMWGs, in contrast, oligomers that have ɓ-sheets as preferred secondary structure are good 

candidates to form fibres, and behave as gelators.23  

 

Figure 1.4 (a) An Ŭ-helix with the hydrogen-bonding pattern parallel to the helix axis; (b) ɓ-strand with 

illustrative hydrogen bonds orthogonal to the direction of the chain; (c) Ŭ -helices forming higher order 
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structures; (d) ɓ-sheet assembly is stabilized by the formation of intermolecular hydrogen bonds. 

Adapted from ref.23 

Peptide-based scaffolds are interesting candidates for hydrogelation and organogelation 

because they can self-assemble using various noncovalent interactions. Moreover, they can be 

manufactured easily and in large quantities, and modified both chemically and biologically. 

Some structural features have been identified as responsible for the formation of a good gelator: 

(i) it  should contain a hydrophilic head, as a peptide bond; (ii) it should contain some 

hydrophobic moieties, usually aromatic rings or occasionally long aliphatic chains; (ii i) it 

should be a chiral compound. In the following paragraphs these general features will be 

analysed in more details. 

 

 Aromatic groups in LMWGs  

During the last two decades, a wide variety of dipeptide and tripeptide conjugates has been 

synthesised and tested as LMWGs. Efficient gelators appear to require the presence of an 

aromatic protecting group such as fluorenylmethoxycarbonyl (Fmoc),17,24 naphthalene,18,25 

pyrene26 or spiropyran27 on the N-terminus of the dipeptide.  For example, it was reported that 

FmocïTyrïOH (Tyr=tyrosine) is an efficient hydrogelator, whereas CbzïTyrïOH (where Cbz 

is carboxybenzyl protecting group) and BocïTyrïOH (where Boc is a tert-butyloxycarbonyl 

protecting group) do not form fibrillar structures in water.28 As a further example, a totally 

deprotected diphenylalanine, HïPheïPheïOH (Phe=Phenylalanine), can form vesicles 

or nanotubes in aqueous solution,29 while FmocïPheïPheïOH can form extended fibrillar 

structures that associate to give hydrogels.30 Reported studies of peptide gels suggest that the 

Fmoc groups assemble with ˊḯ  stacking distances of <4 Å,31,32 supporting the idea that the 

presence of ˊḯ  stacking is important to hydrogel formation.     

Adams et al.33 have carried out a comprehensive study on the gelation properties of a library of 

Fmoc protected dipeptides. In general, the ability of a dipeptide to form strong gels was found 

to be correlated to its hydrophobicity. Dipeptides with calculated hydrophobicities below 

logP =2.8 (P=partition coefficient) formed weak and unstable gels, whereas when logP was 

above 5.5 the dipeptides appeared to be too hydrophobic to form homogeneous gels.  

javascript:popupOBO('CHEBI:46761','c0jm03099f','http://www.ebi.ac.uk/chebi/searchId.do?chebiId=46761')
javascript:popupOBO('CHEBI:50796','c0jm03099f','http://www.ebi.ac.uk/chebi/searchId.do?chebiId=50796')
javascript:popupOBO('CHEBI:16670','c0jm03099f','http://www.ebi.ac.uk/chebi/searchId.do?chebiId=16670')
javascript:popupOBO('CHEBI:46761','c0jm03099f','http://www.ebi.ac.uk/chebi/searchId.do?chebiId=46761')
javascript:popupOBO('CHEBI:46761','c0jm03099f','http://www.ebi.ac.uk/chebi/searchId.do?chebiId=46761')
javascript:popupOBO('CHEBI:46761','c0jm03099f','http://www.ebi.ac.uk/chebi/searchId.do?chebiId=46761')
javascript:popupOBO('CHEBI:46761','c0jm03099f','http://www.ebi.ac.uk/chebi/searchId.do?chebiId=46761')
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At intermediate values of logP (3.4ï5.5), all the dipeptides assembled to give gels of similar 

strengths. 

Another important study reported how the presence of aromatic amino acids in several dipeptide 

gelators can positively affect the gelation abilities of the compound.34 The analysis was 

performed on 34 dipeptides and proved that those containing a phenylalanine as one of the 

constituent amino acids were much more likely to lead to a gelator compared to those having 

non-aromatic amino acids only. In the study, when neither amino acid in the dipeptide was a 

phenylalanine, there was a 55% chance that the molecule would form a gel. However, when 

either of the amino acids is phenylalanine, there is a 91% chance that the molecule will form a 

gel. The only dipeptides containing Phe which failed to form gels were those functionalised 

with an anthracene ring, which probably lacked flexibility for optimal packing for gelation.  

If those structures are not taken into account, then 100% of the molecules formed gels when 

either of the amino acids was phenylalanine. This is one of the reasons why the gelators studied 

in this Thesis are based on aromatic amino acids: phenylalanine, tyrosine and DOPA (3,4-

dihydroxyphenylalanine).  

In general, many studies in the last two decades have focused on phenylalanine containing 

dipeptides, functionalised with a range of protecting groups and leading to a variety of different 

materials.35ï40 Fewer examples have examined tyrosine based gelators,41ï45 but these are still a 

huge amount compared to studies focusing on DOPA gelators. The self-assembling of some 

DOPA-containing short peptides has been recently reported.44,46ï49  

L-DOPA is a chiral amino acid generated via biosynthesis from the amino acid L-tyrosine 

available from plants and mammals, including humans. L-DOPA is a psychoactive drug used 

in the clinical treatment of Parkinson's disease, because it can cross the bloodïbrain barrier and 

act as precursor to the neurotransmitters dopamine, norepinephrine (noradrenaline), and 

epinephrine (adrenaline).49 DOPA is particularly interesting due to the multifunctional nature 

of the catechol moiety, which is capable of acting as an antioxidant, a radical trap, a metal 

chelator and an oxidizable reducing agent.50,51 A deeper understanding of the self-assembly 

process of DOPA based compounds could lead to the preparation of a novel class of 

biocompatible materials with a wide range of useful properties. This is one of the reasons why 

derivatives and materials based on this amino acid are the major focus of this Thesis.  

javascript:popupOBO('CHEBI:46761','c0jm03099f','http://www.ebi.ac.uk/chebi/searchId.do?chebiId=46761')
https://www.sciencedirect.com/topics/chemistry/phenylalanine
https://www.sciencedirect.com/topics/materials-science/amino-acids
https://www.sciencedirect.com/topics/chemistry/gelator
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 Peptide amphiphiles and bolaamphiphilic gelators 

Another class of gelators that has been widely explored are peptide amphiphiles (PAs), 

consisting of a hydrophobic nonpeptidic tail covalently conjugated to a peptide sequence.  

These molecules consist of three segments (Figure 1.5): a hydrophobic sequence, commonly 

an alkyl tail, that drives aggregation through hydrophobic collapse; a ɓ-sheet-forming peptide 

that promotes nanofibers formation; a peptide segment that contains ionizable side chains and 

often an amino acid sequence of interest for biological signalling. 

 

Figure 1.5 Molecular structure of a peptide amphiphile. 

A particular kind of amphiphilic peptides are bolaamphiphiles (two-headed amphiphiles), 

composed by a long hydrophobic alkyl chain acting as a spacer between two polar headgroups 

attached to its ends (Figure 1.6). They are named after the ñbolaò, which is a South American 

weapon made of two balls connected by a string. As with conventional amphiphiles, the 

chemical functionality of the headgroups and linking group can be varied to change the 

aggregation properties. Some groups have reported the design and synthesis of hydrogelators 

and/or organogelators having this skeleton for several applications.36,52ï55   

 

Figure 1.6 Example structure of a bolaamphiphilic gelator.  
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1.2.3 Oxazolidin-2-one containing gelators 

Tomasini et al. reported that 4-methyl-5-carboxy-oxazolidin-2-one moiety (denoted as Oxd 

from now on) could be successfully utilized in the formation of supramolecular materials.  

This molecule, that mimics a proline group, may form oligomers having stable secondary 

structures in solution, due to its ability to lock the peptide bond in the trans conformation.56ï58 

This outcome does not take place in prolyl bonds which also adopt the cis conformation.59ï61 

The imide bond of N-acyl oxazolidin-2-ones  adopt rigid trans conformers due to the 

combination of Coulomb repulsion between carbonyl oxygen in the cis isomer and nŸˊ* 

interactions in the trans isomer.62 This property induces a local constraint in the pseudopeptide 

chain that may cause the formation of supramolecular materials, when it is combined with other 

factors, such as ́ -stacking interactions and intermolecular N-H···O=C bonds. For example, the 

L-Phe-D-Oxd (L-Phe = L-phenylalanine) moiety (Figure 1.7) displays all these effects and may 

be considered a privileged scaffold for the formation of supramolecular materials.54 

 

Figure 1.7 Chemical structure of the L-Phe-D-Oxd moiety, a privileged structure for the formation of 

supramolecular materials. Adapted from ref.63 
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1.3 Triggers 

As mentioned before, there are several types of triggers to start the gelation process, leading to 

gels with different final properties that can be suitable or not for a specific application.  

For example, a gel obtained with the solvent change method (which implies organic solvents) 

or with the pH change method (usually achieving a final pH around 3-4), cannot be used for 

cell culturing.       

The gels presented in this work were obtained using four types of trigger: 1. pH change, 2. 

solvent switch, 3. sonication, 4. salt addition and 5. amino acid addition.  

1. In addition to hydrophobic interactions, hydrogen bonding appears to be essential to the 

self-assembly process. Several publications33,64,65 confirmed that dipeptides form gels 

when the carboxylic acid group is protonated. 

Gelation may be initiated by changes in pH that cause protonation or deprotonation of 

gelator molecules. When molecules containing carboxylic acids are used, the gelator is 

dissolved in alkaline environment leading to a pH above its pKa, so that the formation of a 

carboxylate occurs. Then, when the trigger (an acid) is added to the solution and the pH 

drops below the pKa of the compound, the carboxylate is protonated again, decreasing the 

solubility of the LMWG and inducing the self-assembly process.33  

At low pH, fibrils may form rapidly in a few seconds or even less, making the achievement 

of a homogeneous pH before the start of the gelation process a real challenge. For this 

reason, the acid used to lower the pH has a pivotal effect on the kinetics of formation of 

the network and thus on the final properties of the material.   

A mineral acid, such as HCl, can be added to a high pH solution of gelator, causing a fast 

decrease in the pH. The quick drop in pH usually induces the formation of the gel at the 

surface, with a consequent gradual diffusion of the acid through the gel into the rest of the 

solution. This process may lead to irreproducible and even visibly inhomogeneous gels 

(Figure 1.8). A way to overcome this problem is to use lactones or anhydrides, which 

slowly hydrolyse in water forming an acid. Glucono-ŭ-lactone (GdL) is one of the most 

widespread precursor for such a pH change method of LMWGs, because it is readily 

dissolved in water and hydrolysed slowly to gluconic acid, providing a uniform distribution 

in the solution (Figure 1.9).64 The hydrolysis process of the lactone is so slow (about 8 

hours) that the solution can be mixed, to provide a homogenously dispersed solution before 

javascript:popupOBO('CHEBI:46761','c0jm03099f','http://www.ebi.ac.uk/chebi/searchId.do?chebiId=46761')
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the pH change. The lactone hydrolysis generates the acid and allows a uniform and slow 

decrease in pH, which usually leads to the formation of homogenous and reproducible gels. 

 

Figure 1.8 Comparison between a gel prepared with Fmoc-leucine-glycine. (a) pH changed with 

HCl, (b) pH changed with GdL. 

 

Figure 1.9 Representation of the mechanism of gelation when GdL is used. The gelator represented will 

be discussed in Chapter 5. 

2. The solvent change method relies on dissolution of the gelator in an organic solvent and 

subsequent addition of a miscible anti-solvent, which reduces the solubility of the 

compound and induces the gelation process. It is a useful tool for those LMWGs that do 

not dissolve in water, because they can be added to an organic solvent and water can be 
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added later as anti-solvent. The formation of the gel network is very fast with this method, 

usually taking place in a few minutes. The properties of the final material are mainly 

affected by the ratio between the two solvents.66,67 

3. The first example of the influence of ultrasound sonication on organogelation was reported 

by Naota and co-workers for peptide-based palladium complexes.68 Soon after, 

Reepmisterôs group reported the formation of organogels upon sonication of dipeptides.69 

In these works, the mechanism suggested involved conformational changes of the gelator 

induced by sonication, leading to the formation of self-assembled structures.  

They proposed that ultrasound waves were responsible for the cleavage of the intra-

molecular interactions of the complexes (-́stacking and hydrogen bonds) enabling rapid 

and spontaneous aggregation through inter-molecular interactions in a ñself-lock/interlockò 

switching. In this process, the formation of the gel and its final properties and morphology 

are highly affected by sonication time, temperature and solvent.  

 

4. Another useful trigger is represented by metal-ions. The addition of divalent ions such as 

calcium, magnesium and zinc enhances the ionic strength of the interaction between fibres 

inducing cross-linking.70 This process can occur when gelator molecules possess particular 

groups such as carboxylates, that can be bonded together by the metal-ions (Figure 1.10). 

It was reported that these interactions take place at high pH when the gelator molecules 

may organise in worm-like micelles, with buried hydrophobic cores and exposed 

carboxylate heads.12  

  

 

Figure 1.10 Schematic representation of gelation triggered by Ca2+ ions. 
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The three-dimensional network is presumably formed through the presence of salt bridges 

between the divalent cations and two negatively charged carboxylic groups belonging to 

neighbouring worm-like micelles. This process may be similar to what happens to 

biopolymers such as pectin and alginate in presence of calcium.71 The use of metal ions for 

gelation trigger can have a pivotal role in trapping undesired cations pollutants and in 

biomedical applications, because gels can be formed over a wide range of pH including 

neutral conditions.45         

5. Recently, Tomasini and co-workers reported an effective and inexpensive method to 

promote gelation in water using amino acids and bolaamphiphilic gelators.72  Amino acids 

trigger the hydrogel formation by making non-covalent salt-bridge cross links between 

gelator molecules. The formation of strong networks was observed in particular with basic 

amino acids, such as Histidine (His) and Arginine (Arg). Figure 1.11 shows the cross 

linking which is hypothesised to occur between gelator molecules and Arg. The basicity of 

Arg allows a better dissolution of the gelator. The electrostatic interactions between Arg 

and the gelator molecule helps to form a supramolecular chain, that mimics a polymer.  

This method allows the formation of hydrogels that can be used for biological application 

at a neutral or slightly basic final pH. 

 

 

Figure 1.11 Hypothetical interactions formed by a bolaamphiphilic gelator and Arg. 
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1.4 Gel characterisation: rheology 

An essential tool for the characterisation of the mechanical properties of gels is rheology.  

Quite often the first diagnostic test for gelation is the so-called ñtabletopò rheology.  

In one of these tests, the tube inversion, the vial or test-tube containing the sample is inverted 

upside-down and if the sample does not flow under its own weight it is considered a gel. 

However, this test is not sufficient to demonstrate the formation of gels, because some viscous 

liquids can be stable to inversion for a short time.73   

The second tabletop rheological technique, the falling sphere or dropping ball test, consists in 

placing a small glass sphere on top of a sample which is heated in a test-tube. The melting 

temperature, Tgel, is detected when the sphere drops on the bottom of the gel, meaning that the 

network is broken. These two tests are very simple but may lead to inaccuracies, because they 

rely on visual observations. To deeper investigate the mechanical properties of gels, it is 

necessary to use a rheometer, which provides quantitative information on the gel network. 

However, it should be noted that rheological properties of different gels can only be compared 

if the gels have been prepared in the same ways and measured using the same measuring system. 

This sometimes makes interpreting the literature quite difficult.  

Modern rheometers can be used to perform a complete analysis of the viscoelastic behaviour of 

gels. The two-plates model is used to define the rheological parameters needed for a scientific 

description of the flow behaviour of the material. Shear is applied to a sample sandwiched 

between the two plates. The lower stationary plate is mounted on a very rigid support, and the 

upper plate can be moved parallel to the lower plate (Figure 1.12).  

         

Figure 1.12 Left: a generic rheometer. Right: representation of what happens when the shaft (a) moves 

down on the sample (b) and rotates, while the lower plate (c) is stationary.   
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 Amplitude sweep 

The two plates model is used to define the shear strain (ɔ) using the parameters deflection path 

(s) of the upper, movable plate, and distance (h) between the plates. Shear strain ɔ is defined as 

deflection path s divided by shear gap width h (Figure 1.13). The unit for shear deformation is 

thus dimensionless, usually stated as a percentage. 

 

Figure 1.13 Two-plates model used to define the shear strain (left). Shear strain formula (right). 

The first test usually performed with a rheometer on a gel is the Amplitude sweep, a strain 

sweep experiment where the deflection of the measuring system is increased stepwise from one 

measuring point to the next while keeping the angular frequency (ɤ) at a constant value (Figure 

1.14). 

 

Figure 1.14 Pre-set of an amplitude sweep experiment, with controlled strain (ɔ) and five-steps 

increasing amplitude. Frequency is kept constant. 
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The outcome is generally presented as a diagram with shear stress or strain on the x axis and 

Gô and Gò on the y axis, with both axes on a logarithmic scale. Whereas Gô (storage modulus) 

represents the elastic behaviour of a material and how solid-like it is, Gò (loss modulus) 

represents the viscous portion and how liquid-like it is. Some important outcomes of this test 

are the values of Gô and Gò and the determination of the linear viscoelastic (LVE) region of the 

gel. In Figure 1.15 the LVE is represented by the linear range on the left before ɔL, which is 

the linearity limit. LVE regions indicate the range in which the test can be carried out without 

breaking the network of the sample hence the strain needed to break it, thus providing 

indications on the strength of the gel.   

In the LVE region, Gô and Gò are constant, showing a plateau value. After the linearity limit, 

Gô starts decreasing, until the crossover point (or yield value ɔf) is reached, where Gò is larger 

than Gô, meaning that the structure is destroyed and the material can flow (Figure 1.15).74  

  

Figure 1.15 Left: representation of an amplitude sweep test on a gel sample, with Gô>Gò before the 

crossover point. Right: after the yield point has been exceeded, the superstructure breaks down and the 

material may start to flow. 

A true gel shows an LVE region where Gô is about one order of magnitude higher than Gò and 

the value of the loss factor Gò/Gô (tanŭ) is lower than 0.1.16   

Amplitude sweep experiments are usually the first rheological characterisation, since all the 

other oscillatory tests require that the measure is performed at a strain or stress within the LVE 

region. 
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 Frequency sweep  

Frequency sweep experiments are generally the second important analysis performed on gels, 

describing the time-dependent behaviour of the material in a non-destructive deformation 

range. The angular frequency (ɤ) is increased stepwise from one measuring point to the next 

while keeping the deflection of the measuring system (shear strain) at a constant value  

(Figure 1.16). Hence, the only precondition is that the selected shear-strain amplitude is within 

the LVE region, determined through the Amplitude sweep test.  

 

Figure 1.16 Pre-set of a frequency sweep with controlled shear strain and a five-step variation in 

frequency. The strain amplitude ɔA is kept constant. 

High frequencies are used to simulate fast motion on short timescales, whereas low frequencies 

simulate slow motion on long timescales or at rest. In practice, with a frequency sweep test it 

is possible to gather information on the behaviour and inner structure of the material, and to 

determine how stiff the gel is. The larger GË and Gě are the stiffer the gel, as it has a more solid 

like properties. The results of frequency sweeps are usually presented in a diagram with the 

(angular) frequency plotted on the x-axis and storage modulus G' and loss modulus G'' plotted 

on the y-axis, with both axes on a logarithmic scale (Figure 1.17). 

A typical gel-like behaviour in these tests is observed when both Gô and Gò values are 

independent from frequency, since the relaxation time of the material is shorter than the 

frequency change.75 
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Figure 1.17 Schematic representation of a frequency sweep test on a gel sample, with Gô>Gò, both 

independent from frequency changes. 

 

 Thixotropy (step-strain) test 

Thixotropy or step-strain experiments can provide essential information on the thixotropic 

behaviour, which defines the material propensity to structural regeneration. The test is usually 

divided in intervals where different values of strain ɔ are applied.  

The first interval, at a pre-set low shear rate (within the LVE region), simulates the material 

behaviour at rest (GôιGò). In the second interval the sample is subjected to deformation 

characterised by an applied strain ɔ above the LVE region, which usually causes an inversion 

between Gô and Gò (Gô᾽Gò), this meaning that the network has been broken.  The third interval 

is the recovery step; the applied strain is again within the LVE region and should allow the 

reconstruction of the material network (Figure 1.18). 

  

Figure 1.18 Typical result of a thixotropy test with three intervals for a gel sample, depicted as a time-

dependent G function. Gô modulus is the red line and Gò the blue line. (1) at the beginning, the sample 
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is at rest (GôιGò), (2) structural breakdown is induced by high shear (GòιGô); (3) gel structural recovery 

at rest (Gô exceeding Gò again). The example shows a material with complete regeneration.  

If a material can completely recover over time the mechanical properties of the initial state after 

the deformation step, it can be considered thixotropic. Interval 2 and 3 can be repeated several 

times to test the material ability to reconstruct the network after multiple breaks. 

 

 Time sweep test 

Time sweep tests can be a useful tool to determine gelation kinetics. These tests are generally 

performed under constant shear conditions either at a constant shear rate or at a constant shear 

stress and storage modulus and loss modulus are monitored over time. The measuring 

temperature is kept constant, thus providing for isothermal conditions. A small stress/strain is 

usually applied at small frequencies to minimise the disturbing effect of the experimental 

conditions towards the gelation process.76   

In a typical gelation curve, the viscous behaviour dominates the initial part of the experiment 

(G">Gô), the elastic behaviour dominates the final part (Gô>Gò)77 and the intersection point 

represents the starting of the gelation process (Figure 1.19).  

 

Figure 1.19 Representation of a time sweep experiment of a gel. The intersection point where Gô 

becomes higher than Gò is marked as t. 

 



19 

 

1.5 Aim of the thesis 

The overall aim of this Thesis is the preparation of supramolecular materials based on LMWGs. 

The first purpose is the synthesis of the gelators, performed through multistep procedures in 

solution and standard reactions of coupling, protection and deprotection. The gelators 

synthesised are based on pseudo-peptides and amino acids, sometimes coupled to long chain 

fatty acids. The attention is focused on derivatives of three aromatic amino acids, L-

phenylalanine, L-tyrosine and L-DOPA, because the presence of aromatic groups introduces 

interactions favourable for the formation of supramolecular architectures.   

After the purification and characterisation of the compounds, the conditions for the formation 

of supramolecular materials were investigated, varying the combination of gelator 

concentration, solvent and trigger. The formation of gels was first checked using the test tube 

inversion method. Then a full rheological characterisation was carried out, in order to determine 

the viscoelastic properties of each sample. The morphological analyses were performed to have 

a better understanding on the fibre network arrangement and dimensions. Starting from this first 

characterisation and from knowledge of the intrinsic features of the gel (functional groups on 

the molecule, final pH, solvent nature), the selected materials were functionalised for different 

applications.   

Chapter 2 will describe organogels and hydrogels for water remediation (dye absorption and 

photodegradation). Chapter 3 will present a library of gels functionalised with graphene to 

improve the mechanical properties. In Chapter 4, composite materials will be prepared. The 

focus will be on the interactions between the organic phase (gels) and the inorganic mineral 

phase (crystals). Chapter 5 also describes gels which evolve from the gel to the crystal phase 

over time. These metastable materials undergo gel-to-crystal transitions with kinetics 

depending on trigger concentration. These gels will  be also studied in combination with a 

gelator forming stable gels, for the preparation of multicomponent systems.  

Finally, in Chapter 6, some molecules based on L-DOPA, which are unable to form gels, will 

be studied as underwater adhesives.  
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Chapter 2 

 

2. LMW gels for water decontamination 

 

2.1 Dye absorption into self-assembled gels 

Water pollution is one of the most important unsolved contemporary problems affecting 

society. Massive industrialisation and world population growth have seriously affected water 

quality because of the release into the environment of several types of pollutants, such as 

pesticides, fertilizers, pharmaceuticals, dyes and heavy metals.78 Dye pollution deriving from 

several types of industry (textile, paint, food, printing, plastics, rubbers, paper, cosmetics) is a 

concerning problem for aquatic environment. Most dyes are non-biodegradable and even at low 

concentrations have potential toxic effects, affecting aquatic life and the food chain.  

Many chemicals responsible for water contamination are organic pollutants, especially benzene 

derivatives and polycyclic aromatic hydrocarbons, as reported in the Contaminant Candidate 

List.   

The adsorption of dissolved organic/inorganic pollutants from water onto solid materials has 

been widely investigated, due to simplicity, low-cost and ease of operation of this methodology.  

However, the limitations of this approach, such as lack of selectivity, generation of large 

amounts of toxic sludge and regeneration costs, underline the need to find more efficient 

materials and strategies.79,80    

Supramolecular self-assembled gels based on LMWGs are colloidal soft matter systems, 

usually consisting of a nanostructured (or microstructured) solid-like network within a liquid-

like medium. Being highly solvated yet having the rheological properties of solid-phase 

materials on analytical timescales, they can be potentially manipulated as solids, at the same 

time bringing their structures into intimate contact with environmental liquid phases in which 

the dye is dissolved. These materials possess high surface area and porosity and rapid internal 

diffusion kinetics, which potentially contribute to interactions with the solvated dye molecules. 

Moreover, these materials, relying on non-covalent interactions, are often reversible, an 

essential feature for recycling, reuse and eventually dye recovery. All these characteristics made 
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LMW gels a deeply investigated class of materials for the purification of water contaminated 

with dyes, but also with oil and solvent spills, heavy metals and toxic anions (Figure 2.1).81 

 

Figure 2.1 Self-assembled gel for environmental remediation. Adapted from ref.81 

A number of possible mechanisms has been proposed to be responsible for the absorption of 

dyes inside these supramolecular systems, such as intercalations into the self-assembled fibres 

or acid-base interactions,82,83 hydrophobic84,85 or ionic interactions, between cationic dyes and 

negatively charged gelators or viceversa.86  

LMW gels have high potential in dye absorption and extraction, because their gelator structure 

may be readily tailored by insertion of particular functional groups to increase interactions and 

affinity with dye molecules and solvent to facilitate remediation of polluted water.  

Hydrogels, organogels and xerogels all have been reported for water remediation purposes. 

Hydrogels and xerogels are considered the most suitable for this application, because they 

prevent the introduction of potentially hazardous solvents.81   

An optimised gel for water remediation should have (i) almost stoichiometric dye uptake, this 

meaning that almost every gelator molecule should participate in the interactions with the 

pollutant; (ii ) fast absorption kinetics (in the scale of minutes); (iii ) the possibility to be recycled 

and regenerated in a way that ideally grants not only its re-use but also the recovery of the dye 

in a form that allows a more appropriate disposal.81   

Taking into account all these features, it is easy to understand the complexity of these materials 

and the further work that can be done to improve the performances of such systems.    
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 Hydrogels with graphene oxide for dye absorption 

In a previous work, Tomasini et al. showed that supramolecular hydrogels prepared from the 

dipeptide Fmoc-L-Phe-D-pGlu-OH (pGlu = pyroglutamic acid) and graphene oxide (GO) were 

able to trap dyes from water solutions with very high efficiency (Figure 2.2).87 The absorption 

of aromatic dyes is favoured by several possible interactions between the pollutant and both 

GO and the gelator molecules, especially -́  ́interactions between the aromatic rings, hydrogen 

bonds and electrostatic interactions with the hydrophilic groups. Even cation-anion interactions 

play a pivotal role in the absorption of dyes, since cationic methylene blue uptake was proven 

to be higher than the absorption of anionic eosin Y. 

        

Figure 2.2. Left. Chemical structure of Fmoc-L-Phe-D-pGlu-OH. Right. Example of methylene blue 

solution in water flowing through a disposable plastic syringes loaded with GO-hydrogel: the recovered 

water is colourless. Adapted from ref.87 

This gelator belongs to a group of foldamers containing the p-glutamic acid unit or the Oxd 

unit.88,89 These two groups have been deeply investigated and largely used by Tomasini et al. 

and demonstrated to cause a local constraint in the pseudopeptide chain90ï92 favouring the 

formation of higher order structures such as fibres54,93,94 and gels.55,70,95 Taking into account the 

interesting results obtained with Fmoc-L-Phe-D-pGlu-OH hydrogels, it was decided to 

investigate the absorption of dyes inside organogelators.  

 

 Lau-L-Dopa(Bn)2-D-Oxd-OBn organogels  

One of the main advantages of organogels obtained through ultrasound sonication is the fast 

formation of the network, within few minutes, in contrast to hydrogels prepared with the pH 
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change method which usually take several hours to gel.   

During the last decades, Tomasini et al. synthesised a large family of LMWGs, especially 

dipeptides, focusing their attention on the role of the D-Oxd moiety compared to p-Glu or D-

Pro (D-proline) moiety, on both the gelation process and the final properties of the 

materials.55,93,96  

The first unit of these dipeptides is usually an aromatic amino acid, such as phenylalanine, 

tyrosine  or Dopa usually protected on the N-terminus with a Fmoc group or long chain fatty 

acids (such as azelaic acid (Az)).3,36,45,97,98  

After a deep investigation on phenylalanine derivatives, we decided to focus our attention on 

L-Dopa for forming materials, because the catechol aromatic ring allows functionalisation 

possibilities. Tomasini et al. started the synthesis and a first gelation study using this moiety in 

2017,44 comparing the properties of Fmoc-L-Dopa-D-Oxd-OH hydrogels with the 

corresponding L-Tyr and L-Phe derivatives (Figure 2.3).   

 

Figure 2.3 Chemical structures of Fmoc-L-Phe-D-Oxd-OH, Fmoc-L-Tyr-D-Oxd-OH and Fmoc-L-

Dopa-D-Oxd-OH (from left to right). 

In this preliminary study, L-Dopa was used with the free catechol group to facilitate dissolution 

of the gelator in water for comparison with the other two moieties, but the resulting gels showed 

the poorest mechanical properties among all samples in terms of storage modulus Gô.  

We decided to synthesise a new gelator based on fully protected L-Dopa and D-Oxd moieties: 

the introduction of benzyl (Bn) protecting groups can provide additional -́ˊ stacking 

interactions between different gelator molecules. The Fmoc group on the N-terminus of the 

Dopa was replaced with lauric acid (Lau), a long chain fatty acid, which in general are suitable 

to form micelles, fibres and gels.99ï101 The final structure of the gelator for tests of organogels 

formation is Lau-L-Dopa(Bn)2-D-Oxd-OBn (Figure 2.4).     
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Figure 2.4 Chemical structure of Lau-L-Dopa(Bn)2-D-Oxd-OBn. 

Gelator Lau-L-Dopa(Bn)2-D-Oxd-OBn (1) was prepared by modification of the already 

reported procedure for the preparation of Fmoc-L-Dopa(Bn)2-D-Oxd-OBn,98 starting from 

commercially available L-Dopa that was transformed into Boc-L-Dopa(Bn)2-OH102,103 in four 

steps in a multigram scale with excellent yields. After coupling with the D-Oxd moiety, the Boc 

group was replaced with the lauric acid (Scheme 2.1).  

 

 

Scheme 2.1 Reagents and conditions for the synthesis of 1: (i) SOCl2 (excess), MeOH, 0 °C, 24 h; (ii) 

Boc2O (2 equiv.), NaHCO3 (2 equiv.), THF/H2O, r.t., 18 h; (iii) BnBr (2.2 equiv.), K2CO3 (2.2 equiv.), 

TBAB (0.2 equiv.), NaI (0.2 equiv.), acetone, reflux, 4 h; (iv) 1M NaOH, MeOH/THF, r.t., 18 h; (v) 1M 

HCl; (vi) D-Oxd-OBn (1 equiv.), HBTU (1.1 equiv.), DIEA (2 equiv.), ACN, r.t., 4 h; (vii) TFA (18 

equiv.), CH2Cl2, r.t., 4 h; (viii) lauric acid (1 eq.), HBTU (1.1 eq.), DIEA (2.2 eq.), ACN, r.t. 3 h. 
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Gelator 1 was obtained pure as a white solid in 67% overall yield from L-Dopa.  

The ability of 1 to form organogels was tested in several organic solvents and different 

conditions and then compared with Fmoc-L-Dopa(Bn)2-D-Oxd-OBn. Interestingly, the Fmoc 

analogue never formed organogels, in any solvent or condition. This comparison confirms the 

importance of lauric acid in the formation of supramolecular structures, probably due to the 

tendency of saturated long chain  to stick together, producing micelles and fibres.104ï106 

The final general procedure for the preparation of gels of 1 consisted in the dissolution of the 

gelator into an organic solvent (1.0% or 2.0% w/w concentration) followed by the sonication 

of the mixture for a time ranging between 15 and 30 minutes, to find out the best conditions to 

form the gels. With 1.0% w/w gelator concentration no gel was formed. After several attempts, 

the best operating condition includes 20 mg of gelator placed in a test tube with 1 mL of organic 

solvent (2.0% w/w concentration) and dissolved through sonication for 20 minutes. After this 

time the gels, already formed, are left to stand quiescently for 16 h. The formation of hydrogels 

with gelator 1 failed even after 30 minutes of sonication, because the molecule is not soluble in 

water. In Figure 2.5 it is possible to see the gels obtained from different organic solvents.107 

 

Figure 2.5 Photographs of the organogels obtained using a 2% w/w concentration of gelator 1 in the 

following solvents (from left to right): toluene, ethyl acetate, acetonitrile, ethanol, methanol. 

The formation of self-assembled LMW gels is the result of a well-balanced combination 

between gelator-solvent and gelator-gelator interactions. It is not easy to understand why a 

specific gelator can form gels only with a solvent among several, and why the properties of the 

same gelator in two similar solvents can be totally different. As reported in Chapter 1, the 

interactions involved in the formation of a self-assembled gel may be significant and have 

effects on the properties of final materials. It is well known that a polar gelator can only gel low 

polarity liquids because it will dissolve in polar liquids. Conversely, a non-polar gelator can 

only gel polar liquids. Therefore, when the number of carbon atoms of the gelator is increased, 
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as in this case with the introduction of the long alkyl chain of lauric acid, the gelator becomes 

hydrophobic and less polar, so it can gel more polar liquids.108 However, the polarity by itself 

is not enough to explain the reason why a gel forms or not into a particular solvent.  

The solubility of  the molecule in each solvent, which may not be strictly correlated to polarity, 

is probably another essential parameter influencing the formation and properties of these 

gels.109,110  

To select the best gelator concentration, we performed a rheological analysis on three gels, each 

containing the gelator in 1.5%, 2.0% and 3.0% w/w concentrations, because with 1.0% w/w no 

gels were formed. The frequency sweep of ethanol organogels are reported as example of this 

study (Figure 2.6). From the comparison, the Gô modulus deeply increases moving from 1.5% 

to the 2.0% w/w concentration; in contrast, no change in the frequency dependent behaviour is 

detected if the organogel concentration is further increased to 3.0% w/w. This is the reason why 

the 2.0% w/w gelator concentration was selected for further characterisations.  

   

 

Figure 2.6 Comparison of the Frequency Sweep experiments (ɔ = 0.04%, ɤ = 1 s-1) of Ethanol 

organogels: 1.5% concentration w/w (a), 2% concentration w/w (b) and 3% concentration w/w (c). 

The properties of the gels obtained are listed in Table 2.1 as a function of increasing polarity, 

from nonpolar toluene to polar methanol, using a scale where water is 100.111 All measurements 

were repeated at least three times.  
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Usually the first test performed on a gel is the dropping ball test, to determine the melting 

temperature of the gel network (Tgel) and have an idea of the stiffness of the material. 

Interestingly, for these organogels the Tgel was not strictly correlated to solvent boiling 

temperatures, meaning that the network type also has an influence. The melting points obtained 

with toluene, ethyl acetate and acetonitrile range between 40 and 50 °C. In contrast, a thermally 

stronger gel was obtained with the polar ethanol, while methanol produces a very weak 

organogel, probably due to a limited solubility of gelator 1 in the solvent.  

Table 2.1 Summary of the main characteristics of the organogels obtained using gelators 1 at 2% 

concentration in different solvents: gel melting point (m.p.) in comparison to solvent boiling point (b.p.), 

Gô and Gôô from the frequency sweep tests (ɤ = 1 s-1 and ɔ = 0.04%). 1Water is 100.  

Solvent Solvent polarity 1 Solvent b.p. (°C) Gel m.p. (°C) Gô (KPa) Gôô (KPa) 

Toluene 9.9 110.6 40-41 10 1.5 

Ethyl acetate 23 77 40-43 19 2.9 

Acetonitrile 46 81.6 42-45 56 12.2 

Ethanol 65.4 78.5 60-65 82 19 

Methanol 76.2 64.6 25-28 2.3 0.3 

 

After these preliminary tests, a wider rheological analysis was performed (amplitude sweep, 

frequency sweep and step-strain experiments), in order to characterise the viscoelastic 

behaviour of the five organogels. From the amplitude sweep analyses (Figure 2.7), ɔ = 0.04% 

(within the LVE range for all these organogels) was chosen for the following frequency sweep 

tests. All analyses were performed at 23 °C.   

Good rheological properties are usually associated with high Tgel.
95 For these samples the 

stiffness nicely correlates with the melting points temperatures (Table 2.1), confirming that 

ethanol provides the gel with the strongest network (Gô = 82 KPa).   

All the organogels tested are characterized by a ñsolid-likeò behaviour, i.e. the storage modulus 

Gô is approximately an order of magnitude higher than the loss component Gò.  
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The complete rheological characterisation is reported in the following graphs: amplitude sweep 

(Figure 2.7), frequency sweep (Figure 2.8), step-strain experiments (Figure 2.9).  

The mechanical and rheological properties of the organogels demonstrated solvent-dependent 

properties. 

 

              

Figure 2.7 Amplitude Sweep experiments of the organogels made with the 2% w/w concentration of 

gelator 1 in the solvents listed by increasing polarity: (a) toluene (black); (b) ethyl acetate (blue); (c) 

acetonitrile (green); (d) ethanol (red); (e) methanol (orange). The analyses were performed on the gels 
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about 20 hours after the gelation begun. (Storage modulus (solid circles) and loss modulus (empty 

circles)).  

     

    

                 

Figure 2.8 Frequency sweep experiments performed on the organogels of 1. The legend is the same of 

Amplitude Sweep experiments. The measures have been all repeated at least three times (the mean 

measurements and the standard deviation bars are shown in the graphs). 

As reported in Chapter 1 (1.4 Gel characterisation), thixotropy112ï115 is a gel property related 

to the sol/gel equilibrium and describes the system ability to recover the gel status after a strong 
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stress that induces transformation into a solution. Moreover, self-healing property 72,116ï119 may 

be defined as the ability to autonomously reconstruct the bonding interactions after damage. 

        

Figure 2.9 Values of storage moduli Gô (solid circles) and loss moduli Gò (empty circles) recorded 

during step strain experiments performed on organogels in the solvent listed by increasing polarity: (a) 

toluene; (b) ethyl acetate; (c) acetonitrile; (d) ethanol; (e) methanol. 

Three cycles of two steps were applied to the gels. During the first step, the sample was 

subjected to a strain value within the LVE region and was characterized by Gô values greater 

than Gôô (gel-like behaviour). When the applied strain was increased above the crossover point 

0 500 1000 1500 2000

0,1

1

10

100

1000

10000

100000

 

 

G
 (

P
a

)

Time (s)

(a)

0 500 1000 1500 2000

0,1

1

10

100

1000

10000

100000

 

 

G
 (

P
a

)

Time (s)

(b)

0 500 1000 1500 2000
0,1

1

10

100

1000

10000

100000
 

 

G
 (

P
a

)

Time (s)

(c)

0 500 1000 1500 2000

0,1

1

10

100

1000

10000

100000

 

 

G
 (

P
a

)

Time (s)

(d)

0 500 1000 1500 2000

0,1

1

10

100

1000

10000

100000

 

 

G
 (

P
a

)

Time (s)

(e)



31 

 

(second step), the sample behaviour switched from gel-like to sol-like, with Gôô values greater 

than Gô. When the cycle is repeated (third interval of the graphs) the sample was left at fixed 

strain within the LVE range to check the recovery of the gel-like behaviour. Unfortunately, the 

ethanol organogel, which is the stiffer between all sample, has the poorest thixotropic 

properties, as its Gô modulus is highly reduced when it recovers after the strain above the 

crossover point. The same inconvenient does not occur for the other organogels that promptly 

recover their properties, demonstrating thixotropic properties.  

To have a preliminary test of the organogels ability to absorb pollutants,120,121 we used 

Rhodamine B (RhB) as model molecule. RhB (Figure 2.10) is a model refractory organic dye 

pollutant containing four N-ethyl groups at either side of the xanthene ring, was chosen as the 

target pollutant, being an important representative of xanthene dye, widely used as a colorant 

in textiles and food stuffs, and also a well-known water tracer fluorescent.122 

 

Figure 2.10 Chemical structure of Rhodamine B. 

Samples of the ethanol organogel were treated with 1 mL of an aqueous solution of RhB (2 

µM) for 24 hours (ratio gelator/RhB = 12,9*103). The water solution did not mix with the gel 

and slowly lost its pink colour that moved to the gel (Figure 2.11). To quantify the amount of 

RhB absorbed inside the gel, the aqueous RhB solution on the top of the gel was transferred 

after 24 h treatment in disposable cuvettes with optical path length of 1.0 cm. Fluorescence 

spectra were collected with a Fluoromax-4 spectrofluorometer Horiba Jobin Yvon (emission 

spectra: ɚexc = 550 nm; ɚem: 560-700 nm). The emission spectrum of the water solution was 

measured after the treatment with the ethanol organogels and compared with a fresh sample of 

the aqueous solution of RhB. Under these experimental conditions, fluorescence intensity is 

proportional to the fluorophore concentration.123,124  
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Figure 2.11 Left. Graphical representation of RhB absorption process inside the ethanol organogel. 

Right. Photograph of a fresh sample of the aqueous solution of RhB, of the same aqueous sample after 

treatment with the ethanol organogel, and of the organogel after 24 hours (from left to right). 

After 24 hours of absorption, the spectrum intensity (and so RhB concentration in water) is 

reduced to the 23% of the original sample, thus confirming that the molecule is trapped into the 

organogels (Figure 2.12).  

  

Figure 2.12 Emission spectra of an aqueous solution of RhB (2.0 µM) (pink) and of the same solution 

after the treatment with the ethanol organogel for 24 hours (blue).  

The analysis was also repeated after 48 hours and after 72 hours to check the absorption process 

over time, but no variation of the spectrum intensity of the sample was detected, meaning that 

the absorption ability reaches a plateau.  
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A drawback of organogels for environmental purposes is represented by the possible transfer 

of the organic solvent constituting the gel inside the water to remediate. Even though ethanol is 

not a hazardous solvent, the possible transfer of ethanol from the organogels to the aqueous 

solution was checked and quantified. After 24 h of contact between the aqueous RhB solution 

and the gel, the mols of water and ethanol were calculated using 1H NMR (Nuclear Magnetic 

Resonance) as a function of the corresponding peak intensities. Water/ethanol ratio was found 

to be 9.5:0.5, this meaning that a very small mixing of the two solvents occurs.107 No variations 

were detected after 48 h and 72 h.   

The decrease of the RhB amount from the aqueous solution was then confirmed to be only due 

to the absorption inside the gel and not to a hypothetical adsorption on the walls of the test tube 

during the 24 hours. The starting aqueous solution of RhB (2 µM) was placed inside one of the 

test tubes used for preparing the gels; after 24 h, the solution was transferred inside one of the 

fluorimeter disposable cuvette and the two spectra (starting solution and transferred solution) 

were compared (Figure 2.13). From the spectra it is possible to see that RhB is not lost during 

the experiment (transfer from test tube to cuvette, adsorption on the walls of the test tube). 

 

Figure 2.13 Emission Spectra of the starting solution of RhB in water (pink) and of the solution 

transferred in the cuvette after 24 h inside the test tube (wine). 

In conclusion, the new pseudopeptide Lau-L-Dopa(Bn)2-D-Oxd-OBn is able to form 

organogels in 2% w/w concentration. It can gel solvents of increasing polarity, as toluene, ethyl 

acetate, acetonitrile, ethanol and methanol. In contrast with Fmoc-L-Dopa(Bn)2-D-Oxd-OBn 

never formed organogel under any condition. This result suggests that the saturated long chain 
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of the lauric acid is crucial for the formation of the three-dimensional network.  

As the ethanol organogel proved to have the best rheological properties among all samples, it 

was treated with an aqueous solution of Rhodamine B, to have a preliminary test of its ability 

to adsorb pollutants from water. After 24 hours, the emission spectrum intensity of the 

Rhodamine B solution is reduced to the 23% of the original sample, thus confirming that the 

molecule is trapped into the organogel. 

 

 Materials and Methods  

Conditions for the Gel Formation - All organogels were prepared in a concentration of 2% 

w/w under the following conditions. 20 mg of gelator (Lau-L-Dopa(Bn)2-D-Oxd-OBn) were 

placed in a test tube (8 mm of diameter) with 1 mL of organic solvent. The solution was stirred 

for 5 minutes and sonicated for 20 minutes in order to allow the complete dissolution of the 

sample and the formation of the organogel. All samples were allowed to stand quiescently for 

16 hours before further characterization. 

Conditions for Tgel Determination - Tgel was determined by placing a small glass ball (diameter: 

5 mm, weight: 165 mg) inside the test tube (8 mm of diameter) containing the gel. When the gel 

is correctly formed, the ball is suspended on the top of it. The test tube is then gradually heated 

(2° C/min): Tgel is the temperature in which the ball penetrates inside the gel, because the network 

is dissolved. Some gel samples melt, producing a clear solution (and this was the behaviour of 

our organogels), while in other cases the gelator shrinks and the solvent is ejected, as syneresis 

occurs.  

Rheology - Rheology experiments were carried out on an Anton Paar Rheometer MCR 102 using 

a parallel plate configuration (25 mm diameter). Experiments were performed at constant 

temperature of 23 °C controlled by the integrated Peltier system. All the analysis (amplitude 

sweep, frequency sweep and thixotropy) were performed with fixed gap value of 0.5 mm.  

The samples were prepared the day before the analysis and left overnight at controlled 

temperature of 20 °C to complete the gelation process. Oscillatory amplitude sweep experiments 

(ɔ: 0.01ī100%) were carried out at fixed frequency of 10 rad·s-1, in order to determine the LVE 

range and the crossover point of the gels (Gò> Gô). Once established the LVE of each organogel, 

frequency sweep tests were performed (ɤ: 0.1-100 rad·s-1) at constant strain within the LVE 
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region of each sample (ɔ = 0.04%). To verify the thixotropic properties of the samples, strain 

values within the crossover point region (for 400 s) and over the crossover point region (for 300 

s) were consecutively applied to the organogels, for three cycles. The values of the applied strain 

were selected on the basis of the crossover point value obtained from amplitude sweep experiment 

(within the crossover point: ɔ = 0.04%, ɤ =10 s-1; over the crossover point: ɔ =100%, ɤ =10 s-1). 

 

2.2 Light penetrating hydrogels for dyes photo-degradation 

An important achievement in the realisation of novel materials for water remediation is the 

possibility of trapping a pollutant inside the matrix, to remove it from the environment and 

degrade it into benign species.  

In the last years, researchers have been focused on the design of novel photo-catalysts (PC) able 

to exploit solar light to convert pollutants into non-toxic derivatives. The use of photo-catalyst 

for the degradation of water pollutants is an eco-friendly approach, typically based on the use 

of a nanostructured PC, which is activated by solar light and uses the absorbed energy to 

produce reactive species starting from water and oxygen (Scheme 2.2).125  

 

Scheme 2.2 Reactive oxygen species generated in the photocatalytic reduction and oxidation steps of 

oxygen and water. Absorption of light (1) causes the transition of electrons to the conduction band and 

the formation of holes in the valence band. Part of the produced charges undergo recombination (2), 

whereas others migrate to the surface where trapped electrons (3) participate in the reductive steps (blue 

arrows) and trapped holes (4) in the oxidative processes.126 
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Most effective PCs are metal oxide semiconductors (such as ZnO, FeO3, WO3).
127 In particular, 

titanium dioxide nanoparticles (TiO2-NPs), in their anatase form, have been widely used for a 

range of applications, including self-cleaning,127 surfaces sterilization,128 air129 and water130 

puriýcation. Some of the main advantages of the use of TiO2-NPs are the excellent stability in 

water, large scale availability and low cost of production. TiO2-NPs also show low 

toxicity,131,132 nevertheless recent concerns about the still partially unpredictable risks related 

to the impact of nanomaterials to the environment and human health suggested, as a defensive 

approach, to minimize their dispersion in the environment.133,134 Hence, the fundamental 

challenge consists in the incorporation of TiO2-NPs in highly biocompatible and macroscopic 

matrixes that preserve the photocatalytic activity of the semiconductor NPs. These matrixes 

should present some fundamental features such as: a high-water content, since water plays an 

essential role in the photocatalytic process (see Scheme 2.2), a good permeability to small 

molecules (pollutants) and a good transparency to solar light.   

We already spoke about the first two features in LMW hydrogels: they can be made up to 99.5% 

of water and we reported some examples of gels with high performances in dye absorption.87 

Regarding the transparency, Tomasini et al. recently reported the preparation of a highly 

transparent hydrogel (Figure 2.14) made with 0.5% w/w of Fmoc-L-Tyr-D-Oxd-OH (2) using 

the pH change method.135 The transparency was quantified measuring the transmittance of the 

samples, that will be better discussed in the next section (2.2.2 Photodegradation 

experiments). 

                    

Figure 2.14 Structure of gelator 2 and picture of the hydrogels prepared with different concentration 

(% w/w) of 2 in water (from left to right: 0.5, 1.0, 1.5 and 2.0).  

In that work, the properties of this gel were compared with hydrogels formed with other 

dipeptide gelators (among them Fmoc-Phe-Phe)136,137 and it resulted the most transparent 

among all. For this reason, we selected hydrogels of 2, at 0.5% w/w concentration made through 
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the pH change method, as scaffold for the incorporation of the PC. As PC, we decided to 

compare TiO2-NPs with a preparation of TiO2-NPs in combination with graphene platelets, 

using once again as model pollutant compound Rhodamine B.  

Upon UV irradiation. TiO2-NPs absorb in the UV part of the solar spectrum (ɚ < 380nm)138 

which is the band gap between the conduction band (CB) and the valence band (VB),132 with 

ȹE å 3.25 eV (Scheme 2.2). The integration of graphene in the photocatalytic TiO2 platform 

was investigated, because carbon nanomaterials,139 such as nanotubes,140 carbon dots,141 

graphene oxide,142 reduced graphene oxide,143 have been reported to increase the photocatalytic 

performances of TiO2-NPs.  

In contrast to other systems, in which TiO2-NPs144,145 can be activated by exposure of the 

surface to sunlight (e.g. TiO2 photocatalyst embedded in cementitious materials)127,146ï148 in our 

photocatalytic hydrogels light must penetrate into the matrix.  

To achieve this outcome, a new real-time fluorescence-based method was developed, and used 

to investigate the photocatalytic activity inside the hydrogels. An original feature of this 

approach is that the photocatalyst irradiation and the target degradation detection can be 

performed simultaneously in a standard fluorimeter, as shown in  Figure 2.15. 

 

Figure 2.15 Schematic representation of the TiO2-NPs incorporated in the hydrogel fibers formed by 

precursor 2 and of the photocatalytic process. UV photons (340 nm) are used for exciting both the 

photocatalysts NPs (1) and the target molecules RhB (2). Photogenerated reactive oxygen species (ROS) 

diffuse in the water solution (3) containing RhB causing its degradation which can be detected by 

fluorescence (4). 
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 Hydrogels preparation and characterisation 

Compound 2 was synthesised using an already reported procedure (Scheme 2.3).135 

 

Scheme 2.3 Reagents and conditions for the synthesis of gelator 2: (i) HATU (1.1 equiv.), DIEA (2.5 

equiv.), dry CH3CN, r.t., 2h; (ii) TFA (18 equiv.), dry DCM, r.t., 4h; (iii) H2 (1atm), Pd/C (10%w/w), 

MeOH, r.t., 4h; (iv) HBTU (1.1 equiv.), DBU (2.2 equiv.), dry CH3CN, r.t., 2h. 

After the purification and characterisation of compound 2, three different samples of hydrogels 

(H) were prepared using the pH-change method: i) hydrogel 2H contains only the gelator Fmoc-

L-Tyr-D-Oxd-OH in 0.5% (w/w) concentration and GdL, the trigger; ii) hydrogel 2H-T 

contains the gelator in 0.5% concentration, TiO2-NPs (0.2 mg/mL) and GdL; iii) 2H-TG is 

prepared following the same procedure used for 2H-T, but replacing TiO2-NPs with TiO2-

NPs/graphene.87 Considering that the solutions containing TiO2 have a pH å 1, we adopted the 

following procedure, to avoid the formation of non-homogeneous hydrogels: the gelator (0.5 

%w/w) was placed in a test tube, then Milli -Q® water (1 mL) and aqueous 1 M NaOH (12 µL) 

were added and the mixture stirred and sonicated in turn for about 10 minutes, until sample 

dissolution; 2.4 mg of GdL were added to all the samples under stirring; when the solution 

reached pH å 6, we added the solution containing TiO2 (for samples 2H-T) and TiO2-graphene 

(for samples 2HT-G) under stirring, followed by a rapid transfer into: cuvette (500 µL) for 

photodegradation tests, vials (500 µL) for the SEM (Scanning Electron Microscope) analysis  

or plate (700 µL) for rheology analysis.  

Before testing the photocatalytic activity of these matrices, the effect of TiO2-NPs or TiO2-

NPs/graphene on the mechanical and morphological properties of the hydrogels was 

investigated. Rheological analyses have been performed to evaluate the viscoelastic properties 

of hydrogels 2H, 2H-T and 2H-TG in terms of storage and loss moduli (Gǋ and Gǌ 
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respectively). Although the hydrogels are characterized by a ñsolid-likeò behaviour, i.e. the 

storage modulus is approximately an order of magnitude higher than the loss component 

(Figure 2.16), these hydrogels do not show very high Gô values, due to the very low 

concentration of the gelator, required for obtaining good transparency. The results also pointed 

out that although the introduction of TiO2-NPs or TiO2-NPs/graphene does not inhibit the 

formation of the gels, it partially affects the mechanical properties of both hydrogels, for which 

in both cases Gô decreased. This effect is more evident for hydrogel 2H-TG. Nevertheless, 

frequency sweep analysis (Figure 2.17) pointed out that for all the obtained hydrogels both Gǋ 

and Gǌ were almost independent from the frequency in the range from 0.1 to 100 radĿsī1 

(always with Gǋ > Gǌ) confirming the ñsolid-likeò rheological behaviour for the hydrogels and 

hence the stability of the hydrogel structure required for the photocatalytic application. 

 

Figure 2.16 Strain dependence of storage modulus (black square) and loss modulus (red circles) for: 

(A) hydrogel 2H, (B) hydrogel 2H-T and (C) hydrogel 2HïTG. The analyses were performed on the 

gel about 20 hours after the gelation begun. 
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Figure 2.17 Frequency dependence of storage modulus (square) and loss modulus (circles) for: (A) 

hydrogel 2H, (B) hydrogel 2H-T and (C) hydrogel 2H-TG. The analyses were performed on the gel 

about 20 hours after the gelation begun.  

Table 2.2 Storage moduli (Gô) and loss moduli (Gò) of hydrogels 2H, 2H-T and 2H-TG from frequency 

sweep (ɤ = 0.5 1/s). 

Hydrogel Gô (Pa) Gôô (Pa) 

2H 1370 90 

2H-T 1055 63 

2H-TG 556 46 

Step strain experiments were performed to check the thixotropic behaviour of 2H, 2H-T and 

2H-TG at the molecular level. Strain values within and above the LVE region were 
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consecutively applied to hydrogels (Figure 2.18), that lose their ñsolid-likeò behaviour (Gô < 

Gò) when the strain is applied above their LVE region and go back to a ñsolid-likeò state (Gô > 

Gò) if the strain is applied within the LVE region of hydrogels. The three hydrogels show a 

thixotropic behaviour, even though hydrogel 2H shows a lower Gó modulus every time the 

network is broken (strain above the LVE), this means that it is able to reconstruct the network 

but it is less stiff than the starting gel. Also with this analysis, we confirmed that graphene-

doped hydrogels 2H-TG show the lowest values of Gô and Gôô.  

 

Figure 2.18 Values of storage moduli Gô (black) and loss moduli Gò (red) recorded during a step strain 

experiment performed on (A) hydrogel 2H, (B) hydrogel 2H-T and (C) hydrogel 2H-TG. 

To have more information about the morphology of samples 2H, 2H-T and 2H-TG we 

performed the SEM analysis on the freeze-dried samples. These aerogels show different 

morphologies, but they are all characterized by complex patterns with a rough orientation 
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(Figure 2.19). Moreover, in aerogel 2H-TG we can notice the presence of some small 

aggregates (some of them even about 10 µm), responsible for the formation of a less 

homogeneous hydrogel, which can be one of the reason why the mechanical properties of the 

sample were the lowest from the rheological experiments. 

   

 

Figure 2.19 (A) SEM image of a sample of aerogel obtained by freeze drying a sample of hydrogel 2H. 

(B) SEM image of a sample of aerogel obtained by freeze drying a sample of hydrogel 2H-T. (C) SEM 

image of a sample of aerogel obtained by freeze drying a sample of hydrogel 2H-TG prepared with 

Fmoc-L-Tyr-D-Oxd-OH 0.5% concentration. In the inset: a magnification view of aerogel 2H-TG 

fragment. 

 Photodegradation experiments 

The experimental approach for the investigation of the photodegradation of a model pollutant 

such as RhB inside the gel is based on fluorescence detection. As a main difference with respect 

to other methods based on fluorescence, here the same excitation beam and the same excitation 

wavelength are used for both photoactivating the photo-catalyst (TiO2) and exciting the target 
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fluorophore RhB (Figure 2.15). As a main advantage this approach allows the continuous and 

real-time detection of the target dye concentration during the process using a conventional 

fluorimeter equipped with a 150 W Xenon lamp as an excitation source.  

The absorption spectra of hydrogel 2H, of TiO2-NPs (0.2 mg/ml) and RhB (1.0 µM) were 

analysed in a cuvette with 0.5 cm optical path to select a suitable irradiation wavelength (Figure 

2.20). The spectra demonstrate that it is possible to excite simultaneously the TiO2-NPs and 

RhB upon irradiation in the UV spectral region when they are incorporated in the hydrogel (as 

sketched in Figure 2.15).  

In fact, as foreseen, the hydrogel presents an edge of absorption around 310 nm, due to the 

characteristic absorption spectra of the Fmoc chromophore136 that is present in the gelator 

structure132,149,150 as protecting group of the Tyrosine N-terminus. The hydrogel transmittance 

is T > 60% for wavelength ɚ > 320 nm, hence the photocatalyst TiO2-NPs incorporated in the 

hydrogel can be efficiently excited at 340±10 nm using the fluorimeter excitation beam as an 

irradiation source (spectral profile shown in Figure 2.20).  

 

Figure 2.20 Absorption spectrum of the hydrogel 2H (black line) of the TiO2 NPs (0.2 mg/ml, red line) 

and of RhB (x20, 1 ɛM, green line). Fluorescence spectrum of RhB (filled yellow) and spectrum of the 

irradiation source (filled cyan). Inset: photographs of samples of hydrogels 2H, 2H-T, 2H-TG (from 

left to right respectively) prepared with gelator Fmoc-L-Tyr-D-Oxd-OH in 0.5% concentration. 

Additionally, under the excitation conditions, RhB absorbs a minor fraction of the excitation 

light and the photo-degradation of this dye can be followed by its diagnostic fluorescence signal 

during the photocatalytic experiments. To investigate the TiO2 photo-catalytic activity in the 

hydrogel, we prepared three samples similar to those previously described (2H, 2H-T and 2H-
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TG), all containing a small concentration (1.0 µM) of RhB. For clarity, these sample will be 

referred to as 2HR, 2HR-T and 2HR-TG. Hydrogel rheological properties were not affected 

by the presence of small concentrations of RhB (1.0 µM).  

A conventional fluorometer with a L configuration was used to perform the simultaneous 

excitation and perpendicular detection of the fluorescence emission. Fluorescence signal of 

RhB was detected in real-time (5 sec integration) at ɚem = 585 nm in the hydrogels containing 

the dye 2HR, 2HR-T and 2HR-TG upon continuous irradiation at single wavelength light 

ɚexc=340±10 nm, and it was plotted as a function of irradiation time.   

RhB undergoes a strong decrease in emission during the first hour of irradiation in case of 

hydrogel 2HR-T and 2HR-TG. In contrast, in the reference hydrogel 2HR, which does not 

contain any photo-catalyst, the fluorescence signal decreases only by about 20% during the first 

10 minutes (600 seconds), then it reaches a plateau.151,152 Hence, as the fluorescence intensity 

is proportional to the fluorophore concentration in these experimental conditions,123,124 we can 

gather that, after 60 minutes of irradiation, RhB concentration in the reference sample 2HR is 

still 80% of the initial one, whereas the dye is completely degraded in sample 2HR-T containing 

TiO2 and a residual 25% survived in 2HR-TG (Figure 2.21).  

 

Figure 2.21 Left. Fluorescence intensity at 585 nm of RhB as a function of irradiation time (ɚexc = 340 

nm) in sample 2HR, 2HR-T and 2HR-TG. Right. Fluorescence photograph of the sample 2HR-T after 

30 min irradiation. 

These results clearly demonstrate that: i) TiO2-NPs efficiently photo-decompose RhB, but ii) 

the introduction of graphene in hydrogel 2HR-TG leads to a photoactivity decrease of TiO2-

NPs, in contrast to observations in other matrixes.153 
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In conclusion, TiO2-NPs (also in combination with graphene platelets) can be incorporated into 

biocompatible hydrogels, with high water content and good transparency to solar light. The 

degradation of a model pollutant molecule can occur inside the matrix with good efficiency 

upon irradiation.  

Light penetrates inside the hydrogel. Photodegradation occurs in the bulk of the material. This 

important result was achieved by optimizing the composition and the production methodology 

of the hydrogel, especially avoiding sedimentation and segregation of the TiO2-NPs. 

Interestingly, the pollutant molecules are not absorbed either on the hydrogel fibres or on the 

TiO2-NPs, but rather solubilized in the hydrogel water channels. This result is very important 

in view of the development of photocatalytic water-permeable materials for continuous 

decontamination of water in fluxing systems.  

 

 Materials and Methods  

Synthesis of TiO2-NPs ï TiO2 nanoparticles were synthesized in water solution by means of 

Pluronic® F127 (Plur) non-ionic surfactants following an industrial patented protocol.154  

Synthesis of TiO2-NPs/graphene ï A 15 mL aqueous dispersion was prepared with 9.4 mL of 

Plur-TiO2 15 mg/mL with 15 mg of natural graphite flakes was sonicated in an ultrasound bath 

for 6 hours, stirring for almost 1 minute each 30 minutes. Then, the dispersion was divided in 

two aliquots of 7,5 mL and it was centrifuged for 5 minutes at 9500 RPM. Then, the 65% of 

the supernatant was collected for the analysis. A 0.1% Graphene doping was expected to be 

obtained following the procedure reported in Ref.155 

Hydrogel Preparation - A portion of Fmoc-L-Tyr-D-Oxd-OH (5 mg) was placed in a test tube 

(diameter: 8 mm), then Milli-Q® water (0.97 mL) and a 1M aqueous NaOH (1.3 equiv.) were 

added and the mixture was stirred until sample dissolution. Finally, we added 1.4 eq. of 

glucono-ŭ-lactone, and the mixture was left to sit for 16 hours at room temperature. 

Aerogel Preparation - Hydrogels were freeze dried using a BENCHTOP Freeze Dry System 

LABCONCO 7740030 with the following procedure: the hydrogel was prepared into an 

Eppendorf test tube at room temperature. After 16 hours, the samples were placed in liquid 

nitrogen for 10 minutes, then freeze-dried for 24 hours in vacuo (0.2 mBar) at -50 °C. 
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Morphological Analysis - Scanning electron micrographs of the samples were recorded using 

a Zeiss EP EVO 50 field emission gun scanning electron microscope. Conditions: EHT=20 

KeV - Variable Pressure (VP): 100 Pa - Images in secondary electrons (SE). 

UV- Vis absorption spectra - UV-Vis absorption spectra (range 200-800 nm) were collected 

by using an optical path of 0.5 cm cuvette at 25 with a Cary300 UV-Vis double beam 

spectrophotometer, having an empty cuvette as a reference. 

Rheology - Rheology experiments were carried out on an Anton Paar Rheometer MCR 102 

using a parallel plate configuration (25 mm diameter). Experiments were performed at constant 

temperature of 23 °C controlled by the integrated Peltier system and a Julabo AWC100 cooling 

system. To keep the sample hydrated, a solvent trap was used (H-PTD200). Amplitude and 

frequency sweep analysis were performed with a fixed gap value of 0.5 mm on hydrogel 

samples prepared directly on the upper plate of the rheometer once the gelation reaction was 

completed. The samples were prepared the day before the analysis and left overnight at 

controlled temperature of 20 °C to complete the gelation process. Oscillatory amplitude sweep 

experiments (ɔ: 0.01ī100%) were carried out to determine the LVE range at fixed frequency 

of 1 rad·s-1. Once established the LVE of each hydrogel, frequency sweep tests were performed 

(ɤ: 0.1-100 rad/s) at constant strain within the LVE region of each sample. Thixotropic 

experiments were conducted on hydrogels 2H, 2H-T and 2H-TG by applying consecutive 

deformation and recovery steps. The deformation step was performed by applying to the gels a 

constant strain above the LVE region of each sample for a period of 7 minutes. The recovery 

step was performed by keeping the sample at constant strain within the LVE region for 7 

minutes. The cycles were performed multiple times at fixed frequency of 1 rad/s. 

Emission and excitation - Spectra were collected with an Edinburgh FLS920 fluorimeter 

equipped with a photomultiplier Hamamatsu R928P, and the samples were analysed in 

disposable cuvettes with optical path length of 0.5 cm. Emission: ɚexc = 530 nm; ɚem: 540-700 

nm. Excitation: ɚexc = 330-600 nm, ɚem = 620 nm.  
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Chapter 3 

 

3. Graphene doped LMW gels for 3D cell growth  

 

Hydrogels have been extensively explored as promising biomaterials for tissue engineering and 

drug delivery.156ï159 With tuneable mechanical and bioactive properties, hydrogels offer 

potential for biocompatibility and environmental responsiveness to mimic natural extracellular 

matrices.160ï163  

Low molecular weight supramolecular hydrogels (LMWSHs)164ï166 have some special 

properties that differentiate them from the traditional polymeric hydrogels offering advantages 

for certain applications, such as thixotropy, self-healing propensity  and thermoreversibility.  

Peptide-based hydrogels15,39,40,167,168 are appealing for biomedical applications, because they 

have high biocompatibility and good biodegradability. To overcome drawbacks of many 

peptide-based supramolecular hydrogels, such as low mechanical stability and high erosion 

rates in vivo169 the class of pseudopeptide gelators described in this work provides potential for 

intrinsic proteolytic stability.   

A recent strategy for improving the functionality of supramolecular hydrogels is the 

incorporation of nanofillers.170ï175 The specific properties of the fillers may modify the 

performance of the hydrogel or add functionality (i.e. hydrogel reinforcement, self-

healing).126,176ï178 Nanocarbons are ideal nanofillers due to their peculiar chemical-physical 

properties, that have demonstrated great potential in nanomedicine and nanotechnology.179ï182 

Electrical conductivity, mechanical strength, and high surface area, all make graphene an 

interesting filler for tissue engineering and regenerative medicine.183ï186 The generally poor 

mechanical stability of hydrogels limits their use as functional materials for many biomedical 

applications. On the contrary, graphene is the strongest material known (more than 200 times 

stronger than steel). The presence of graphene even at very low loadings inside a hydrogel can 

provide significant reinforcement to the final material. 

In Chapter 2, inorganic filler in the form of titanium nanoparticles, in the presence or absence 

of graphene platelets, was added to a hydrogel matrix for the photodegradation of a model 
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pollutant. However, the addition of these fillers, especially the mix of titanium and graphene, 

caused a decrease of the mechanical properties of the final material, due to the formation of 

aggregates.    

Recently, the incorporation of graphene-based nanofillers in hydrogels has been reported to 

tailor the properties of these versatile materials.187ï192 A crucial step for the inclusion of 

graphene in supramolecular hydrogels is the achievement of a stable dispersion before the 

addition of the trigger. Various polymers, surfactants and biomolecules have been used to 

facilitate the dispersion of carbon nanomaterials193ï196 in solution. For example, Pluronic® F127 

was added to the gelator to stabilise the NPs solution.126 However, these dispersants usually 

alter the gelation process or hamper the molecular self-assembly.   

A promising strategy uses the supramolecular gel medium to disperse the graphene. The 

aromatic moieties contained in the gelator molecules can interact with the graphene delocalized 

ˊ surface by ˊ-ˊ stacking interactions to disperse the graphene in the supramolecular matrix 

and incorporate graphene sheets into the gel system, thus generating a hybrid system. The 

supramolecular gel, in turn, provides fibrillar network structures that may accommodate the 

dispersed graphene sheets.197 

Supramolecular hydrogels were prepared using the pseudopeptide to act as both gelator and 

graphene dispersant. For this study, the already reported45,72 bolaamphiphilic pseudopeptide 

H2C[(CH2)3CO-L-Phe-D-Oxd-OH]2 (3) was chosen.  

This robust gelator possesses two L-Phe-D-Oxd dipeptide units linked by an azelaic acid unit. 

The aromatic moieties of the L-Phe residue can interact with graphene favouring dispersion. 

(Figure 3.1).54 

 

Figure 3.1 Chemical structure of gelator 3, H2C[(CH2)3CO-L-Phe-D-Oxd-OH]2. 

A small library of graphene doped supramolecular hydrogels was prepared using two different 

triggers (pH variation and arginine addition) and the hydrogel mechanical properties were tested 
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and compared. Cell viability was studied to examine the safety and biocompatibility of 

graphene filler.198  

 

3.1 Mechanical properties of graphene doped LMWSHs 

A set of 16 hydrogels was prepared using solutions of gelator 3 and increasing amounts of 

graphene in Milli-Q® water (see Table 3.1 for details) by adding either 2.2 equivalents of GdL 

(samples denoted as 3G) or 1 equivalent of arginine (samples denoted as 3A) to promote 

hydrogel formation. Samples prepared with GdL and 1% gelator concentration were named 

3G1-3G4 and with 2% w/w concentration 3G5-3G8; the same for Arg, 3A1-3A4 (1% w/w) 

and 3A5-3A8 (2% w/w). 

Table 3.1 Hydrogels properties as a function of gelator concentration (w/w), graphene concentration 

(mg/mL) and trigger. 

Entry Trigger Gelator 3 
Graphene 

(mg/mL) 
pH Tgel a Photo 

3G1 GdL 1% 0 4 70-77 

 

3G2 GdL 1% 0.5 4 79-81 
 

3G3 GdL 1% 1 4 77-79 
 

3G4 GdL 1% 5 4 80-89 
 

3G5 GdL 2% 0 4 98-100 

 

3G6 GdL 2% 0.5 4 94-99 
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3G7 GdL 2% 1 3.5 98-100 
 

3G8 GdL 2% 5 3.5 80-87 

 

3A1 Arg 1% 0 7 73-79 

 

3A2 Arg 1% 0.5 7 78-96 

 

3A3 Arg 1% 1 7.5 85-91 
 

3A4 Arg 1% 5 7.5 91-100 

 

3A5 Arg 2% 0 7 90-100 
 

3A6 Arg 2% 0.5 8 86-100 
 

3A7 Arg 2% 1 8 92-100 

 

3A8 Arg 2% 5 8 95-100 

 

a Hydrogels are thermoreversible. 

 

The use of GdL has been extensively reported to promote gel formation.64,199,200 The choice of 

arginine as trigger was inspired by a previous work of Tomasini and co-workers,72 as discussed 

in Chapter 1. Several amino acids had been tested as triggers for the gelation process of 

LMWGs, and arginine proved the best, giving strong, self-healing and thermoreversible 

hydrogels. 
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Figure 3.2 The self-healing ability of gelator 3 reported in a previous work of Tomasini et al. when 

arginine is used as a trigger for the gelation process. Two gels were prepared (one marked with 

Rhodamine B) and cut into three blocks. When different gel blocks were placed in direct contact along 

the cut surface without any external stimuli, they recombined within 20 minutes.72  

The 16 mixtures were stirred for 5-10 minutes, then left stand in the test tube overnight until 

gel formation. All samples are self-supporting and thermoreversible on heating, with Tgel 

increasing for hydrogels doped with increasing amounts of graphene (Table 3.1).  

Hydrogels 3G1-3G8 have a pH ranging between 3.5 and 4, due to the use of GdL as trigger, 

while hydrogels 3A1-3A8 reach a pH ranging between 7 and 8, due to the addition of arginine.  

The viscoelastic behaviour of the samples was analysed through rheological analyses.  

All  hydrogels are characterized by a solid-like behaviour, with storage modulus approximately 

an order of magnitude higher than the loss component. Gô always increases as the graphene 

concentration increases (Figure 3.3).  

The reinforcement effect of graphene is impressive especially for arginine containing hydrogels 

at 2% concentration (3A5-3A8). Comparing the properties of hydrogels obtained at 1% and 2% 

w/w concentration, it can be gathered that hydrogels strength increases with the graphene 

concentration, in agreement with the results obtained from the Tgel analysis.  

Taking into consideration the mechanical properties and the final pH of the 16 samples, the 

most promising hydrogels for applications as biocompatible materials are hydrogels 3A5-3A8 

that couple an exceptional mechanical strength with a final pH ranging between 7 and 8, that is 

compatible with cellular environment.  
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Figure 3.3 Diagram of the Gô values obtained from the frequency sweep analyses of hydrogels 3G1-

3G8 and 3A1-3A8, as a function of trigger, gelator concentration and graphene concentration. Each 

point represents one sample with graphene doping indicated on the x ais.  

All the hydrogels were further analysed, but a particular attention was paid to the properties of 

hydrogels 3A5-3A8. These four samples are characterized by a great capability to recover the 

gel-like behaviour as they all recover the ñsolid-likeò state when the strain level goes back 

within the LVE region (Figure 3.4 and Figure 3.5). Thus, they confirm at the molecular level 

their thixotropic properties, although a slight decrease in the storage modulus was observed.  

 

Figure 3.4 Values of storage moduli (solid circles) and loss moduli (empty circles) during a step strain 

experiment performed on hydrogels 3A5-3A6. 
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Figure 3.5 Values of storage moduli (solid circles) and loss moduli (empty circles) during a step strain 

experiment performed on hydrogels 3A7-3A8. 

Hydrogels made with GdL (3G1-3G8) also show the capability to recover the gel-like 

behaviour after the application of a strain above their LVE region.198   

The morphological analysis of the corresponding aerogels, obtained by freeze-drying of the 

samples, was performed with SEM (Figure 3.6). In any case, the comparison of the morphology 

between aerogels containing graphene and the corresponding aerogels without graphene do not 

suggest significant differences due to graphene.  
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Figure 3.6 SEM images of aerogels obtained by freeze drying hydrogels samples 3G1-3G8 and 3A1-

3A8. Scale bar (in white) represents 25 µm. 

Aerogels 3G1-3G8 and 3A5-3A8 show a morphology characterized by the formation of locally 

oriented long strips that cross on the large scale forming a network, while aerogels 3A1-3A4 

are characterized by dense fibrous networks. The differences in morphology are likely related 

to the gelator concentration and the trigger nature.   

This outcome is further confirmed by the analysis of the aerogels ATR-IR (Attenuated total 

reflection - Infrared) spectra, which provide information on the supramolecular interactions 

involved in the formation of the hydrogels. The spectra were compared of hydrogels prepared 

with different graphene concentrations and the same concentrations of gelator and trigger. In 

all of the spectra similar bands were observed, indicating that graphene did not alter 

significantly the supramolecular interactions in the network.  

Aerogels 3G1-3G8 (trigger = GdL) exhibited reproducible IR spectra (Figure 3.7).  

All contained a band at 3330 cm-1 characteristic of hydrogen bonded NH bonds (NïHỄO=C 

hydrogen bonds), together with another strong stretching band at 1710-1720 cm-1 , typical of 

hydrogen bonded CO bonds, and a weaker band between 1550 and 1600 cm-1 that may be 

attributed to the amide band II. Aerogels 3A1-3A8 (trigger = arginine) show a different pattern 

(Figure 3.8), in which a strong band I prevails at about 1630-1650 cm-1 but no band II is visible, 

and the typical band of hydrogen bonded NH bonds is quite weak, due to the presence of 

arginine, and centred at 3300-3330 cm-1. 
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Figure 3.7 Selected regions of ATR-IR spectra for aerogels 3G1-3G8. 

 

 

Figure 3.8 Selected regions of ATR-IR spectra for aerogels 3A1-3A8. 

NIH-3T3 (mouse embryonic fibroblast) cells were used to evaluate the cell response to the 

presence of hydrogels 3A5-3A8. The four hydrogels were prepared using cellular medium 

instead of Milli-Q® water, to assess the hydrogels biocompatibility. The use of cellular medium 

slowed down the gelation time from 16 hours to 2 days. Figure 3.9 illustrates cell proliferation 

on hydrogel 3A5-3A8 in cellular medium after a culture period of 24h and 48h.  

Cell adhesion is strongly influenced by graphene doping. Hydrogel 3A6 (graphene content = 

0.5%) shows a good biocompatibility, while at higher graphene concentrations (hydrogels 3A7 

and 3A8) a significant toxic effect on fibroblasts is observed. However, after 48 hours, cells 

continue to proliferate both in hydrogel 3A5 (without graphene) and in hydrogel 3A6-3A8, 
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insensitive to the graphene doping concentration, this meaning that the scaffold supports cell 

growth. 

 

Figure 3.9 Cell viability of NIH-3T3 on hydrogels 3A5-3A8 in cellular medium. Data represent the 

mean ± standard deviation. 

Supramolecular hydrogels doped with graphene may represent a promising building block for 

the development of smart materials for biomolecules and tissue engineering purposes. The 

degradation of the gel does not modify the toxicity of graphene. Cell viability was measured 

even after the destruction of the matrix and the results, Figure 3.10, showed that cell viability 

is similar to that obtained by the graphene embedded in the gel.  

 

Figure 3.10 Cell viability of NIH-3T3 in cellular medium solutions. From left to right: 3A5sol (cellular 

medium added with 2% gelator), 3A6sol (cellular medium added with graphene (0.5 mg)), 3A7sol 
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(cellular medium added with graphene (1 mg)), 3A8sol (cellular medium added with graphene (5 mg)). 

Data represent the mean ± standard deviation. 

In conclusion, strong supramolecular hydrogels were prepared using two triggers (GdL and 

Arg) and introducing increasing amounts of graphene in the gelling mixture. The Gô modulus 

of these materials increases with the graphene amount; they are stable, thermoreversible and 

elastic. The concentration of gelator, the degree of graphene doping and the nature of the trigger 

are crucial to get hydrogels with the desired properties, such a high storage modulus and good 

self-healing properties. The hydrogels prepared are able to recover their modulus during 

thixotropy experiments. The biocompatibility of the most promising hydrogels 3A5-3A8 was 

tested by assessment of the bioavailability  of mouse embryonic fibroblast (NIH-3T3) cells in 

the hydrogels in which pure water was replaced with complete serum medium. Cell adhesion 

on the hydrogel is strongly influenced by graphene doping. The hydrogel scaffold support cell 

growth at all the concentration of graphene doping.  

The rheological properties and the biocompatibility of these graphene-hybrid hydrogels may be 

easily tuned selecting i) the degree of the graphene doping and ii) the nature of the gelator in 

the gelling mixture.  

 

3.2 Materials and Methods 

Preparation of the Graphene Dispersions ï Three dispersion of Milli-Q® water (20 mL each) 

containing edge-functionalized graphene, MG24, (10 mg, 20 mg and 100 mg respectively) were 

prepared and vigorously stirred for about 20 minutes with a magnetic stirrer. Graphene sample 

MG 24, produced by 24 hours ball milling in the presence of CO2 according to ref.201, was 

kindly provided by the University of Fribourg. Characterization of the graphene sheets 

(elemental analysis, surface area and size of the sheets) are reported in ref.201 

Hydrogel Preparation using the pH Variation Method - A portion of gelator 3 (5 mg for 

hydrogels 3G1-3G4; 10 mg for hydrogels 3G5-3G8) was placed in a test tube (diameter: 8 

mm), then Milli-Q® water (0.5 mL) or a graphene solution (see Table 3.1 for details) was 

added, followed by a 1M aqueous NaOH (2.1 equiv.) and the mixture was stirred until sample 

dissolution. Finally, we added 2.2 eq. of glucono-ŭ-lactone. After a rapid mixing to allow the 
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GdL complete dissolution, the sample stood quiescently until complete gel formation which 

usually occurred after 16 hours.  

Hydrogel Preparation by Addition of Arginine - A portion of gelator 3 (5 mg for hydrogels 

3A1-3A4; 10 mg for hydrogels 3A5-3A8) was placed in a test tube (diameter: 8 mm), then 

arginine (1 equiv.) was added. 0.5 mL of Milli-Q® water or a graphene solution (see Table 3.1 

for details) was added to the test tube under stirring. After 1 minute, the magnetic stirrer was 

removed and the tube stood quiescently until complete gel formation which usually occurred 

after 16 hours. 

Conditions for Tgel Determination - Tgel was determined by heating some test tubes (diameter: 

8 mm) containing a glass ball (diameter: 5 mm, weight: 165 mg) on the top of the gel. After the 

gel is formed, the ball was suspended atop. The Tgel is the temperatures in which the ball starts 

to penetrate inside the gel. Some hydrogel samples melt, producing a clear solution, while in 

other cases the gelator shrinks and water is ejected, as syneresis occurs. 

Aerogels Preparation - Samples of the hydrogels were freeze dried using a BENCHTOP 

Freeze Dry System LABCONCO 7740030 with the following procedure: the hydrogel was 

prepared in an Eppendorf test tube at room temperature. After 16 hours, the samples were 

placed in liquid nitrogen for 10 minutes, then freeze-dried for 24 hours in vacuo (0.2 mBar) at 

-50 °C. 

 

AEROGELS CHARACTERIZATION  

Morphological Analysis - Scanning electron micrographs of the samples were recorded using 

a Hitachi 6400 field emission gun scanning electron microscope operating at 15 kV. 

Rheology - Rheology experiments were carried out on an Anton Paar Rheometer MCR 102 

using a parallel plate configuration (25 mm diameter). Experiments were performed at constant 

temperature of 23 °C controlled by the integrated Peltier system and a Julabo AWC100 cooling 

system. Oscillatory amplitude sweep experiments (ɔ: 0.01ï100%) were carried out to determine 

the LVE range at a fixed frequency of 1 rad sī1. Once the LVE of each hydrogel was established, 

frequency sweep tests were performed (ɤ: 0.1ï100 rad sī1) at a constant strain within the LVE 

region of each sample (ɔ = 0.04%). Step strain experiments were performed on hydrogels to 
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analyse the thixotropic behaviour of the material. The sample was subjected to consecutive 

deformation and recovery steps. The recovery step was performed by keeping the sample at a 

constant strain ɔ = 0.04%, i.e. within the LVE region, for a period of 400 s. The deformation 

step was performed by applying to the gel a constant strain ɔ = 100%, i.e. above the LVE region 

of the sample for a period of 300 s. The cycles were performed 3 times at a fixed frequency ɤ 

= 10 rad sī1. 

IR  - High quality infrared spectra (64 scans) were obtained with an ATR-FT-IR Bruker Alpha 

System spectrometer (64 scans). 

Cell culture - Mouse embryonic fibroblast (NIH-3T3) cells were cultured under standard 

conditions in Dulbeccoôs modified Eagle medium (DMEM) (4.5 g Lī1 glucose), supplemented 

with 10% (v/v) Fetal Bovinum Serum, 2 mM L-glutamine, 0.1 mM MEM Non-Essential Amino 

Acids (NEAA), 100 U mLī1 penicillin and 100 U mLī1 streptomycin in a humidified incubator 

set at 37 °C with 5% CO2. For cell culture, the samples were sterilized with ultraviolet (UV) 

radiation for 20 min before use. The gels were incubated for 30 min at 37° with 5% CO2 with 

complete medium. Cells were seeded on gel in 24-well plates at a density of 105 cells per mL.  

Cell viability - Cell viability was determined by resazurin reduction assay; the reagent is an 

oxidized form of the redox indicator that is blue in colour and non-fluorescent. When incubated 

with viable cells, the reagent is reduced and it changes its colour from blue to red becoming 

fluorescent. Briefly, cells were seeded on gels with complete medium. After incubation times, 

the resazurin reagent was added directly to the culture medium with 10% volume of medium 

contained in each sample and incubated for 4 h at 37 °C with 5% CO2. Subsequently, aliquots 

from each sample were transferred to a 96 multiwell plate for fluorescence measurement at ɚexc 

560 nm and ɚem 590 nm (Thermo Scientific Varioskan Flash Multimode Reader). A negative 

control of only medium without cells was included to determine the background signal, as well 

as a positive control of 100% reduced resazurin reagent without cells. 
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Chapter 4 

 

4. LMWGs and mineral phase: formation of composite materials 

 

4.1 Biomineralization: crystal growth in hydrogel matrices 

Biomineralization is the process by which organisms deposit in a controlled way mineral phases 

producing biominerals such as bones, teeth, mollusc shells.202ï204 One experimentally proven 

dogma of biomineralization is that the deposition of the mineral phase occurs in a highly viscous 

or gel environment.202,205  

Biominerals have properties optimized for their specific function, but difficult to reproduce in 

laboratories. Recently, the possibility to exploit gels for the growth of crystals has been used as 

a model for biomineralization. A number of natural gel-like matrices (such as collagen, fibroin, 

amelogenin and Ŭ-chitin)206 have been identified in association with mineralisation processes 

in biological organisms.   

Crystal growth in gels is a modification of crystal growth in solution and could be a useful tool 

for controlling purity, morphology and other properties of single crystals.   

Gel matrices composed of synthetic and natural molecular gelators, are usually well hydrated, 

porous and fibrous networks, which provide structural frameworks for the mineral phase to 

grow, as well as chemical functionalities for nucleation of crystal growth.207,208   

One of the unique aspects of gels is the high porosity of the three-dimensional network. Each 

cavity represents a compartment of solution in which the solute is confined, influencing crystal 

nucleation, growth and morphology. Physically, gel networks determine diffusion rates, local 

concentrations and supersaturation of solutes.   

A wide variety of materials can be dissolved, suspended or trapped into the gel structure at the 

end of the gel formation (as already reported in Chapter 2 and 3) such as graphene,168,171,209,210 

cells,211ï213 catalysts,214,215 and ions for crystal growth. After hydrogel formation, several 

processes may take place in the confined space of the gel, producing results that are 

significatively different from what is usually observed in solution.  

Gel networks offer other advantages to support crystal growth including prevention of 

sedimentation and elimination of Brownian motion, laminar flow and convective currents, 
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making diffusion the dominant mass transport mechanism available to solutes. Such parameters 

lead generally to large and high-quality crystals. The organic matrix constituted by gel fibres 

can be intimately associated with the inorganic mineral phase and even incorporated inside of 

it, producing composite inorganic/organic materials with unique properties and 

morphologies.216ï218  

 

Figure 4.1 Schematic illustration of the growth of calcite aggregates obtained from alginate gels.  

(G blocks are the Ŭ-L-guluronic acid residues of alginate). Adapted from ref.219 

Examples of hydrogels in biological, as well as synthetic, bio inspired systems are discussed in 

Asenath Smith et al.206 They show the physical and chemical effects of a broad range of 

hydrogel matrices and their role in directing polymorph selectivity and morphological control 

in the calcium carbonate system. In these studies, the function of the gel has been to physically 

control the diffusion process of precipitating ions by chemical interactions between functional 

groups of gelator molecules and the growing crystals of the mineral. 

Calcium carbonate has been one of the most studied minerals, alone and in combination with 

gels (Figure 4.2), because it is widespread among living organisms and represents a relatively 

simple chemical system to investigate in vitro.220,221 It exists as one of three polymorphs 

(calcite, aragonite and vaterite), as well as amorphous forms. In a recent work, a gel that formed 

in the presence of calcium ions was used as a source of calcium ions for calcification. 
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Figure 4.2 Optical images of calcium carbonate crystallization in uniaxially deformed (200% 

elongation) gelatin films: a) Rhombohedral calcite crystals formed on film without entrapped poly-L-

Aspartate. b) Aragonite aggregates formed inside the film with entrapped poly-L-Aspartate.221 

However, the gel structure was lost during the calcification process.222 Examples of hydrogels 

that i) form a framework in the presence of calcium ions, ii) provide the calcium ions for 

crystallization and iii) preserve the framework structure are absent in the literature, as far as we 

know. Such a system can have great relevance in biomineralization, because in many organisms 

the mineralization process takes place in a gelling environment rich of calcium ions, in which 

the diffusion of carbonate ions occurs.202,223 

 

 Supramolecular hydrogels for growth of CaCO3 crystals 

Supramolecular gels, as already discussed, may be constituted of a liquid phase (water or 

organic solvents) in which a wide variety of materials are dissolved, suspended or trapped into 

the gel structure at the end of the gel formation. After hydrogel formation, several processes 

may take place in the confined space of the gel, producing results that are significatively 

different from those observed in solution.   

A recent study reported the growth of calcium carbonate crystals inside a supramolecular gel 

based on a bis-urea gelator system with carboxylic acid functionalities.224 Gels of this type, 

having Ca2+ binding domains on the fibres (carboxylate groups), can potentially nucleate the 

growth of a mineral or strongly and specifically interact with growing crystal faces, thus altering 

the morphology of the crystals in a controlled way.225 Gelator molecules participated in the 
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crystallization of calcite, altering the physical properties, nucleation and growth processes of 

the crystals. 

In this context, we decided to investigate the formation of calcium carbonate crystals inside a 

gel matrix made with one of our gelators containing carboxylic acid functionalities.  

In our continuous effort to find new gelators able to form stable hydrogels, useful for different 

applications, we found a LMWG based on a single amino acid, L-DOPA, that was able to gelate 

under several conditions. Gelator 4 Boc-L-DOPA(Bn)2-OH (Figure 4.3) may benefit from the 

additional presence of two benzyl esters in the chemical structure, that improve gelation 

efficiency through additional ˊ-ˊ stacking interactions.   

 

Figure 4.3 Chemical structure of gelator 4, Boc-L-DOPA(Bn)2-OH. 

Unprotected and commercially available L-DOPA was transformed into gelator 4 with four 

synthetic steps, as previously reported (see Chapter 2). The effective preparation of this 

compound bears well for its applications in the formation of supramolecular materials.  

The preparation of the hydrogels followed a general procedure based on the dissolution of 4 in 

an alkaline aqueous solution (NaOH or Na2CO3), by stirring and sonication for about 15 

minutes, followed by the addition of the trigger (GdL or CaCl2).
226ï228   

Samples 4A and 4B both were prepared using NaOH as base for the dissolution, and different 

triggers (GdL and CaCl2 respectively). For the preparation of samples 4C and 4D, NaOH was 

replaced by Na2CO3 as a source of carbonate ions. The addition of CaCl2 as trigger may induce 

the formation of CaCO3 crystals. In this procedure, gelation takes place with the formation of 

CaCO3 crystals.  

Gelator 4 can form gels under these conditions with a concentration ranging between 0.5 and 

2% w/w. After several attempts, we found that the optimal gelator concentration for this specific 
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study was 1% w/w. Gels were too weak using 0.5%. Gels formation was irreproducible and 

very fast using 2%, creating mechanical problems in the hydrogel network and the crystals. 

Moreover, before choosing the optimal Na2CO3 and CaCl2 concentrations used for samples 4B, 

4C and 4D (Table 4.1), several concentrations were tested, which were too low to detect the 

calcite formation, or too high to allow the formation of a strong hydrogel.  

Table 4.1 Reagents, conditions and final pH for hydrogels formation using gelator 4 in 1% w/w 

concentration. 

Sample 
Gelator  

(mg) 

Eq.NaOH 

(1 M) 

Eq.Na2CO3 

(0.1 M) 

Eq. 

GdL  

Eq.CaCl2 

(0.1 M) 
Final pH 

4A 10 1.3 - 1.4 - 5.5 

4B 10 1.3 - - 1 8 

4C 10 - 1 - 1 6 

4D 10 - 2.5 - 5 6.5 

In all the cases, gel formation was fast after the addition of the trigger, even in the case of the 

GdL, which usually requires prolonged times to form the network.64 All gels appeared 

homogeneous and opaque (Figure 4.4).  

The final pH of these gels (see Table 4.1) was affected by the chemical processes occurring 

inside of them. When the environment was alkaline because of the addition of NaOH and CaCl2 

solution as trigger, the final pH was 8. Since the starting concentration of [OH-] was 1 M, this 

final value suggested that a relevant part of the OH- groups were involved in the salification of 

the gelator. When Na2CO3 was used instead of NaOH, the drop of pH was higher (samples 4C 

and 4D of Table 4.1), probably because Na2CO3 was consumed by the salification process of 

the gelator molecules and by the formation of CaCO3. 
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Figure 4.4 Photographs of the hydrogels prepared using gelator 4 in 1% w/w concentration. 

From the left: sample 4A, 4B, 4C and 4D. Scale bar: 5 mm. 

The viscoelastic behaviour of the hydrogels in terms of storage (Gô) and loss (Gôô) moduli was 

analysed through standard rheological experiments. The first analysis performed was an 

Amplitude Sweep to evaluate the LVE range, with a constant frequency ɤ = 1 rad s-1 (Figure 

4.5).  

  

 

Figure 4.5 Amplitude sweep experiments of the hydrogels 4A (blue), 4B (red), 4C (pink) and 4D 

(green), made with 1% w/w concentration of gelator 4. The analyses were performed on the gels about 

20 hours after the gelation begun. Storage modulus: solid circles, loss modulus: empty circles. The 

analyses were repeated three times for each sample. 
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All the hydrogels prepared are characterized by Gô approximately an order of magnitude higher 

than Gôô (except samples D which are highly calcified), indicating their solid-like 

behaviour.199,229 Frequency sweep experiments (Figure 4.6) were performed applying a 

constant shear strain within the LVE region of each sample (ɔ = 0.04%).  

For all hydrogels, both the Gǋ and Gǌ were almost independent from frequency in the range 

from 0.1 to 100 rad sī1, with Gǋ always greater than Gǌ.   

 

  

 

Figure 4.6 Frequency sweep experiments (constant ɔ = 0.04%) performed on 1% w/w hydrogels. The 

analyses were performed in triplicate on the hydrogels about 20 hours after the beginning of gelation. 

A comparison of the rheological properties of the four samples, taken from the frequency sweep 

experiment, is summarised in Table 4.2.  
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Table 4.2 Values of Gô and Gôô (mean moduli and standard deviation) from frequency sweep 

experiments (ɔ = 0.04%, ɤ = 1 rad/s). 

Sample Gô (KPa) Gò (KPa) 

4A 64.181±2.761 9.648±0.884 

4B 25.800±9.051 2.790±0.042 

4C 20.650±6.435 3.140±0.990 

4D 56.738±0.735 12.507±0.111 

Finally, the systemôs ability to recover the gel status after a strong stress was checked.  

All samples were subjected to a strain value within the LVE region (characterized by Gô values 

greater than Gôô), followed by a stress that induces transformation into solution (thixotropy). 

These two steps were applied to the respective hydrogels for multiple cycles (Figure 4.7). 

               

               

 

Figure 4.7 Values of storage moduli Gô (solid circles) and loss moduli Gò (empty circles) recorded 

during step strain experiments performed on the hydrogel samples 4A (blue), 4B (red), 4C (pink) and 

4D (green).  
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When the applied strain was increased above the crossover point, the sample behaviour 

switched from gel-like to sol-like, with Gôô values greater than Gô. Then the samples rested at 

fixed strain within the LVE range and the recovery of the gel-like status was checked. Samples 

4A, 4C and 4D showed good thixotropic behaviour, as they promptly recovered their properties 

after each cycle. In contrast, hydrogel 4B recovered a gel-like status after the first cycle, 

although the Gô value was significantly reduced (from 21000 Pa to 400 Pa). After the second 

cycle, the hydrogel recovered again a gel-like behaviour with a Gô value of about 400 Pa. 

 

 Reversibility of calcium uptake 

The role of Ca2+ ions in hydrogel formation and the reversibility of calcium release (from the 

gel to the environment) and uptake (inside the gel from the environment) were then 

investigated. To perform this study, samples of hydrogel 4B were immersed after gelation in a 

0.05 M disodium ethylenediaminetetraacetate (Na2EDTA) dihydrate solution under gentle 

stirring for 5 hours (4B-E). The aim was to replace Ca2+ with H+ inside the gel network and to 

check possible changes in the gel properties. Then, sample 4B-E was re-suspended in a CaCl2 

solution for 5 hours (4B-Ca) to check the reversibility of calcium uptake. This study is 

represented in Figure 4.8.  

 

Figure 4.8 Representation of calcium uptake from the gel network using NA2EDTA and subsequent 

calcium addition to the network using CaCl2.  

The first treatment successfully removed Ca2+ from the hydrogel, as verified by the Energy-

dispersive X-ray spectroscopy (EDX) spectrum of a fragment of the dry sample (xerogel) of 

4B-E (later named as 4B-EX) in which no signal for calcium was observed (Figure 4.9). The 

following addition of calcium showed the presence of about 1 atom% content of calcium in the 

corresponding dry samples (later named as 4B-CaX). 
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Figure 4.9 EDX spectrum of the xerogel of  4B-E (top) and 4B-Ca (bottom). The area of collection of 

the EDX spectrum is the one inside the purple coloured quadrilateral. Only the xerogel sample of 4B-

Ca shows the peaks due to the presence of Ca. 

The mechanical properties of sample 4B-E were analysed with the rheometer and compared 

with those of sample 4B (Figure 4.10, Figure 4.11 and Figure 4.12).  

  

Figure 4.10 Amplitude sweep experiments performed on the 1% w/w hydrogels. The results obtained 

for 4B-E (orange) were compared with 4B (on the left, red line) and 4A (on the right, blue line).  

(Gô modulus: solid circles, Gôô modulus: empty circles).  
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Figure 4.11 Frequency sweep experiments (constant ɔ = 0.04%) performed on the 1 wt.% hydrogels. 

The results obtained for 4B-E (orange) were compared with 4B (red, left) and 4A (blue, right). Storage 

moduli Gô (solid circles) and loss moduli Gò (empty circles).  

         

Figure 4.12 Step strain experiments performed on the hydrogels. The results obtained for 4B-E (orange) 

were compared with 4B (red, left) and 4A (blue, right). Storage moduli Gô (solid circles) and loss moduli 

Gò (empty circles). 

Interestingly, hydrogels 4B-E after the EDTA treatment are stiffer than sample 4B, showing 

properties similar to those of sample 4A, which does not include calcium in the network. When 

sample 4B-E was re-suspended in a CaCl2 solution, no variation on its aspect neither on its 

mechanical properties were observed (Figure 4.13).  

A possible reason for this behaviour can be found in the pH change during the treatment. After 

the removal of calcium with EDTA from hydrogel 4B to form 4B-E, the pH decreased from 8 

to 4 and remained unchanged when sample 4B-E was re-suspended in the calcium solution to 

form 4B-Ca.  
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Figure 4.13 Amplitude sweep experiments (left) and frequency sweep experiments (constant ɔ = 0.04%, 

right) performed on the 1% w/w hydrogels. The results obtained for 4B-Ca (light blue) were compared 

with 4B-E (orange). 

These outcomes suggest not only that it is possible to remove calcium from the hydrogel 

network, improving the mechanical properties of the material, but also that a modification in 

the organization of the supramolecular fibres occurs upon Ca2+ removal and this modification 

is not reversible by re-adding calcium ions.   

 

 Xerogel characterization 

The drying process is usually a critical point for a gel, since the morphology of the network can 

change compared to the hydrated state producing artefacts, especially for aggregation processes 

that may take place.230,231 To investigate hydrogels still containing the liquid phase some 

powerful techniques, such as cryo-TEM (Transmission Electron Microscopy), small angle X-

ray scattering (SAXS) and small angle neutron scattering (SANS), are necessary but not always 

accessible. Nonetheless, it is often necessary to produce dried samples to have at least an idea 

of the morphology of the gel. Two types of dry gels can be produced depending on the drying 

method: xerogels are obtained when the gel is allowed to dry in air, while to produce aerogels 

the sample is first frozen and then freeze dried.   

Xerogels were here produced to perform SEM and synchrotron XRD analyses. These tools were 

exploited to investigate the mineral phase formed and the interactions between fibres and 

crystals more than the morphology of the hydrogel itself. Taking into account the focus of these 
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analyses on the crystalline phase, it was also decided to wash the samples (using two methods) 

to remove part of the fibres and produce cleaner crystals.      

With procedure 1, xerogels of samples 4A, 4B, 4C, 4D, 4B-E and 4B-Ca were obtained by 

solvent removal in oven. The dried samples were washed with ethanol to remove part of the 

fibrous network of the gel and have cleaner crystals for the following analyses, then they were 

dried again and named 4AX, 4BX, 4CX, 4DX, 4B-EX and 4B-CaX (X for xerogels). 

SEM images were collected for sample 4CX and 4DX before and after ethanol washing to make 

a comparison. The ethanol wash produces cleaner crystals, as reported in Figure 4.14 (right) 

for sample 4CX.   

 

    

Figure 4.14 SEM images of xerogel 4CX before (left) and after (right) washing with ethanol. 

For some samples of hydrogels 4C and 4D the xerogels were prepared with a modified 

procedure (procedure 2) based on washing with water and ethanol before solvent removal in 

oven, thus forming the modified xerogels 4CX# and 4DX#. This procedure was envisaged to 

remove unreacted ions and molecules and change the hydrogel chemical environment before 

drying. The SEM images of the samples 4AX, 4BX, 4CX and 4DX are reported in Figure 4.15.  

Compared to sample 4AX, in sample 4BX the presence of calcium determines evident 

differences in the morphology and fibres organisation. In sample 4BX, the fibrous structure is 

well visible: the fibres are separated one from the other and form a network in which they are 

strongly entangled, also thanks to the branching that appears in some fibres. 
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Figure 4.15 SEM images of the xerogel samples 4AX (A), 4BX (B), 4CX (C and magnification CM) 

and 4DX (D and magnification DM). The insets in (A) and (B) illustrate a high magnification image for 

xero-1 and xero-2. The images (CM) and (DM) illustrate the composite nature of the calcite crystals 

from 4CX and 4DX that entrap gelator fibres. Each image is representative of the entire sample. 

In sample 4AX, on the contrary, the fibres, around 25 nm in diameter, are partially embedded 

in a compact matrix, that prevents an accurate determination of the average diameter.   

In the two samples containing both calcium and carbonate ions, 4CX and 4DX, a fibrous 
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structure is present, with entrapped calcium carbonate crystals inside. Both composites show a 

high embedding of the crystals inside the fibrous network. The fibres entrap the crystals almost 

completely and even penetrate inside them, thus forming an organic-inorganic composite 

material (Figure 4.15 CM and DM and Figure 4.16 C and D).  

 

Figure 4.16 SEM images of the xerogel samples 4CX (C) and 4DX (D). 

The amount of crystals observed in sample 4CX is lower than that in sample 4DX, as expected 

since the concentrations of calcium and carbonate ions were lower in the starting chemical 

system of hydrogel 4C.  

For what concerns the study on the reversibility of calcium uptake, the SEM images of the 

xerogels after the EDTA treatment (4B-EX) and after the re-addition of calcium (4B-CaX) are 

reported in Figure 4.17. It is possible to notice that sample 4B-EX has the same fibre 

organization observed in sample 4BX, an entanglement of separated and well-defined fibres, 

with almost constant diameters. Sample 4B-CaX is heterogeneous, composed by fibres, similar 

to those observed in sample 4BX, and less defined segments, similar to those observed in 

sample 4CX and 4DX.  
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Figure 4.17 SEM images of the xerogel samples 4B-EX (E) and 4B-CaX (Ca).  

The fibres diameter distribution was analysed through a box plot, taking the diameters from the 

SEM images of samples 4BX, 4B-EX and 4B-CaX (n Ó 50).232 The box plots are shown in 

Figure 4.18 and reveal a different diameter distribution for the fibres obtained in different 

conditions. It is possible to notice that when calcium ions are involved in the formation of the 

hydrogels, fibres are thin. Unlike, when the calcium ions are removed from the hydrogel fibres 

by the interaction with EDTA, an aggregation process occurs, which is preserved in the xerogel. 

The structure of the xerogels was then investigated by synchrotron X-ray diffraction. The 

corresponding X-ray powder diffraction patterns, obtained by integration of the intensities 

along the 2Q angle, are reported in Figure 4.19. 
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Figure 4.18 Box plot showing the distribution of the fibres diameters measured in the xerogel obtained 

from the samples 4BX, 4B-EX and 4B-CaX.  

These data show that all xerogel samples were crystalline and with different structures, 

according to their synthesis, or their post-synthesis treatment. The xerogels of the four starting 

samples 4AX, 4BX, 4CX and 4DX, show intense low angle diffraction peaks at 2.99 nm and 

1.74 nm; in addition, intense diffraction peaks at 0.51 nm, 0.46 nm and 0.34 nm are also 

observed (Figure 4.19). The relative intensity of these peaks is different among the samples 

and this observation can be due to the preferential orientation effect. Other diffraction peaks 

were also observed at 1.46 nm, 0.99 nm, 0.92 nm, 0.67 and 0.61 nm that were common among 

the samples containing calcium (4BX, 4CX and 4DX). Sample 4AX, the only one formed in 

presence of GdL without calcium, shows diffraction peaks at 1.34 nm and 0.83 nm, which are 

absent in the other samples, suggesting that in the presence of GdL the Boc-L-Dopa(Bn)2-OH 

assembly occurs with a diverse packing. The calcified xerogel, 4CX and 4DX, show additional 

diffraction peaks at about 0.38 nm, 0.301 nm and 0.228 that correspond to diffraction peaks of 

calcite.233 No diffraction peaks that could be associate to other anhydrous or hydrated calcium 

carbonate polymorphs were observed. The diffraction patterns did not show any intense 

background signal that could suggest the presence of relevant amounts of amorphous calcium 

carbonate. The relative intensity of the diffraction peaks of calcite with respect to those of the 

fibres was higher in samples 4DX than in samples 4CX, indicating a higher concentration (not 
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quantified) of calcite in agreement with the higher concentration of Ca2+ and CO3
2- in the 

starting hydrogel chemical system, as already observed from the SEM images. 

 

Figure 4.19 (left and right side) Synchrotron X-ray fibre diffraction image of the samples 4AX (A), 

4BX (B), 4CX (C) and 4DX (D). (centre) Corresponding powder diffraction profiles obtained by 

integration of the intensities along the 2Q angle. The main diffraction peaks from the xerogel structure 

are indicated with their associated periodicities. The diffraction peaks of calcite are marked by an 

asterisk. 

Different structures were observed in samples 4B-EX and 4B-CaX (Figure 4.20), obtained by 

EDTA decalcification of the sample 4B and subsequent incubation in a CaCl2, respectively. 

Their diffraction patterns showed several diffraction peaks having the same periodicities, but 

different relative intensities. Most of these diffraction peaks were at different periodicities from 

those observed in the samples 4AX, obtained in the absence of Ca2+, and 4BX, formed in 

presence of Ca2+, with the exception for diffraction peaks at 0.51 nm, 0.46 nm. In 4B-EX and 

4B-CaX low angle diffraction peaks were at 2.51 nm and a 1.26 nm. In the same samples other 

intense peaks were observed at 0.94 nm, 0.87 nm and 0.37 nm, while in the sample 4BX most 

of these peaks were very weak. 
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Figure 4.20 (left) Synchrotron X-ray fibre diffraction image of the samples 4B-EX (BE) and 4B-CaX 

(BCa). (right) Corresponding X-ray powder diffraction profiles obtained by integration of the intensities 

along the 2Q angle. The main diffraction peaks from the xerogel structure are indicated with their 

associated periodicities. The X-ray powder diffraction profiles from the samples 4AX (A) and 4BX (B) 

are reported for comparison. 

Xerogels 4CX# and 4DX#, prepared with procedure 2, show a different organization of the 

fibres and the presence of fibres bundles (Figure 4.21).  

 

Figure 4.21 SEM images of the xerogel samples 4CX# (A) and 4DX# (B). 
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Even in these samples the amount of crystals of calcium carbonate formed in sample 4DX# is 

clearly higher than that of sample 4CX# and related to the ion concentrations of the starting 

solutions. 

In conclusion, SAFiN hydrogels that can be exploited as a bio-inspired matrix for calcification 

were prepared using a simple and robust process. They formed through electrostatic and ˊ-ˊ 

stacking interactions of Boc-L-DOPA(Bn)2-OH molecules in aqueous solutions. The four kinds 

of hydrogels were prepared by varying the trigger (GdL or CaCl2) and the base. They were 

solid-like with mechanical, compositional and structural properties depending on choice of the 

trigger.  When Na2CO3 was used to alkalinize and CaCl2 as trigger, calcite crystals formed 

within the conserved solid-like hydrogel, generating a composite material. When Ca2+ was 

replaced with H+ the SAFiN hydrogel assumed the same properties of the one formed using 

GdL as trigger. This suggested that once assembled the hydrogel molecular chains relied more 

on the ˊ-ˊ stacking interactions than on the source of the electrostatic ones. 

The calcified hydrogels produced xerogels that gave different X-ray fiber diffraction pattern 

and morphology if harshly washed before drying. It has been supposed the inter-fibril 

interactions were affected by the washing, which by removing unreacted molecules and free 

ions changed the chemical environment. Of course, these considerations are derived by 

observations on xerogels and could be not representative of the fibre structures and interactions 

inside the hydrogels. 

In all xerogels from calcified hydrogels, calcite crystals were observed to be entrapped in the 

fibre network and entrapping fibres within their structure, generating a composite material. This 

scenario is supposed to be a realistic prediction of the hydrogel, since calcite formed into the 

hydrogel. In addition, the amount of calcite crystals formed, which was qualitatively evaluated, 

increased with the concentrations of calcium and carbonate ions in the starting hydrogel 

chemical system. These final observations confirm the starting hypothesis that the fibrous 

structure of the hydrogel can be considered a bio-inspired matrix that has the capability to 

confine the space of mineralization, to act as a source of Ca2+ and to preserve its structural 

organization once the mineral formation has occurred, as frequently occurs in 

biomineralization. 
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 Materials and methods 

Conditions for Gel Formation - The control sample (4A) was prepared by adding Milli-Q® 

water (0.97 mL) and aqueous 1 M NaOH (1.3 equiv.) to a test tube (8 mm of diameter) 

containing 10 mg of the gelator, in order to produce a final concentration of the gelator of the 

1% w/w. The mixture was stirred and sonicated in turn for about 30 minutes until the complete 

dissolution of the sample. Then glucono-ŭ-lactone (1.4 equiv.) was added to the mixture. After 

a rapid mixing and complete dissolution of GdL, the sample was allowed to stand quiescently 

until gel formation, which occurred over several hours. 

Sample 4B was prepared by adding Milli-Q® water (0.76 mL) and aqueous 1 M NaOH (1.3 

equiv.) to a test tube (8 mm of diameter) containing 10 mg of the gelator to produce a final 

concentration of the gelator of the 1% w/w. The mixture was stirred and sonicated in turn for 

about 30 minutes, until the complete dissolution of the sample. Then a 0.1 M aqueous CaCl2 

solution (1 equiv.) was added to the mixture. After a rapid and complete dissolution of CaCl2, 

the sample was allowed to stand quiescently before further studies, even if the formation of gel 

occurs immediately. 

Sample 4C and 4D were prepared following the same procedure as for sample 4B, but, instead 

of NaOH, Na2CO3 was used.  In sample 4C and 4D 1 and 2.5 equiv. of Na2CO3 and 1 and 5 

equiv. of CaCl2 were respectively employed (see Table 1). 

Rheology - Rheological measurements were performed on an Anton Paar Rheometer MCR 102 

using a parallel plate configuration (25 mm diameter). The experiments were performed at a 

constant temperature of 23 °C, controlled by the integrated Peltier system. All analyses were 

performed with a fixed gap value of 0.5 mm on the respective gel samples, prepared the day 

before the analysis and left overnight at a controlled temperature of 20 °C to complete the 

gelation process (around 20 hours). Oscillatory amplitude sweep experiments (ɔ: 0.01ï100%) 

were carried out to determine the linear viscoelastic range at a fixed frequency of 1 rad sī1. 

Once the LVE of each hydrogel was established, frequency sweep tests were performed (ɤ: 

0.1ï100 rad sī1) at a constant strain within the LVE region of each sample (ɔ = 0.04%). Step 

strain experiments were performed on hydrogels to analyse the thixotropic behaviour of the 

material. The sample was subjected to consecutive deformation and recovery steps. The 

recovery step was performed by keeping the sample at a constant strain ɔ = 0.04%, i.e. within 
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the LVE region, for a period of 400 s. The deformation step was performed by applying to the 

gel a constant strain ɔ = 100%, i.e. above the LVE region of the sample for a period of 300 s. 

The cycles were performed 3 times at a fixed frequency ɤ = 10 rad sī1. 

Samples Preparation for X-Ray Diffraction and Scanning Electron Microscopy analysis 

Two procedures were used for the preparation of the xerogels.   

Procedure 1. Each hydrogel (1 mL) was oven-dried 3 hours at 100 °C until it became 

completely dry. Then the sample was washed twice with ethanol (2 x 2 mL). After the solvent 

addition, the test tube containing the sample was stirred with Vortex (1 min) and spin-dried (5 

minutes - 5000 rpm), then the supernatant was removed. The solid residue was oven-dried at 

100 °C for two hours. 

Procedure 2. Each hydrogel (1 mL) was washed twice, with Milli-Q® water (2 mL) followed 

by ethanol (2 mL). In both cases, after solvent addition, the test tube containing the sample was 

stirred with Vortex (1 min) and spin-dried (5 minutes - 5000 rpm), then the supernatant was 

removed. The solid residue was oven-dried at 100 °C for two hours.  

These samples were named with an #. 

EDTA treatment - After gelation, hydrogel 4B (1 mL) was placed in a vial with 6 mL of a 

0.05 M Na2EDTA solution and gently stirred for 5 h. Then, the solution was removed and the 

sample was used for rheological analyses (4B-E). Before SEM and XRD analysis, the samples 

were washed according to the procedure reported above. 

EDTA-CaCl2 treatment - After gelation, hydrogel 4B (1 mL) was placed in a vial with 6 mL 

of a 0.05 M Na2EDTA solution and gently stirred for 5 h. Then, the solution was replaced with 

6 mL of a 0.1 M CaCl2 solution. The solution was removed after 5 h and the sample was used 

for rheological analyses (4B-Ca). Before SEM and XRD analysis, the samples were washed 

according to the procedure reported above.  

Scanning Electron Microscopy - For the SEM imaging the uncoated samples were observed 

with a Phenom G2 Pure using an energy of 3 kV. Gold coated (2 nm) samples were observed 

using a Hitachi SEM 6400 operating at 15 kV. 

X-ray fiber diffraction - X-ray diffraction images were collected at XRD1 beamline, Elettra, 

Trieste, Italy and at the beamline ID23-1, ESRF, Grenoble, France. Each frame was collected 
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at the peak wavelength (0.9765 Å) using an exposure of 60 s. The XRD diagrams were analysed 

using Fit2D software.234 

Number of experiments - All the experiments for the preparation of the hydrogel 4A, 4B, 4C, 

4D, 4B-E and 4B-Ca were repeated at least three time. The preparation of the xerogels was 

performed using two experimental procedures that were also repeated at least three times for 

each sample. The rheological analyses were repeated three times. The scanning electron 

microscopy observations were performed on at the least three independent samples for each 

preparation. The diffractometric measurements were performed on one sample. 
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4.2 Fibre-reinforced Calcium Phosphate Cements (FRCPCs)  

  

 Calcium Phosphate Cements as bone scaffolds  

Many synthetic biomaterials (e.g. metallic,235 polymeric,236 ceramic,237ï239 and cements,240,241) 

have been developed as bone substitute materials. Among them, an extensive research has been 

dedicated towards calcium phosphate cements (CPCs). Discovered in 1980s, CPCs are 

frequently used to repair bone defects because of their excellent biocompatibility, bioactivity, 

osteoconductivity, injectability and moldability.242,243 CPCs are defined as a combination of 

one or more calcium phosphate powders which, upon mixing with a liquid phase (water or a 

solution containing calcium or phosphate), form a paste able to self-set and harden in situ in the 

bone defect site to form a scaffold.244   

Bone is a complex material with a well-structured architecture. To obtain optimal bone 

integration and regeneration, the components and structure of bone repair materials are often 

functionalized using biomimicry. Inspired by the components of natural bones, in numerous 

studies organic and inorganic compounds have been used to obtain scaffolds and bone-repairing 

cements.245 Bone cements are used as fillers in the treatment of metastatic bone disease, and as 

stabilizers in surgical procedures for the treatment of pain resulting from vertebral compression 

fractures, such as vertebroplasty (VP), balloon kyphoplasty, and vertebral body stenting.246 

Cements are, by definition, materials made up of one or more solid phases (powders) which 

when mixed with a liquid phase, give a mass of a modellable consistency, that hardens at room 

temperature. 

Many cements are based on calcium phosphates (CPCs).247ï249 Tricalcium phosphate (TCP), 

also known as tribasic calcium phosphate, is a calcium salt with phosphoric acid. It has two 

different crystalline forms: Ŭ-TCP and ɓ-TCP, both used for the preparation of calcium 

phosphate cements. ɓ-TCP is the allotropic phase, stable below 1180 °C, and has exactly the 

same chemical composition as Ŭ-TCP, but a different crystallographic structure.  

The ɓ form can be stabilized by some ionic impurities, such as magnesium ions. It is a 

bioabsorbable material but is not present in biological tissues. The different crystallographic 

structure makes Ŭ-TCP less biodegradable than ɓ-TCP.250 Many of the most recent formulations 

are based on the use of Ŭ-TCP (Ŭ-Ca3(PO4)2) which, in aqueous solution and at physiological 
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pH, undergoes hydrolysis through a mechanism that involves the dissolution and subsequent 

precipitation of a more stable phase, similar to hydroxyapatite: 

5Ŭ-Ca3(PO4)2 + 3H2O Ÿ 3Ŭ-Ca5(PO4)3(OH) + H3PO4 

In this reaction scheme the main products are hydroxyapatite (HA) and phosphoric acid but the 

formation of other products, such as CaHPO4·2H2O (dicalcium phosphate dihydrate - DCPD) 

or Ca8H2(PO4)6·5H2O (octacalcium phosphate - OCP), is also possible. Under physiological 

conditions of pH and temperature, these two products are transformed into HA, which is the 

most thermodynamically stable.251 Actually, calcium deficient hydroxyapatite is mainly formed 

in a physiological environment. The non-stoichiometric phase of hydroxyapatite, the calcium 

deficient form, has chemical and structural properties similar to biological apatite.  

The hardening of cements occurs through the entanglement of the crystals formed by the 

reaction between Ŭ-Ca3(PO4)2 and water.  

The use of CPCs in orthopaedic surgery is limited due to their mechanical properties: calcium 

phosphates have relatively poor tensile and shear properties. The mechanical resistance of CPCs 

is lower than that of bone, teeth and bioceramics of sintered calcium orthophosphate.  

These properties limit the use of CPCs to areas not subjected to load or to areas subjected to 

pure compression load. Typical applications include the treatment of maxillofacial defects or 

deformities and cranial facial repair or augmentation of the spinal and tibial plateau.252ï254  

An improvement in mechanical properties would significantly extend the applicability of 

calcium phosphate cements. This may be achieved by preparation of composite materials. 

The additives used to reinforce calcium phosphate-based cements are either polymers that 

penetrate the porous matrix or fibrous reinforcements. The mechanical strength of calcium 

phosphate composites with polymers can be improved. Biodegradable polymers lack however 

for the most part the stiffness, ductility and mechanical properties required for load bearing 

applications. Furthermore, the sterilization processes typically used (autoclave, ethylene oxide) 

can influence the properties of the polymer. Among all the approaches for the preparation of 

composite cements, the use of fibre reinforcements is one of the most successful.  

Cements exhibit typically brittle cracks and fracture without any prior plastic deformation.  

The mechanical behaviour of fibre-reinforced cements, on the other hand, is the result of the 

complex interaction between all the constituent components: the behaviour at macroscopic level 

depends on both the mechanical properties of the matrix and those of the reinforcement and on 
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the mechanical interaction between fibres and cement as well as complementary effects of 

additives or polymeric aggregates. In contrast to the brittle behaviour and fracturing which are 

characteristic of CPC cements alone, larger amounts of stress energy are absorbed before 

breakage of the fibre-reinforced counterparts (Figure 4.22). By subjecting quasi-brittle 

composites to critical loads, the matrix fractures but the fibre bridges dissipate energy, resulting 

in a delay of cements fracture.255 In ductile composites, after elastic expansion, a loss of 

stiffness is observed but the composite can still absorb some load. Micro-cracks are formed, 

and their number and density increase with increasing tensile/bending load until reaching a 

saturation level.256 Such multiple cracking can be macroscopically observed and is the key to 

composite ductility. 

 

Figure 4.22 Comparison between CPCs and FRCPCs in stress-strain curves. 

Other factors related to the fibre, such as length, volume fraction, orientation and adhesion to 

the matrix, all may influence the final properties of the composite. The fusion of the fibres with 

the cement paste or precursor powder can be achieved by using different structures of the 

fibrous materials. The fibres can be introduced into the cements as short fibres or yarns (Figure 

4.23 a) or as long fibres forming a random bundle (b). The random bundles can also be cut into 

small pieces and dispersed in the concrete matrix (c). If the fibres are intertwined to form a 

yarn, the latter can also be randomly cut and introduced into the cement (a, b), oriented (e), or 

it can be worked to form laminated textile structures (d).   

It is possible to classify the CPC fibre composites reported in the literature into two groups: 

CPC composites with non-absorbable fibres, in which the fibres mechanically reinforce the 
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cement, and CPC composites with absorbable/biodegradable fibres, in which the fibres 

reinforce and create macro-porosity in the cement matrix after the degradation of the fibres, 

which allows tissue colonization by cells.257  

 

 

Figure 4.23 Disposition of the fibres inside FRCPCs.257 

A highly porous structure characterized by interconnected pores generally favours bone 

regeneration.257 Mechanical properties of a material weaken as porosity increases, making the 

development of porous CPCs for bone tissue engineering challenging. The degradable polymers 

mainly used for this purpose are polyglycolic acid, polylactic acid (also as a copolymer with 

the previous one) and polycaprolactone.257 In recent years, a fibre preparation technique 

(electrospinning) has allowed the preparation of ultra-fine polymeric fibres, from 100 nm to 5 

ɛm, which have excellent adhesion with the various elements of the matrix due to the large 

fraction of available surface. A composite reinforced with chitosan nanofibers was produced 

using the electrospinning technique.258 Mechanical tests revealed that the tensile properties 

were significantly increased due to the introduction of nanofibers. It has therefore been 

hypothesized that the incorporation of ultrafine fibres into CPCs results in interconnected 

macropores and improves the toughness of the CPC.  

The possibility of reinforcing bone cements based on calcium phosphates has already been 

explored in several works in the literature. However, the various fibre-CPC composites were 

obtained by inserting pre-formed fibres inside the cement matrix.   

So far, no studies have been reported in the literature on the development of FRCPCs using 

fibres directly self-assembled inside bone cements. Nevertheless, the possibility to achieve a 

composite material reinforced with fibres growing directly inside the cement, would represent 

a unique opportunity to obtain a better cohesion between fibres and cement paste, thus 

improving the mechanical performances of the final material. The major challenge in the 

development of such innovative materials is the search for the right formulation of these 
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composites and the determination of the relationships between raw materials, process 

parameters and final properties, not to mention the effective feasibility of supramolecular fibres 

growth directly within the cements and during their setting.  

If the self-assembled fibres are made of LMWGs, another important aspect to consider is the 

amount of liquid usually required for the formation of the networks. The general gelator/solvent 

ratio used to prepare LMWGs is below 50 mg/mL (5% w/w), and often even below 20 mg/mL 

(2% w/w). Such materials are mainly composed of a liquid phase. CPCs are mainly composed 

of the inorganic powder mix necessary for the formation of the cement. The liquid/powder (L/P) 

ratio, expressed in mL/g, can hugely vary depending on the starting cement powder, but is often 

comprised between 0.2 and 0.5, this meaning that for 1 g of inorganic powder mix the liquid 

(water) is only 0.2 or 0.5 mL. Until now, no studies have been reported in literature on the 

growth of self-assembling LMW fibres inside such a dense and compact inorganic matrix as 

that of bone cements.  

 

 Self-assembled LMW G for FRCPCs 

In order to prepare bone cements containing self-assembled fibres, gelator 4 was chose once 

again as LMWG, since it forms fibres in presence of calcium, which is compatible with bone 

scaffolds, and has a final pH close to the physiological one.  

The general preparation of CPCs relies on i) mixing the starting material inorganic powders 

using an electric mortar (3M ESPE RotoMix) 2x20 s, ii) adding Milli -Q® water, iii) mixing the 

cement paste using the electric mortar (2x20 s) (Figure 4.24). The cement paste obtained is 

then compressed for 1 minute using an INSTRON 4465. After cutting the bottom edge of the 

cylindric vial, the paste is extruded from it using a piston, and immersed for 7 days at 37°C in 

0.1 M phosphate buffered saline (PBS) solution (pH 7.4) to simulate the physiological 

environment.   

For the dissolution of gelator 4 in water, it is necessary to use alkaline water with a pH around 

9-10, usually reached through the addition of NaOH 1M (see 4.1.4 Materials and Methods). 

For this reason, in the general preparation of the cement paste, Milli-Q® water was replaced 

with an aqueous solution of NaOH 1M (1.3 eq. calculated with respect to gelator amount) in 

Milli -Q® water. 
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Figure 4.24 General procedure for the preparation of CPCs. 

The formation of fibres usually starts soon after the addition of the trigger (CaCl2).  

To obtain a homogeneous dispersion of the fibres inside the cement paste, several preparation 

methods were investigated. The inorganic powder mix for CPCs was kept constant in the 

different methods, and prepared using a literature procedure:259 25 mg of DCPD 

(CaHPO4·2H2O) were added to 475 mg of gelatine/Ŭ-TCP (15% wt of gelatine with respect to 

the total amount), also prepared as previously reported.256 This amount will be indicated as 

óstarting materialô from now.  

 

1. Method Ŭ 

In this first method, the trigger of the gelation, CaCl2, as powder, is mixed to the starting 

material  (which is also a powder mix) and the gelator dissolved in alkaline water is added later 

(Figure 4.25). For the preliminary test, a high amount of gelator (260 ɛL, 5% w/w) was 

introduced inside the starting material together with 1 equivalent of CaCl2 to facilitate the 

formation of fibres in the compact powder matrix. The gels obtained with this method were 

named ñCŬG5_1_260ò to indicate that the cement (C) was prepared with method Ŭ, using gel 

(G) at 5% concentration (5) with 1 equivalent (1) of calcium trigger and 260 ɛL of gelator 

aqueous solution (260).  
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Figure 4.25 Schematic representation of Method Ŭ. 

The morphology of the cements obtained was analysed using SEM (Figure 4.26).  

The analyses highlighted the lack of fibres in all the cements prepared and the presence of small 

fragments of gel.  

 

Figure 4.26 SEM image of a) CŬG5_1_260. 

Thus, the preparation with 1 equivalent of CaCl2 was replaced with two more preparations, one 

with 1.35 equivalents of CaCl2 (CŬG5_1.35_260) and the other with 1.6 equivalents of CaCl2 

(CŬG5_1.6_260), following the same procedure previously described to obtain the cement 

paste. The SEM images (Figure 4.27) reveal again a compact structure with some fragments of 

gel. However, no fibres were observed even with higher equivalents of CaCl2 and despite the 

use of highly concentrated gelator. 
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Figure 4.27 SEM images of b) CŬG5_1.35_260; c) CŬG5_1.6_260. 

It was hypothesized that the gelator, even in such conditions, is unable to come into contact 

with the trigger dispersed in the gelatine-phosphate starting mixture, thus making the formation 

of the fibres difficult. For this reason, a further test was performed for the composition 

containing 1.35 equivalents of CaCl2: the gelatine-phosphate starting mixture, the trigger and 

the gelator were carefully mixed in a mortar with pestle to favour both a better dispersion of 

CaCl2 inside the powders and the interaction between calcium and the gelator.  

From the SEM images shown in Figure 4.28, collected on the cements obtained with this 

procedure (CŬG5_1.35ô_260), it is possible to notice, in various points of the cement, the 

presence of fibres agglomerated in bundles, proving that fibre formation does not depend 

exclusively on the concentration of the gelator solution and the amount of trigger, but also on 

the way they are mixed.   

 

Figure 4.28 SEM images of sample CŬG5_1.35ô_260 prepared in a mortar.  
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Method Ŭ was considered unsuccessful for the reasons listed above and no further analyses 

were performed on the samples prepared. However, it was essential to understand that the 

formation of fibres highly depends on the mixing procedure, opening the way for the next 

preparation method.   

 

2. Method ɓ0 

In this second method (ɓ) the calcium trigger is added directly inside the gelator solution, mixed 

with the RotoMix, and soon after with the inorganic starting material (Figure 4.29) at time ñ0ò. 

1.35 equivalents of CaCl2 were first joined to the gelator solution and then the compound 

obtained was mixed with the starting material. 

 

Figure 4.29 Schematic representation of cements preparation with Method ɓ0. 

For this method, the 2% gelator solution was investigated (Cɓ0G2_1.35_260) in addition to the 

5% (Cɓ0G5_1.35_260). Furthermore, since with a L/P ratio of 0.52 mL/g the cement paste was 

rather fluid, a smaller volume of gelator (200 ɛL) was also prepared (L/P = 0.40 mL/g) 

(Cɓ0G2_1.35_200 and Cɓ0G5_1.35_200).   

After 7 days immersed in PBS solution, all samples were cohesive and there was no dispersion 

of the powders in solution (Figure 4.30). The samples were then compared with reference 

samples, prepared using the same amount of starting material, water and calcium trigger, but 

without gelator. The reference samples for the preparation with 5% and 2% gelator were named 

C5_1.35_260 and C2_1.35_260 for the L/P ratio of 0.52 and C5_1.35_200 and C2_1.35_200 

for the L/P of 0.40.  
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Figure 4.30 Cements containing gel at 2% (a) and 5% (b) after 7 days immersed in PBS. 

The mechanical properties of the composite cements were analysed through compression tests 

performed on cylindrical samples, using an INSTRON dynamometer equipped with a 5 KN 

load cell. Stress-strain curves were recorded using SERIES IX software for Windows.  

The compression tests on the cements were carried out after 7 days of immersion in PBS at 37 

°C. Each test was repeated on four samples.   

From the stress-strain curves the values of elastic modulus (E) and of the maximum stress (ů) 

in compression were calculated. Table 4.3 shows the comparisons between the reference 

cements and the cements containing fibres, with 5% gelator concentration. 

Table 4.3 Values of maximum stress (ů) and elastic modulus (E) in compression tests for reference 

cements and fibre reinforced cements with 5% gelator. 

Sample ů (MPa) E (MPa) 

Cɓ0G5_1.35_260 15.4±2.5 484±82 

Cɓ0G5_1.35_200 9.7±0.6 422±73 

C5_1.35_260 10.1±0.1 468±67 

C5_1.35_200 11.6±0.3 478±40 
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The addition of 5% gel significantly affects the mechanical properties of the cements. From 

Table 4.3 it is possible to notice that samples with 200 ɛL of gel have lower mechanical 

properties not only compared to samples with 260 ɛL, but also compared to reference cements. 

In addition, during the compression tests of the samples with 200 ɛL of gel, the effect of axial 

compression results in a total crumbling of the material (Figure 4.31 a) while samples with a 

higher L/P ratio (0.52), after completing the compression test can be recovered as a single piece, 

even showing fractures in the form of cracks (Figure 4.31 b). This is the reason why the 

preparation containing 200 ɛL were excluded from further characterisations. 

 

Figure 4.31 Compression test on cement Cɓ0G5_1.35_200 (a) and Cɓ0G5_1.35_260 (b). 

The morphological analysis of sample Cɓ0G5_1.35_260 highlighted the presence of highly 

porous matrices. The gelator fibres entirely cover the inner walls of the pores and, in some 

places, are grouped to form small bushes (Figure 4.32). 

 

Figure 4.32 SEM images of sample Cɓ0G5_1.35_260. 
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With regard to cements containing 2% gelator concentration, from the compression tests (Table 

4.4) they have very similar characteristics to the reference cements (C2_1.35_260), showing 

lower ů but higher E. It seems that the addition of 2% gel does not significantly affect the 

mechanical properties, in contrast to what happens for samples loaded with the 5%. 

 

Table 4.4 Values of maximum stress (ů) and elastic modulus (E) in compression tests for reference 

cements and fibre reinforced cements with 2% gelator. 

Sample ů (MPa) E (MPa) 

Cɓ0G2_1.35_260 5.6±0.8 385±111 

C2_1.35_260 6.2±0.8 184±42 

The morphological analysis of the sample Cɓ0G2_1.35_260 highlighted the presence of 

numerous fibres, homogeneously distributed in various areas of the cement scaffold.  

It is also possible to notice a perfect compatibility and integration between the gelator fibres 

and the apatite phase. Figure 4.33 a, in particular, shows a good interface adhesion between 

the fibres and the apatite strips of the cement.   
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Figure 4.33 SEM images of sample Cɓ0G2_1.35_260.  

The preparation of FRCPCs using Method ɓ0 leads to cements containing fibres in all the 

samples. Depending on the composition, it is possible to obtain different morphologies.  

For samples loaded with 2% gelator, the SEM images reveal not only a better distribution of 

the fibres within the cements compared to samples with 5% gelator, but also a better 

interconnection of the fibres with the apatite phase. However, the addition of 5% gelator in the 

cements leads to an increase in the stress values for all the samples analysed, while for cements 

loaded with the 2% the mechanical properties are comparable with the reference cements. 

 

3. Method ɓ30 

In order to obtain a greater number of fibres and improve their distribution within the cements, 

after mixing the gelator with the trigger, a waiting time of 30 minutes was introduced before 

the addition of the starting material. This waiting time could allow the interaction of the trigger 
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with the gelator and a first fibre assembling process in absence of the starting material, thus 

leading to higher mechanical properties of the final cement. Method ɓ30 was therefore tested 

for the same compositions tested with Method ɓ0.   

The gelator solution was treated with 1.35 equivalents of CaCl2 , then, after 30 minutes, the 

mixture obtained was mixed with the starting material (Figure 4.34). Gelator concentration of 

2% and 5% and L/P ratios of 0.52 mL/g (260 ɛL) were respectively used to obtain the samples 

named Cɓ30G5_1.35_260 and Cɓ30G2_1.35_260. 

 

Figure 4.34 Schematic representation of Method ɓ30. 

The mechanical properties of the samples were analysed using compression tests.  

Samples made with 5% gelator concentration gave E values which were higher than those of 

the reference cements (Table 4.5), but lower ů values than those obtained with the ɓ0 method, 

probably due to precipitation of the highly concentrated 5% gel during the 30 minutes of setting 

period.   

Table 4.5 Comparison of the compression tests for reference cement, ɓ0 and ɓ30 with 5% gelator. 

Sample ů (MPa) E (MPa) 

Cɓ0G5_1.35_260 15.4±2.5 484±82 

Cɓ30G5_1.35_260 9.3±1.1 570±132 

C5_1.35_260 10.1±0.1 468±67 
































































































































